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ORGANIZATION OF THE PARTS-DATA LIST

The parts-data list is divided into three sections., The first section of the list describes all
of the replaceable parts and assemblies which constitute the airborne equipment, The second
section of the list describes all of the replaceable parts and assemblies of the ground-based

equipment, The third section contains an alphabetical list of manufacturers' names and addresses.

Only PARTS considered replaceable are listed. Where a special fixture is required to disassemble
and re-assemble parts, the parts are not considered replaceable, and the entire assembly is listed.

Standard hardware items are not included in the list, but all electronic parts are tabulated,

Where a particular type of part (e.g., a 100-ohm resistor) is used in more than one place, the
.number of such parts used in the equipment is listed in the ITEMS PER EQUIPMENT column of the
parts-data list. The number of items used in the equipment is listed opposite the initial part
description. Descriptions of duplicate parts are limited to '"Same as . . . , ' and the number of

items per equipment is not repeated.

In Section I of the parts-data list, each number of ITEMS PER EQUIPMENT is tabulated in terms of
the Systern 1 airborne equipment. In Section II, ITEMS PER EQUIPMENT refers to the ground-based

equipment.

Approved For Release 1999/09/08 : CIA-RDP81B00878R000200040001-0
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Approved For Release 1999/09/08 : CIA-RDP81B00878R000200040001-0

The first item listed on Sheet 1 is the MASTER ASSEMBLY. This MASTER ASSEMBLY includes all
of the equipment units (COMPLETE ASSEMBLIES) and interunit cables which comprise System 1
airborne equipment. On the MASTER ASSEMBLY drawing, the equipment units are referred to by
letter-number designations (Al, B, W120l, etc.). Also, each equipment unit has a nameplate bearing
an MP number (MP10922, MPL0737, etc.):. The first two pages of the parts-data list pvrovide a

correlation between the letter-number designations and the MP-number designations.

Each item listed in the parts-data list bea?s an item number. The itermn numbers are assigned in
sequence (beginning with item 1) to each COMPLETE ASSEMBLY, to each ASSEMBLY, and to each
PART. As an index, the item numbers pertaining to each COMPLETE ASSEMBLY are listed on the

first two sheets of the parts-data list.

The MP number of one of the COMPLETE ASSEMBLIES appears at the top of each of the pages.
Replaceable ASSEMBLIES of the COMPLETE ASSEMBLY are listed on these pages, with replaceable
PARTS of the ASSEMBLIES listed immediately below the ASSEMBLY description. The left-hand

margin of each PART description is indented.

Approved For Release 1999/09/08 : CIA-RDP81B00878R000200040001-0
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FQUIPMENT (NOMENCLATURE) SYSTEM 1 SHEET 1 OF 148 SHEETS
NAME OF CONTRACTOR Thé Ramo-Wooldridge - PARTS DATA LIST
1 2 3 4 5 6 7 8 9
ITEM NO. CQMF’LETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S [ACTUAL MFG. MFG. TYPE OR |ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBCL [STOCK NO. OF ITEM STOCK NO. [EQUIPMENT| PER EQUIPMENT

ISYSTEM ONE, MASTER ASSEMBLY R-W Dwg, )

The master assembly includes the 50400001

following units:

(Either) MP10922. This unitis a UNIT MP10922 Ramo- R-W Dwg. |2 Req. Per

complete assembly. Replaceable Al Wooldridge 50402014 System

lparts and assemblies are listed

as items 1 through 7,
{(Or) MP10308. This unit is a UNIT MP10308 Ramo- R-W Dwg. 2 Req. Per

complete assembly. Replaceable AZ Wooldridge 50402025 System

Iparts and assemblies are listed as

items 8 through 12.

MP1064l. This unit is a complete | UNIT MP10641 Ramo- R-W Dwg. 2 Req. Per

assembly. Replaceable parts and Cl Wooldridge 50404078 System

assemblies are listed as items

13 through 113,

MP10737. This unit is a complete] UNIT MP10737 Ramo- R-W Dwg. 1 Req. Per

assembly. Replaceable parts and B Wooldridge 50401002 System

assemblies are listed as items

114 through 468.

IMP10406. This unit is a complete{ UNIT MP10406 Ramo- R-W Dwg. 1 Req. Per

assembly. Replaceable parts and c2 Wooldridge 50403201 System

pssemblies are listed as items

469 through 491,

IMP63003. This unit is 2 complete] W1201 MP63003 Ramo- R-W Dwg, 1 Req. Per

pssembly. Replaceable parts and and Wooldridge | 50400002 System

hssemblies are listed as items w1204 1 Req. Per|

492 through 494. System

IMP63005. This unit is a complete] W1202 MP63005 Ramo- R-W Dwg. 1 Req. Per

hssembly. Replaceable parts and . Wooldridge | 50400003 System

pssemblies are listed as items

495 through 497,

Approved Hor Releasg 1999/09/08 : CIA-RDP81B00878R070200040001-0




<

plete assembly.
parts and assemblies are listed
as items 512 through 824.

RE-RECORD EQUIPMENT.
This equipment includes the
replaceable parts and assemblieq
listed as items 825 through 848.

AUXILIARY EQUIPMENT.
Equipment and supplies used in
operating and maintaining System|
1 are listed as items 849 through
891,

Approve

EQUIPMENT (NOMENCLATURE) SYSTEM 1 SHEET 2 OF SHEETS
NAME OF CONTRACTOR RamdinpraiedforReleased BAYPHMC §IA-RBPSTEDEE]SROM2D0040001-0 PARTS DATA LIST
! 2 3 4 5 6 7 8 9
ITEM NO.|COMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S [ACTUAL MFG. | MFG. TYPE OR [ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBOL |STOCK NO. OF ITEM STOCK NO. |EQUIPMENT| PER EQUIPMENT
MP63004, This unit is a com- w1203 MP63004 |[Ramo- R-W Dwg. 1 Req. Per
plete assembly. Replaceable Wooldridge 50400004 System
parts and assemblies are listed
as items 498 through 502.
MP63006. This unit is a com- w1205 MP63006 Ramo- R-W Dbwg. 1 Req. Per
plete assembly. Replaceable Wooldridge 50400005 System
parts and assemblies are listed
as items 503 through 511,
MP10566. This unit is a com- TEST MP10566 Ramo- R-W Dwg.
Replaceable SET Wooldridge 50403357

For Rele#se 1999/09/08 : CIf—RDP81 B00878H000200040001-0
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PARTS-DATA LIST
SECTION I

AIRBORNE EQUIPMENT
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EQUIPMENT (NOMENCLATURE) MP10922 OF SYSTEM 1 SHEET 3 OF SHEETS
NAME OF CONTRACTOR Ramo-Wooldridge Corp CONTRAGT  R-W Project 5021 PARTS DATA LIST
1 2 3 4 5 6 7 8 9
ITEM NO.|COMPLETE DESCRIPTION OF ITEM CIRCUIT ] CONTRACTQR'S [ACTUAL MFG. | MFG. TYPE OR |ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBOL |STOCK NO. OF ITEM STOCK NO. |EQUIPMENT| PER EQUIPMENT
1 MP10922, COMPLETE ASSEMBLY UNIT MP10922 Ramo- R-W Dwg. 2 Req, Per
Over-all dimensions 9,95 in. 1g Al Wooldridge 50402014 System
x 11. 81 in. dia. MP10922 engraved
on nameplate. Consists of the
following replaceable parts and
assemblies:
2 DIPOLE AND REFLECTOR MP10310 Ramo- Items 1,2, 5, |1 Req. Per
Assembly. Consists of a double-~ Wooldridge 6, and 7 of Complete
dipole reflector feed, reflector, R-W Dwg. Ass'y.
and center-conductor assembly. 50402014 (2/Sys.)
Over-all dimensions 6,88 in. 1g
x 1L, 8l in, dia. MP10922 engraved]
on nameplate.
3 CONNECTOR, Main Tube. Made MP10114 Ramo- R-W Dwg. 1 Req. Per
from #2024 ST-4 aluminum bar. Wooldridge 50402011 Complete
Over-all dimensions 0.812 in. 1g : Ass'y.
x 0.750 in. dia. One end has an (2/Sys.)
O.D. of 0.520 in., an I.D. of
0.284 in, with a 5/16-48 NF-3
thread 0.250 in. lg. The other
end has an O.D. of 0.470 in,
with a 15/32-40 NF -3 thread
0.130 in, 1g, an I.D. of 0,374 in.
The 0.750 in. dia is medium
knurled. Connector is gold
plated.
4 BUSHING, Conductor Support. MP10307 Ramo- R-W Dwg. 1 Req. Per
Made from teflon 0.500 in. 1g x Wooldridge 50402013 Complete
0.375 in, dia with a 0,115 in, dia Ass'y.
hole through the center. (2/Sys.)
5 ADAPTER, Coaxial. Made from MP10097 Ramo-~ R-W Dwg. 1 Req. Per
#2024 ST-4 aluminum bar. Overy Wooldridge 50402012 Complete
all dimensions 0. 600 in. 1@@@;«&1 For Relegse 1999/09/08 : CI|A-RDP81B00878R000200040001-0 Assy.
(2/Sys.) -




EQUIPMENT

(NOMENCLATURE)

MP10922 OF

SYSTEM 1

SHEET 4 oF

SHEETS

ADpTY o ea 09/08-+-GtA 78RO
NAME OF CONTRACTOR Ramb-Weoldridge STPCONTRACT rojec PARTS DATA LIST .
| 2 3 4 5 6 7 8 9
ITEM NO. COMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR {ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBOL |STOCK NO. OF ITEM STOCK NO. |EQUIPMENT| PER EQUIPMENT

5 ADAPTER, Coaxial. (Cont'd.) MPI10097 Ramo- R-W Dwg, 1 Req. Per|

in. dia. One end has an O.D. of Wooldridge 50402012 Complete

0.75 in. medium knurled, an I, DJ Ass'y,

of 0.438 in. with a 7/16-40 NF-3 (2/Sys.)

thread 0,125 in. lg., The other

end has an O, D, of 0,625 in.

with a 5/8-24 NF-3 thread 0.354

in. lg. Adapter is gold plated.
6 CRYSTAL MOUNT, Coaxial. MP10151 Waveline, 920 1 Req. Per

Over-all dimensions 2.375 in, 1Ig Inc. Complete

x 0.820 in. dia. Nickle plated. Ass'y.

(2/Sys.)

7 CRYSTAL. Silicon diode Type MP55002 |Microwave MA-408 1 Req. Per

MA-408. Over-all dimensions Assoc. Complete

0.550 in. 1g x 0.160 in., wide x Ass'y.

0.160 in. high. Marked as fol- (2/8ys.)

lows: MA-408 Microwave.

Approved|
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EQUIPMEN'I_' (NOMENCLATURE) MP10308 OF SYSTEM 1 SHEET 5 oF SHEETS
NAME _OF CONTRACTOR Ramd*¥W "COR ReE PARTS DATA LIST
| 2 3 4 5 6 7 8 9
ITEM NO. COM?LETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S | ACTUAL MFG. MFG. TYPE OR |[ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBOL |STOCK NO. OF ITEM STOCK NQO. [EQUIPMENT| PER EQUIPMENT
8 MP10308, COMPLETE ASSEMBLY| UNIT MP10308 Ramo- R-W Dwg. 2 Req. Per
Over-all dimensions 6,44 in. 1lg A2 Wooldridge 50402025 System
x 6,53 in. dia, MP10308 engraved
on nameplate. Consists of the
followinig replaceable parts and
assemblies:
9 DIPOLE AND REFLECTOR MP10183 Ramo- Items 1,2, 3, |1 Req. Per
Assembly. Consists of a double- Wooldridge |and 6 of R-W | Complete
dipole wave-guide feed, wave Dwg. 30402025 | Ass'y.
guide, and reflector. Over-all (2/Sys.)
dimensions 4.688 in, 1g x 6,53
in, dia. MPl10308 engraved on
nameplate.
10 FLANGED-WAVEGUIBE AND MP10152 Waveline, #616C-BNG 1 Req. Per
CRYSTAL HOLDER Assembly, Inc. Complete
Waveline Type #616C-BNC. Ass'y,
(2/Sys..)
3 CAP, Crystal Holder. Waveline MP10084 Waveline, 1 Req. Per
type (for above). Inc. Complete
Ass'y.
(2/Sys.)
12 CRYSTAL. Silicon diode Type MP55002 Microwave MA-408 |1 Req. Per
MA-408, Over-all dimensions Assoc. Complete
0.550 in. 1g x 0.160 in. wide x Ass'y.
0.160 in, high., Marked as fol- (2/Sys.)
lows: MA-408 Microwave.
L]




EQUIPMENT (NOMENCLATURQn

MP10641 OF SYSTEM 1
Release 1999/09/08 : C

proved For.

: CIA-RDP81B00878R000200040001-0
R-W Project 5021

NAME OF CONTRACTOR Ramo-Wooldridge Corp CONTRACT

SHEET 6 OF

SHEETS

PARTS DATA LIST

2

3

4

5

6

7

8

9

ITEM NO.

COMPLETE DESCRIPTION OF ITEM

CIRCUIT
SYMBOL

CONTRACTOR'S
STOCK NO.

ACTUAL MFG.
OF ITEM

MFG. TYPE OR |!
STOCK NQ.

EQUIPMENT

TEMS PER

RECOMMENDED QUAN.
PER EQUIPMENT

JAN TYPE

13

14

15

16

MP10641 COMPLETE ASEMBLY.
Over-all dimensions 7,125 in. 1g
x 5,125 in, wide x 1,968 in. high.
MP10641 engraved on nameplate.
Consists of the following replace-
able parts and assemblies:

COVER ASSEMBLY. Formed
from 0.032 in. sheet aluminum,
Over-all dimensions 7.125 in, lg
x 5,125 in. wide x . 768 in. high,
Drilled for mounting on the case
assembly, Has four spacers for
mounting the printed-circuit-
board assembly. Includes three
permanently-mounted and her-
metically-sealed jacks and a
gasket, MPl0641 engraved on
nameplate. Black-wrinkle fiish.

CASE ASSEMBLY. Formed
from 0,032 in. sheet aluminum.
Over-all dimensions 7,00 in. lg
x 5,00 in. wide x 1.21 in. high,
seven drilled and tapped mount-
ing posts. Black-wrinkle finish.

PRINTED CIRCUIT BOARD

ASSEMBLY. Printed-circuit
board, complete with all electri-
cal and mechanical parts.
all dimensions 6.50 in, lg x 4. 81
in, wide x 1. 375 in. high

The following parts of the printed
circuit board assembly are re-
placeable: "~ Approve

Over-

UNIT
Cl

il For Reled

MP10641

MP10142

MP10141

MP10002

Ramo-
Wooldridge

Ramo-

Wooldridge

Ramo-

Wooldridge

Ramo-
Wooldridge

se 1999/09/08 : CIA-RDP81B00878H

R-W Dwg.
50404078

R-W Dwg.

50404061

R-W Dwg.

50404059

R-W Dwg.
50404016

00&:380040001-0

2 Req. Pexy

System

1 Req. Per
Complete
Ass'y.
(2/Sys.)

1 Req. Per
Complete
Ass'y,
(2/Sys.)

1 Req. Per
Complete
Ass'y.
(2/Sys.)




EQUIPMENT (NOMENCLATURE) MPlL0641 OF SYSTEM 1 SHEET 7 OF SHEETS
NAME OF CONTRACTOR RamAppFovid FarReleass 13 i it PARTS DATA LIST
! 2 3 4 5 6 7 8 9
ITEM NO. COMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR {ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBOL [STOCK NO. OF iTEM STOCK NO. [EQUIPMENT| PER EQUIPMENT
17 CAPACITOR, tantalum, dry C101 MP30003 |{General 29F447 8
electrolytic, polarized 0,875 in. Electric
lg x 0.281 in. dia, 4 mfd,
150 vdcw, +85C to -55C operatin
temperature
18 CAPACITOR, fixed, ceramic- cl102 MP30045 | Centralab D6-102 12
dielectric, 0.500 in. lg x 0,250
in. dia, 1000 mmf, + 20%, 600
vdew, 85C operating temperature]
19 Same as C101 c103
20 Same as C102 Cl104
21 CAPACITOR, fixed, flat disc C105 MP3OU41 Erie 817-.02 28
ceramic, 0.5938 in., dia, 0.02
mfd, 600 vdcw
22 Same as C105 Cl08
23 Same as C101 Cl109
24 Same as C102 C110
25 CAPACITOR, fixed, silver mica,| Cli1 MP30035 El Menco | DM20C102J 4
0.78I12 in, 1g x 0.4375 in. wide x
0.2188 in, thick, 1000 mmf, + 5%
500 vdcw -
26 Same as C105 Cli2
Approved For Rele3se 1999/09/08 : C/A-RDP81 BOOT200040001-0




EQUIPMENT  (NOMENCLATURE)  MP10641 OF S

NAME OF CONTRACTOR Ramo-Wooldridge Corp CONTRACT

000200040001-0

SHEET 8 oF

SHEETS

R-W Project 5021

PARTS DATA LIST

i 2 3 4 5 6 7 8 9
ITEM NO.JCOMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR [ITEMS PER |RECOMMENDED QUAN. JAN TYPE
: SYMBOL |STOCK NO. OF ITEM STOCK NO. |EQUIPMENT| PER EQUIPMENT
27 Same as C105 Cl15
28 | Same as Ccll Cli6
29 CAPACITOR, fixed, sub-minia-| C117 " MP30005 Mallory TAP ]
ture electrolytic; 0.375 in. 1g x
0.219 in, dia, 2 mfd, 100 vdcw,
+85C to -55C operating temper-
ature
30. Same as Cl105 cl1s
31 Same as Cl17 c19
32 Same as Cl105 Cl120
33 Same as C105 Clza1
34 Same as C102 Cl22
35 CAPACITOR, dc, ta.nta.lu.tﬁ, dry| Cl123 MP30002 General 29F 469 4
electrolytic, polarized, 0,687 inl. Electric
lg x 0.187 dia, | mfd, 150 vdcw,
+85C to -55C operating temper-
ature
36 Same as C123 Clz4
37. Same as C102 Cl125
38 Same as C105 C126
39 Same as Cl102 €129 -
40 CAPACITOR, fixed, silver C130 MP30040 El Menco: DM15C301Y 2
mica, 0.4375 in. lg x 0,3438 in,
wide x 0.2188 in. thick, 300 mmf ]
+ 5%, 500 vdew, j+125C to -55C
| Operating temperature ]
perating P Approved For Releasp 1999/09/08 : CIA{RDP81B00878R0p0200040001-0




EQUIPMENT (“°ME"CLATUR5‘) o R e . C1 RNPA1R00878R000200040001-0 SHEET 9 or SHEETS
NAME OF CONTRACTOR Rami8TWooldridge CorpCONTRACT R-W Project 5021 PARTS DATA LIST
[ 2 3 4 5 6 7 8 9
ITEM NO.|COMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S ACTUAL MFG. MFG. TYPE OR |ITEMS PER RECOMMENDED QUAN. JAN TYPE
SYMBOL |STOCK ' NO. OF ITEM L STOCK NO. |EQUIPMENT! PER EQUIPMENT

41 Same as Cl17 C131
42 CAPACITOR, fixed, silver Cl132 MP30036 El Menco DM19C501F 2

mica, 0.4375 in, lg x 0,3438 in,

wide x 0.2188 in.’ thick, 500 mmf]

+ 5%, 500 vdcw, +125C to -55C

Operating temperature-
43 Same as C105 C133
44 Same as C105 Cl34
45 DIODE, silicon junction, 0.210 CR102 MP55003 Texas 601C - 4

in. lg x 0.210 in, wide x 0.135 Instrumdent

in, thick, 2 leads, 1.50 in. 1g

x 0.017 in. dia
46 Same as CR102 CRI103
47 DELAY LINE, 4.00 in, 1g x DLI101 MP64002 Brubaker DL-190 2

0.375,in. dia, 500 ohriy impe-

dance

.
{ o
Approvéd For RelTse 1999/09/08 : GIA-RDP81B00878R000200040001-4
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EQUIPMENT (NOMENCLATURigprovﬂlgfd.&il%lﬁeg%%q‘gﬁsr »CIA RDP81B00878R000200040001-0

SHEET 10 oF

SHEETS

NAME OF CONTRACTOR Ramo-Wooldridge Corp CONTRACT

R-W Project 5021

PARTS DATA LIST

i 2 3 4 5 6 7 8 9
ITEM NO.|COMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. | MFG. TYPE OR |ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBOL |STOCK NO. OF ITEM STOCK NO. [EQUIPMENT| PER EQUIPMENT

48 | RESISTOR, fixed, composition, R101 MP20234 Allen- EB | 2 RC20GF1537
15,000 ohms, + 5%, 1/2 watt Bradley

49 | RESISTOR, fixed; composition, R102 MP20219 Allen- EB 2 RC20GF4727
4700 ohms, + 5%, 1/2 watt Bradley

50 ‘RESISTOR, fixed, composition, R103 MP20189 Allen- EB 7 RC20GF392J
3900 ohms, + 5%, 1/2 watt Bradley

51 RESISTOR, fixed, composition, R104 -MP20j22 Allen- EB 2 RC20GF271J
270 ohms, + 5%, 1/2 watt Bradley

52 RESISTOR, fixed, composition, R105 MP20296 Allen- EB 20 RC20GF1047J
100, 000 ohms, + 5%, 1/2 watt Bradley

53 RESISTOR, fixed, cofnposition, R108 MP20002 Sprague 151K 2

: 6800 ohms, + 5%, 3 watt

54 RESISTOR, fixed, composition, R109 MP20321 Allen- GB 2 RC30GF512)
5100 ohms, + 5%, 1 watt - Bradley ‘

55 | RESISTOR, fixed, composition, .| RI110 MP20146 Allen- EB 2 RG20GF221.
220 ohms, + 5%, 1/2 watt Bradley -

—
Approved Hor Releasd 1999/09/08 : CIA- ?DP81BOOS78R010200040001-0




Approved For Release 19 : -
EQUIPMENT  (NOMENCLATURE) MP10641 OF £ LPPR0P/P8 : CIA-RDP8&1B00878R000200040001-0

SHEET U oF SHEETS
NAME OF CONTRACTOR Ramo-Wooldridge Corp. CONTRACT R-W Project 5021 PARTS DATA LIST
! 2 3 4 5 6 7 8 9
ITEM NO. COM?LETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR |ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBOL {STOCK NO. QF ITEM STOCK NO. |EQUIPMENT| PER EQUIPMENT
56 RESISTOR, fixed, composition, R111 MP20138 Allen- EB 8 RC20GF 3027
3000 ohms, + 5%, 1/2 watt Bradley
57 Same as R105 R112
58 RESISTOR, fixed, composition, R115 MP20368 Alle.n- EB 19 RC20GF223J
22,000 ohmg, + 5%, 1/2 watt Bradley
59 RESISTOR,‘ fixed, composition, R116 MP20174 Allen~ EB 2 RC20GF51LT
510 ohms, + 5%, 1/2 watt Bradley
60 RESISTOR, fixed, composition, R117 MP20102 Allen- EB 2 RC20GF182J
1800 ohms, + 5%, 1/2 watt Bradley
61 Same as R105 R18
62 | Same as R103 R122
63 Same as Rl1i1 R123
64 RESISTOR, fixed, composition, R124 MP20263 Allen- EB 2 RC20GF1337
13, 000 ohms, + 5%, 1/2 watt Bradley ‘
65 RESISTOR, fixed, composition, R125 MP20255 Allen-~ EB 2 RC20GF7527
7500 ohms, + 5%, 1/2 watt Bradley
66 | Same as R105 : R126
67 RESISTOR, fixed, composition, R127 MP20157 Allen- EB 4 : RC20GF105J
1.0 meg, * 5%, 1/2 watt Bradley
68 | RESISTOR, fixed, compRRiR¥ed Fpr Release|19994030%1 4A-RORALB00873R00D200040B®I-0 12 RC20GF1037
. 10, 000 ohms, + 5%, 1/2 watt . Bradley ~—y,




EQUIPMENT (NOMENCLATURE)

NAME OF CONTRACTOR Randd

SHEET 12 oF

SHEETS

PARTS DATA LIST

[ 2 3 4 5 6 7 8 9
ITEM NO. COMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S | ACTUAL MFG. MFG. TYPE OR |ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBOL |STOCK NO. OF ITEM STOCK NO. |EQUIPMENT| PER EQUIPMENT

69 Same as RIll R129

70 | RESISTOR, fixed, composition, | R132 MP20107 | Allen- EB 2 RC20GF475;
4.7 meg, + 5%, 1/2 watt Bradley

71 RESISTOR, fixed, composition, R133 MP20153 Allen- EB 2 RC20GF2253]
2.2 meg, + 5%, 1/2 watt Bradley

72 RESISTOR, fixed, composition, R136 MP20325 Allen- EB 2 RC20GF2732
27,000 ohms, + 5%, 1/2 watt Bradley

73 RESISTOR, fixed, composition, R137 MP20206 Allen- GB 2 RC20GF623]
62, 000 ohms, + 5%, 1/2 watt Bradley

T4 RESISTOR, fixed, composition, R138 MP20271 Allen- EB 2 RC20GF332.
3300 ohms, + 5%, 1/2 watt Bradley

75 RESISTOR, fixed, ‘composition, R139 MP20254 Allen- EB 2 RC20GF682)
6800 ohms, + 5%, 1/2 watt Bradley

76 RESISTOR, fixed, composition, R141 MP20104 Allen~ EB 3 RC20GF202.
2000 ohms, + 5%, 1/2 watt Bradley

17 Same as R103 R142

78 RESISTOR, fixed, composition, R143 MP20375 Allen- EB 5 RC20Gr474
470, 000 ohms, + 5%, 1/2 watt Bradley

79 RESISTOR, fixed, composition, R144 MP20176 Allen- EB 2 RC20GF564,
560, 000 ohms, + 5%, 1/2 watt Bradley

80  [Same as R128 RI145

Approved For Releare'1 999/09/08 : CIA-RDP81 BOOS78R0002M3001-0




EQUIPMENT  (NoMENCLATURE) . MEIGOHRE ST 5998 Molos : CIA-RDP81B00878R000200040001-0

SHEET 13 oF

SHEETS

NAME OF CONTRACTOR Ramo-Wooldridge COIP‘CONTRACT R-W Project 5021

PARTS DATA LIST

1 2 3 4 5 6 7 8 9
ITEM NO. COMF’LETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR |[ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBOL |STOCK NO. OF ITEM STOCK NO. |EQUIPMENT| PER EQUIPMENT

81 Same as RI111 R146

82 Same as R128 R147

83 |RESISTOR, fixed, composition, RI50 MP20167 Allen- EB 2 RC20GF303J
30, 000 ohms, + 5%, 1/2 watt Bradley

84 IRESISTOR, fixed, composition, R151 MP20320 | Allen- EB 2 RC20GF154J
150, 000 ochms, + 5%, 1/2 watt Bradley

85 RESISTOR, fixed, composition, R152 MP20101 Allen- EB 17 RC20GF 2247
220, 000 ohms, + 5%, 1/2 watt Bradley

86 RESISTOR, fixed, composition, - | R153 MP20116 Allen- EB 7 RC20GF5127
5100 okms, + 5%, 1/2 watt Bradley

87 RESISTOR, fixed, composition, R154 MP20106 Allen- EB Zz RC20GF1147
110, 000 ohms, + 5%, 1/2 watt Bradley

88 Same as R115 R157

89 RESISTOR, fixed, composition, R158 None Allen- EB 2
+ 5%, 1/2 watt, value selected on Bradley
basis of equipment performance

90 RESISTOR, fixed, .composition, R159 None Allen- EB 2
+ 5%, 1/2 watt, value selected on Bradley
‘basis of equipment performance

91 RESISTOR, fixed, composition, R160 MP20180 |Allen- EB 3 RC20GF363J
36, 000 ohms, + 5%, 1/2 watt Bradley

Approved For Relegse 1999/09/08 : C|A-RDP81B008781R000200040001-0
92 |Same as R115 R161 -




By P MEN T (NOMENCLATURG e RO S P55 73b/b8 : CIA-RDP81B00878R000200040001-0 SHEET 14 oF SHEETS

NAME OF CONTRACTOR Ramo-Wooldridge Corp CONTRACT R-W Project 5021 PARTS DATA LIST
| 2 3 4 5 6 7 8 9
ITEM Nq. COMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR |ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBOL |STOCK NO. OF ITEM STOCK NO. [EQUIPMENT| PER EQUIPMENT

93 |Same as R152 R164

94 |Same as RI127 R165

95 RESISTOR, fixed, composition, R166 MP20103 Allen- EB 4 RC20GF243.
24,000 ohms, + 5%, 1/2 watt i Bradley

96 |Same as R166 R167

97 RESISTOR, fixed, composition, R168 MP20218 Allen- EB 2 RC20GF432.

" 14300 ohms, + 5%, 1/2 watt Bradley

98 RESISTOR, fixed, composition, RI171 None Allen- EB 2
+ 5%, 1/2 watt, value selected on Bradley
basis of equipment performance |. - :

99 [RESISTOR, fixed, composition, R172 MP20079 Sprague 151E 4

12 ohms, + 5%, 3 watt

100 }Same as R172 R173

101 |RESISTOR, fixed, composition, R174 MP20001 Sprague 151E 2
43 ohms, + 5%, 3 watt

102 | TRANSFORMER, pulse. .Over- T101 MP58003 Magnecraft | TVI1I25A 2
all dimensions 0.625 in. 1g x Electric Co
0.625 in. did, 2 windings, pri-
mary to secondary turns ratio

1,8 to I, 3000 ohm primary im-

pedance
103 | ELECTRON TUBE, sub-minia- V101 MP45002 Raytheon CK6152 22
ture Approved For Releake 1999/09/08 : CIA-RDP81B00878RP00200040001-0

™




(NOMENCLATU R%qpm\ﬁqz,lfeg ﬁeBis% %%9?@%0? : CIA-RDP81B00878R000200040001-0

SHEET 15 oF

SHEETS

EQUIPMENT
NAME OF CONTRACTOR Ramo-Wooldridge Corp.CONTRACT R-W Project 5021 PARTS DATA LIST
| 2 3 4 5 6 7 8 9
ITEM NO. COMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR |ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBOL |STOCK NO. OF ITEM STOCK NO. |EQUIPMENT!| PER EQUIPMENT
104 Same as V101 V102
105 Same as V101 V103
106 Same as V101 V104
107 Same as V101 V105
108 Same as V101 V106
109 | Same as Vi@l V107
10 Same as V101 V108
1 Same as V101 V109
uz Same as V101 V1o
1u3 Vi

Same as V101

or Releasg 1999/09/08 : CIA-|

RDP81 BOOB78ROT)M40001 -0




EQUIPMENT (NOMENCLATURQ)MM‘MP1°737 OF SYSTEM 1 SHEET 16 oF SHEETS

wed For Rel 1999/09/08; CIA-RDP31800878R000200040004-0
NAME OF CONTRACTOR Ramo-Wooldridge CorpCONTRACT _ R-W Project 5021 PARTS DATA LIST
! 2 3 4 5 6 7 8 9
1TEM NO. COM?LETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR |ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBOL |STOCK NO. OF ITEM . STOCK NO. JEQUIPMENT| PER EQUIPMENT
114 MP10737, COMPLETE ASSEM- UNIT MP10737 | Ramo- R-W Dwg. [I Req. Per
IBLLY. Over-all dimensions 15.25 B Wooldridge 50401002 System

in, 1g x 12.31 in. wide x 3,5 in.
lhigh, MP10737 engraved on nameq
plate, Consists of the following

replaceable parts and assemblies:

115 |TAPE REEL AND RING GEAR MP10015 Ramo- R-W Dwg. 2 Req. Per|

JASSEMBLY. Over-all dimensims Wooldridge 50401508 Complete
10.50 in, dia x 0,50 in, wide. Ass'y.
Consists of tape reel, ring gear, (2/Sys.)

lhub, and decal.

116 |TOP COVER ASSEMBLY., Made MP10069 | Ramo- R-W Dwg. |l Req. Per
from. sheet aluminum, Over-all Wooldridge 50401355-1 | Complete
dimensiors 14, 94 in. lg x 12,10 Ass'y.
in, wide x 1,375 in. high. Wrinkle (1/Sys.)

black finish,

117 JBOTTOM COVER ASSEMBLY. MP10070 | Ramo-~ R-W Dwg. 1 Req. Per
Over-all dimensions 14, 94 in, 1g Wooldridge 50401002 Complete
bx 12,10 in. wide x 1,906 in. high. Ass'y.
IConsists of the following replace- (1/Sys.)

lable parts and assemblies:

us COVER, Bottom. Made from| MP10236 - | Ramo-~ R-W Dwg. 1 Req. Per

sheet aluminum. Over-all Wooldridge 50401355-2 | Ass'y.
dimensions 14, 94 in, 1g x (1/Sys.)

12,10 in, wide x 1,375 in.
high, with a0, 328-in, ~dia
hole 3.54 in. from one side
and 2. 83 in, from one end.
Wrinkle black finish, ) - )

ApprovedjFor Releade 1999/09/08 : CIA-RDP81B00878R(00200040001-0
. -




0737 EM1
EQUIPMENT (nomsncuruag)p I,.,,,\,}‘,'fﬂ,?- O e e | 1A RDRA1E00878R000200040004.0 SHEET 17 oF SHEETS
NAME OF CONTRACTOR Ramo-Wooldridge Corp CONTRACT  R-W Project 5021 PARTS DATA LIST
! 2 3 4 5 6 7 8 9
ITEM NO.|COMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S | ACTUAL MFG. MFG. TYPE OR |ITEMS PER |RECOMMENDED QUAN. JAN TYPE
: SYMBOL |STOCK NO. OF ITEM STOCK NO. |EQUIPMENT | PER EQUIPMENT
n9 CASE, Desiccant. Made from ’ MP10237 | Ramo- R-W Dwg. 1 Req. Per|
sheet aluminum. Over-all Wooldridge 50401450 Ass'y. ’
dimensions 2.00 in, 1g x 1. 75 (1/Sys.)
in. wide x 1.00 in. high,
120 COVER, Desiccant Case. Madg MP10238 Ramo- R-W Dwg. 1 Req. Per
from sheet aluminum. Over- Wooldridge 50401451 Ass'y.
all dimensions 2,125 in. 1g x (1/Sys.)
1. 875 in, wide x 0.187 in.
high. Blackened.
121 BREATHER PLUG Assembly. MP10232 | Ramo- R-W Dwg. 1 Req. Per|
Made from hexagonal bar Wooldridge 50401452-1 | Complete
aluminum. Over-all dimen-~ Assly.
sions 0.625 in. across flats (1/Sys.)
x 1,00 in, lg. With 0.125-in.
thick hexagonal flange, and
remaining length 0, 311 in,
dia, with 5/16-24 NF 2 thread|
Flanged end drilled 0.140 in.
dia to depth of 0,096 in, and
counter-drilled 0,218 in, dia
to depth of 0,064 in,, with a
0,062~in. -dia hole drilled
through axis of plug. Washer
filter, and O-ring staked in
flanged end to provide water-
tight seal,
122 HOUSING ASSEMBLY. Cast MP10650 | Ramo- R-W Dwg. |1 Req. Per
from magnesium. Over-all Wooldridge 50401002 Complete
dimensions 15, 25in. 1g x 12,00 Ass'y.
in, wide x 1.875 in. high. Con- (1/Sys.)
sists of a spider-frame, drilled .
and tapped mounting holes,
press-fit bushing, cable harness; 1
For Rel 1999/09/08 : CIA]

and the following replaceiijioved
parts: :

RDP81 80087%0200040001 -0




EQUIPMENT (NOMENCLATURE)

NAME OF CONTRACTOR Ramo-

SHEET 18 oF

SHEETS

PARTS DATA LIST

| 2 3 4 5 6 7 8 9
ITEM NO.JCOMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR |ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBOL |STOCK NO. OF ITEM STOCK NO. [EQUIPMENT|] PER EQUIPMENT
123 BRACKET, Plug. Made MPL0005 |Ramo- R-W Dwg. 1 Req. Per
from sheet steel. Over-all Wooldridge 50401369 Ass'y.
dimensions 2.217 in. lg x (1/Sys.)
0.452 in wide x 0,560 in.
high, with two 0.128-in. -dia
- holes and two 0,125-in, -dia
countersunk holes. Black~
ened, :
124 BRACKET, Plug, Made MP10006 |Ramo- R-W Dwg. 1 Req. Per
from sheet steel. Over-all Wooldridge 50401370 Ass'y.
dimensions 1,186 in. lg x (1/Sys.)
0.452 in, wide x 0,560 in,
high, with two 0,128-in. -dia|
holes, and two 0,125-in, -di3
.countersunk holes. Black-
ened,
125 COVER, Plug. Made from MPL0007 |Ramo- R-W Dwg. |1 Req. Per
sheet aluminum. Over-all Wooldridge 50401371 Ass'y.
dimensions 2.69 in. lg x (1/Sys.)
1.13 in, wide x 0,56 in, high| :
with two 0,128-in, -dia holes]
Blackened.
126 COVER, Plug. Made irom MP10008 | Ramo- R-W Dwg. 1 Req. Per
sheet aluminum. Over-all Wooldridge 50401372 Ass'y.
dimensions 1.66 in. 1g x (1/Sys.)

1.13 in, wide x 0,56 in. high,
with two 0,128-in, ~dia holes]
Blackened.

ApprovediFor Relead

le 1999/09/08 : CIA

-RDP81 BOOS?BRTOOZOOO 001-0




EQUIPMENT (NOMENCLATURE)pnm‘Mf}:gZ37IOF SESF‘EM 1o 0002000400010 SHEET 19 or SHEETS
NAME OF CONTRACTOR Ramo-Wooldridge Corp CONTRACT R-W Project 5021 PARTS DATA LIST
| 2 4 5 6 7 8 9
ITEM NO.|COMPLETE DESCRIPTION OF ITEM CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR |ITEMS PER RECOMMENDE»D_ Q‘QAN. JAN TYPE
- - STOCK NO. ~ OF ITEM STOCK NO. [EQUIPMENT| PER EQUIPMENT
127 SPACER, Plug. Made from] MP10009 Rameo- R-W Dwg. 4 Req. Per
steel, Over-all dimensions Wooldridge 50401373 Ass'y,
0.406 in. 1g x 0.188 in, dia, (4/Sys.)
with a 0,089-in, -dia-coun-
. tersunk hole drilled and
tapped through axis. Black-
ened.
128 CONNECTOR, Printed-Cir-| MP10081 Cannon DX-2842-100 |1 Req. Per
cuit, Over-all dimensions ’ Ass'y,
0.470 in, lg x 4.28l in. widd (1/Sys.)
% 0.375 in. high, 28 contads]
129 SCREW, Cover Mounting, MP10082 | Std. part R-W Dwg. |12 Req.Per
~ A steel socket-head cap modified Per | 50401480- Ass'y.
screw, Over-all dimen- Ramo-Wool- . (12/sys.)
sions 0.625 in. lg x 0,219 dridge Dwg.
in. dia, with 0,375 in. of 50401480
length 0.090 in. dia and
0.250 in, of length threaded|
6/32, Blackened.
130. BRACKET, Cable Guide MP10085 | Ramo- - R-W Dwg. 1 Req. Per]
Mounting., Made from sheet Wooldridge 50401506 Ass'y. ,
aluminum. Over-all dimen- (1/Sys.)
sions 2.75 in. 1g x 0,81 in.
wide x 1.12 in, high, with -
seven 0,116-in, ~dia holes.
Blackened.
1131 SPACER, Filter. Made fronj MP10089 | Ramo- R-W Dwg. [2 Req. Per
hexagonal bar aluminum. Wooldridge 50401466 Ass'y.
Over-all dimensions 0,62 . (2/Sys.)
in. 1g x 0.250 in, across
Approved For Releage 1999/09/08 : CIA -RDP81B0087§£0200040001 -0




EQUIPMENT (NOMENCLATURE) ~ MPIO737 OF SYSTEM 1 087ERO00200040001.0 SHEET 20 oF  SHEETS

NAME_OF CONTRACTOR Ramo-Wooldridge Corp CONTRACT ,R*W Pr°Ject 5021 PARTS DATA LIST
i ‘ | 2 3 4 5 ) /‘6 7 8 9
: ITEM NO.|COMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S | ACTUAL MFG. MFG. TYPE OR |ITEMS PER . R;COMMENDED QUAN. JAN TYPE
H SYMBOL |STOCK NO. OF ITEM . STOCK NO. |EQUIPMENT| PER EQUIPMENT
131 SPACER, Filter (Cont'd.) MP10089 [Ramo- R-W Dwg. 2 Req. Per /
flats, with hexagonal end Wooldridge 50401466 Ass'ly,
drilled 0,089 in. dia to depth (2/5ys.)

of 0,218 in. and tapped to
depth of 0,156 in., and oppo-|
4 o " site end 0,111 in, dia thread-
i o ed for length of 0.248 in.

2 : 132 PLATE, Filter Mounting. MP10090 - |JRamo- R-W Dwg. L Req. Per
5 : Made from sheet aluminum.. Wooldridge 50401491 Ass'y,

: Over-all dimensions 2, 625 i (1/8ys.)

o in. lg x 1. 37 in. wide x 0.062

in. thick, with one 0,225~in.
dia countersunk hole and two
0.128-in. dia holes.

TERMINAL BOARD. Assem-+ . MP10092 Ramo- R-W Dwg. 1 Req. Per]

bly. Made of laminated o Wooldridge 50401471 Complete A ST
phenolic sheet. Over-all . - : Ass'y, N : LET
dimensions 1. 50 in. lg x 1.00 B o : ~1@/sys.)

in. wide x 0,375 in, high,
with two 0,154-in, -dia holes
‘and 14 terminals,

drew Dwg."k : eq. Per|
504050161 I Ass'y.
S ! Ll/Sys )

'BRACKET, Receptacle Mout]
‘ing (right hand). Made from
‘sheet aluminum. Over-all |-
“.dimensions 0.684 in. g x
.0.628 in, high x 0,454 in,
“wide, with two 0.256-in, 1g
x 0.128-in. wide slotted
mounting holes, - Blackened.

Approved|For Releade 1999/09/08 : ‘CIP -RDP81 B00878R[00m040001 -0 ) /



MP10737 OF SYSTEM 1 21
EQUIPMENT (NOMENCLATUR - ~IAL 78R000200040004.0 SHEET OF SHEETS
NAME OF CONTRACTOR Ramo-Wooldridge Corp CONTRACT R-W Project 5021 PARTS DATA LIST
| 2 3 4 5 6 7 8 9
ITEM NOJCOMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR |ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBOL |STOCK NO. OF ITEM .. STOCK NO. |EQUIPMENT| PER EQUIPMENT
135 BRACKET, Receptacle MP10109 | Ramo- R-W Dwg. 1 Req. Per
Mounting (left hand). Made Wooldridge 50405016-2 | Ass'y.
from sheet aluminum, Over} (1/Sys.)
all dimensions 0.684 in. lg
x 0.721 in. high x 0,454 in,
" wide, with two 0,256-in. 1g
x 0,128-in. wide slotted
mounting holes. Blackened.
136 RECEPTACLE, Over-all J701 MP61003 | Winchester MRE 75-G 1 Req. Per
dimensions 0,859 in, lg x Ass'y.
1.219 in. wide x 0.375 in. (1/Sys.)
high. 7 contacts.
- PLUG. Over-all dimen- J702 MP62006 | Winchester MRE 21P-G |1 Req. Per|
* sions 0.859 in. lg x 2.25 in. Ass'y.
wide x 0,375 in, high. 21 (1/sys.)
contacts,
.COIL, toroid.wound, plas- | L706 MP40021 Rayco . oni2 .. 11 Req. Per]
“tic encapsulated, 1,250 in, s | Ass'y. |
dia x 0.562 in. thick, 50 1 @/sys.)
i'millihenries. : : 3 :
- RESISTOR, fixed, compos- | R786 MP20189 | Allen- . ifl * 'RC20GF392.
©.. itiom, 3900 ohms, + 5%, IO “Bradley - ] . R
 Wzwaw T T :
Approved For ReleaT 1999/09/08 : CIA] RDP81B00m100200040001-0




EQUIPMENT (NOMENCLATURE) o MPI737 OF SYSTEM . SHEET 22 of SHEETS

000200040001-0.

NAME OF CONTRACTOR Ramo- Wooldrldge Corp CONTRACT R-W Project 5021 PARTS DATA LIST
| 2 3 4 5 6 7 8 9
ITEM NO. COMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR |ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBOL |STOCK NO. OF ITEM . STOCK NO. [EQUIPMENT| PER EQUIPMENT
140 |TAPE GUIDE ASSEMBLY. Over- MP10013 Ramo- IR-W Dwg. 1 Req. Per
all dimensions 1,156 in. 1g x 0.500 Wooldridge | 50401360 Complete
in. dia. Consists of the following Ass'y.
replaceable parts: (1/5ys.)
8 141 SHAFT, Tape Guide Support.| MP10136 Ramo- R-W Dwg. 1 Req. Per
) : Over-all dimensions 1.156 in, Wooldridge | 50401361 Ass'y.
- lg x 0.250 in, dia. A steel (1/Sys.)

shaft with 0,156 in. wide
flange located 0.375 in. from
one end. 0,375 in. length is . N
0.112 in, in dia threaded 4-40 :
NC-2, Other end of shaftis
0.1885 in. in dia with groove
0.017 in, wide x 0.0067 in.
deep located 0,148 in. from
end. End is slotted across
diameter 0,046 in, wide x
0.062 in. deep. i

- MP10182 -Ramo- R-W Dwg. 1 Req. Per

142 | . ROLLER, Tape Guide. Oves] ]
. : <all dimensions 0,377 in. lg 1. Wooldridge 50401347-2 Ass'y. - S ]
x 0.500 in. dia. A teflon o (1/Sys.) T i ;

cylinder, with 0,057 in. wide]
““flanges on both ends. Center]
~section of cylinder 0,375 in.:|
dia. 0.1895-in.-dia hole
drilled through axis.

143 WASHER, Flat, Over-all R ‘ MP10215 - Ramo-~ R-W Dwg. ..|1 Req. Per

dimensions 0. 312 in.- dia x i .| "Wooldridge 50401345-1 | -Ass'y.
0.020 in. thick. A steel ) {1/Sys.)
washer with a hole 0.196 in. . i
in dia.

L d

Abprov_ed For ReleaT 1999/09/08 : CIAIRDP81B00878R}00200040001-0




EQUIPMENT (NOMENCLATURE)  MP10737 OF SYSTEM 1 SHEET 23 oF SHEETS
< PARTS DATA LIST
1 2 3 4 5 6 7 8 9
ITEM NO.|COMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |[ACTUAL MFG. | MFG. TYPE OR |ITEMS PER |RECOMMENDED QUAN. JAN TYPE
, ; SYMBOL |STOCK NO. OF ITEM STOCK NO. |EQUIPMENT| PER EQUIPMENT
144 WASHER, Flat. Over-all MP10202 Ramo- R-W Dwg. 2 Req. Per]
dimensions 0.375 in. dia x Wooldridge | 50401485-2 Ass'y.
0.047 in, thick. A laminated (2/Sys.)
brass washer with a hole
0.193 in. in dia,
A -
Approved|For Releade 1999/09/08 : CIA-RDP81B00878R§00200040001-0
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EQUIPMENT

(NOMENCLATURE)

MP10737 OF SYSTEM 1

NAME OF CONTRACTOR Ramoonlar g e BN TR R C o B Lo 9P 00400010

SHEET 24 oF SHEETS

PARTS DATA LIST

2

3

4

5

6

7

8 9

ITEM NO.

COMPLETE DESCRIPTION OF ITEM

CIRCUIT

‘1 SYMBOL

CONTRACTOR'S
STOCK NO.

ACTUAL MFG.
OF ITEM

MFG. TYPE OR
STOCK NQ.

ITEMS PER
EQUIPMENT

RECOMMENDED QUAN.

JAN TYPE
PER EQUIPMENT

145

146

147

148

SUPPLY REEL DRIVE ASSEMBLY]
Over-all dimensions (excluding
electrical filter) 3,50 in, lg x
2.17 in. wide x 1. 80 in. high,
Consists of an electrical filter,
motor, gear box, gear train, and
gear-locking device. This is a
precision assembly, and only the
following parts are replaceable:

BRACKET, Spring Retaining.
Over-all dimensions 0,548
in. 1g x 0,190 in. wide x
0.250 in. high, An L-shaped
bracket made from 0,032 in.
sheet steel, two 0.122 in. dial
holes drilled through one
face, and one 0.038 in. dia
hole drilled through other
face., Blackened.

BRACKET, Adjusting Screw
Mounting: Over-all dimen-
sions 0.520 in, 1lg x 0.407 in.
wide x 0.500 in, high. An L-
shaped aluminum bracket,
two 0.101 in, dia holes drilled
through base, one 0.0204 in.
dia hole drilled 0.188 in,
deep and tapped 2-56 NC-2.
Blackened. Bracket includes
0.146 in. dia nylon bushing.

PIN, Guide. Over-all dimen-
sions 0,440 in, 1g x 0.1875
in. dia. A cylindrical steel

Approve!

Includes

B701
and

Z701

MP10184

MP10167

MPI0169

MP10305

Ramo-
Wooldridge

Ramo-
Wooldridge

Ramo-
Wooldridge

Ramo-
Wooldridge

R-W Dwg,
50401234-1

R-W Dwg.
50401423-1

R-W Dwg.
50401430-1

R-W Dwg.
50401243

For ReIeTe 1999/09/08 : CIf—RDP81 BO 000200040001-0

1 Req. Per
Complete
Ass'y,
(1/8ys.)

1 Req. Per
Ass'y.
(1/Sys.)

1 Req. Per
Ass'y,
(1/Sys.)

1 Req. Per
Ass'y.
(2/Sys.)
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EQUIPMENT

(NOMENCLATURE)

MPI10737 OF SYSTEM 1

25

SHEET OF

SHEETS

PPToved o ease 0109 aisl-Li=] SR000200040004-0
NAME OF CONTRACTOR Ramo-Wooldridge CorpCONTRACT R-W Project 5021 PARTS DATA LIiST
| 2 3 4 5 6 7 8 9
ITEM NO. COM?LETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR |ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBOL |STOCK NO. OF ITEM STOCK NQ. |EQUIPMENT| PER EQUIPMENT
148 PIN, Guide {Cont'd.) MP10305 Ramo- R-W Dwg. 1 Req. Per
pin with 0,060 in. wide hexa- Wooldridge 50401243 Ass'y.
gonal flange located 0. 300 in, (2/8ys.)
from one end, 0,300 in. end
is 0.086 in. in dia, threaded
2-56 NC-2. Other end is
0.062 in. in dia, with groove
0,014 in, wide and 0,004 in,
deep. Blackened.
149 - BRACKET, Supply Reel MP10003 Ramo- R-W Dwg. |1 Req, Per
Drive Mounting. A skewed Wooldridge 50401308 Ass'y.
bracket made from magne- : (1/Sys.)
sium. Over-all dimensions
1.437 in, 1g x 1, 312 in., wide
x 0.633 in, high. Blackened.
150 SPRING, Supply Reel Drive. MP10045 Ramo- R-W Dwg. |1 Req. Per
A coil spring consisting of Wooldridge 50401307 . | Ass'y.
13.5 coils of 0,014 in. dia (2/8ys.)
music wire., Over-all dimen
sions 0.532 in, 1g x 0.160 in.
dia. Blackened.
151 TAKEUP REEL DRIVE ASSEM-  [Includes MP10168 Ramo- . R-W Dwg.: |1 Req. Per
© |BLY. Over-all dimensions (ex- | B702 Wooldridge 50401234-~2| -Complete
cluding electrical filter) 3,50 in. and . i "1 Ass'y.
lg x 2.17 in. wide x 1. 80 in. high.| 2702 L /sys.)
Consists of an electrical filter, g BT
motor, gear box, gear train, and =
a gear-locking device. This is'a
precision assembly and only the
' |[following parts are replaceable:
Apn’ove:i For Relegse 1999/09/08 : C A-RDP81800878T0%0040001-0




EQUIPMENT
NAME OF CONTRACTOR RambWoo

{(NOMENCLATURE

dridge

MP10737 OF SYSTEM 1

oTpCONTRACT

SHEET 26

CF

SHEETS

PARTS DATA LIST

2

3

4

8

9

ITEM NO.

COMPLETE DESCRIPTION OF ITEM

CIRCUIT
SYMBOL

CONTRACTOR'S
STOCK NO.

ACTUAL MFG.
OF ITEM

MFG. TYPE OR
STOCK NO.

ITEMS PER
EQUIPMENT

PER EQUIPMENT

RECOMMENDED QUAN.

JAN TYPE

152

153

BRACKET, Spring Retaining
Over-all dimensions 0.548
in. 1lg x 0,190 in, wide x
0,250 in. high., An L-shaped
bracket made from 0,032 in.
sheet steel, two 0.122 in. dig
holes drilled through one
face, and one 0,038 in. dia
hole drilled through other
face, Blackened,

BRACKET, Adjusting Screw
Mounting., Ower-all dimen-
sions 0.520 in. 1g x 0.407 in
wide x 0,500 in. high. An L
shaped aluminum bracket,
two 0.101 in. dia holes drill-
ed through base, one 0.0204
in. dia hole drilled 0.188 in,
deep and tapped 2-56 NC-2.
Blackened. Bracket include
0.146 in, dia nylon bushing.

| 154

PIN, Guide. Over-all dimen

--sions 0,440 in. 1g x 0,1875
‘in, dia.

A cylindrical steel
pin with 0.060 in, wide hex-
agonal flange located 0.300

in., from one end, 0.300 in.

“end is 0.086 in, in dia,

threaded 2-56 NC-2. Other
end is 0.062 in, in dia, with
groove 0,014 in, wide and

0.004 in, deep. Blackened.

Approved

For Rel

MP10170

MP10175

MP10305

Ramo-
Wooldridge

Ramo-
Wooldridge

Ramo-

" Wooldridge

R-W Dwg.
50401423-2

R-W Dwg.
50401430-2

R-W Dwg.
50401243

1999/09/08 : CIA-RDP81 BOOS78R100200040001 -0

1 Req. Per
Ass'y.
(1/Sys.)

1 Req. Per
Ass'y.
(1/sys.)




EQUIPMENT  (NOMENCLATURADprovei o7 RRIGIEeSTI9IENO8 : CIA-RDP81B00878R000200040001-0

SHEET 27  of

SHEETS

NAME OF CONTRACTOR Ramo-Wooldridge Gorp CONTRACT

R-W Project 5021

PARTS DATA LIST

| 2 3 4 5 6 7 8 9
ITEM NO.JCOMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR [{TEMS PER |RECOMMENDED QUAN. JAN TYPE
’ SYMBOL |STOCK NO, OF ITEM STOCK NO. |EQUIPMENT| PER EQUIPMENT
155 BRACKET, Takeup Reel MP10004 |Ramo- R-W Dwg. 1 Req. Per ‘
Drive Mounting. A skewed Wooldridge 50401309 Ass'y.
bracket made from magne- (1/Sys.)
sium. Over-all dimensions
1.00 in. 1g x 1. 312 in. wide
" x 0,633 in. high. Blackened.
156 SPRING, Takeup Reel Drive MP10045- | Ramo- R-W Dwg.
5 A coil spring consisting of Wooldridge 50401307
E 13,5 coils of 0.014 in, dia
music wire. Over-all di-
mensions of 0.532 in. 1g x
K 0.160 in. dia. Blackened.
i 157 FILTER, Electrical. Over{ Z701 MP68305 ' | Sprague R-W Dwg. 1 Req. Per
@ all dimensions 1.844 in. lg or NJ711 (Mod-~ 50401259 Ass'y.
x 1,718 in. wide x 0.812 in. | Z702 ified per R-W (2/5ys.)
high. A sealed radio noise Dwg. 50401259)

I St

filter with two solder-lug
terminals, and with two
shielded leads 3,12 in, lg.

: : i .
ApprovediFor Releage 1999/09/08 : CIA-RDP81 80087ﬁ700200040001-0
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NAME OF CONTRACTOR Ramo-Wooldridge Corp CONTRACT _ R-W Project 5021 PARTS DATA LIST
| 2 - 3 4 5 6 7 8 9
ITEM NO. COMI?LETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR |ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBOL |STOCK NO. OF ITEM STOCK NO. [EQUIPMENT| PER EQUIPMENT
158 HEAD AND HEAD COVER ASSEM; MP10087 Ramo- R-W Dwg. 1 Req. Per
BLY. Over-all dimensions 4. 87 Wooldridge | 50401317 Complete
in. 1lg x 2,50 in. wide x 1.75 in. ss'y,
high. Consists of the following (1/5ys.)

replaceable parts and assemblies;

159 MAGNETIC HEAD AND MP10040 Ramo- R-W Dwg. 1 Req. Per

! ) MOUNTING PLATE, Assem- Wooldridge 50401325-1 Ass'y.
bly (erase). Over-all dimen- (1/Sys.)

sions 1.250 in. lg x 1.125 in.
wide x 0,573 in. high, with
two 12-in, color-coded leads.]

160 MAGNETIC HEAD AND MP10038 Ramo- R-W Dwg. 1 Req. Per
MOUNTING PLATE Assem- Wooldridge 50401325-2 | Ass'y
bly (record), Over-all di- (I/Sys }

mensions 1,250 in. 1g x 1,125
in, wide x 0,470 in. high,
with six 12-in. color-coded

leads,

161 . MAGNETIC HEAD AND MP10020 Ramo- R-W Dwg. 1 Req. Per
MOUNTING PLATE Assem- Wooldridge 50401325-3 | Ass'y.
bly (playback). Over-all ) 1 (1/sys.)

dimensions 1.250 in. 1g x
1,125 in. wide x 0,547 in,
high, with six 6-in, micro-
dot cables terminated with
color-coded plugs.

162 HEAD SHIELD Assembly. MP10021 Ramo- R-W Dwg. |3 Req. Per
Formed from sheet metal. Wooldridge 50401327 Ass'y, i
Over-all dimensions 0, 862 ) (3/8ys.)

in. 1g x 0.60 in. wide x 0.646)
in. high, with two 0-80, 0.250
in. filister head screX§proved For Releade 1999/09/08 : CI4-RDP81B00878RIFETZTI0040001-0
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NAME OF CONTRACTOR Ramo-Wooldridge Corp CONTRACT R-W Project 5021 PARTS DATA LIST
| 2 3 4 5 6 7 8 9
ITEM NO.|COMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR |ITEMS PER {|RECOMMENDED QUAN. JAN TYPE
SYMBOL |STOCK NO. OF ITEM STOCK NO. |EQUIPMENT| PER EQUIPMENT
163 HEAD COVER Assembly. MP10018 Ramo- R-W Dwg. 1 Req. Per
Cast from magnesium. Overd Wooldridge 50401320 Ass'y.
all dimensions 3, 727 in. 1g (1/sys.)
x 0.480 in, wide x 0,831 in.
high.
164 PLATE, Head Cover Mount- MP10017 Ramo- R-W Dwg. |1 Reci. Per .
ing. Magnesium casting. Wooldridge 50401318 Ass'y.
Over-all dimensions 4,875 (1/Sys.)
in. lg x 2.062 in, wide x
0.50 in, high. Blackened.
165 LEVER ARM AND SHAFT MP10022 Ramo- R-W Dwg., |1 Req. Per
Assembly. Consists of a Wooldridge 50401329 Ass'y,
lever arm, shaft and hub. - (1/5ys.)
Over-all dimensions, shaft
and hub 1.50 in. 1lg, lever
and hub 1.25 in. lg, hub 0.375
in. dia x 0. 312 in. high.
166 BLOCK, Lever and Plunger MP10028 Ramo- R-W Dwg. |1 Regq. Per
Mounrnting, Made from bar Wooldridge .| * 50401336 Ass'y,
aluminum, Over-all dimen- (1/8ys.)
sions 1.00 in. 1g x 0.969 in.
wide x 0,63 in. high, with
two holes 0.140 in. dia drill-
ed through, one hole 0.126
in. dia drilled through, and
one hole 0.1567 in, dia drill-
ed through,
167 KNOB, Plunger Shaft. Made MP10030 Ramo- R-W Dwg. |{1Req. Per
from bar steel. Over-all - Wooldridge 50401338 As/s v.
dimensions 0. 312 in. J 3 (1/sys.)
0. 46 in. maximum dié?pfgged For Releage 1999/09/08 : CIA -RDP81BOOS78RT00200W1-0
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NAME OF CONTRACTOR Ramo-Wooldridge CorpCONTRACT R-W Project 5021

5

6

7

8

9

ITEM NO.

COMPLETE DESCRIPTION OF ITEM

CIRCUIT
SYMBOL

CONTRACTOR'S
STOCK NO.

ACTUAL MFG.
OF ITEM

MFG. TYPE OR
STOCK NO,

ITEMS PER
EQUIPMENT

RECOMMENDED QUAN.
PER EQUIPMENT

JAN TYPE

167

168

169

170

“"KNOB, Plunger Shaft {Cont'd.)

taper, center drilled to 0,25
in. depth for 0.125 in. shaft,
two 2-56 tapped holes 90°
apart 0.125 in. from narrow
‘end. Chrome plated. '"PULL4
is engraved on knob in black
letters.

SHAFT, Plunger. Machined
from 0,250 in. dia steel rod.
Over-all dimensions 1.422
in. 1lg x 0.203 in. dia, with
0,437 in, of length turned
down to 0,124 in, dia, taper-
ed on end. Adjacent 0,0125
in. length 0.203 in, dia,
remaining 0. 860 in. length,
turned down to 0,124 in, dia
and undercut to 0,084 in. dia,
0,093 in, from chamfered end]
Blackened,

SPRING, Plunger. A coil

spring consisting of ten coils
of 0.019-in. -dia music wire.
Over-all dimensions 0.72 in.
1g x 0.163 in, dia. Blackened.

NUT, Retaining. Machined
from 0,375 in. hex stock,
aluminum or brass. Over-
all dimensions 0.218 in. 1g
x 0.375 in. between faces.
0.138 in. of length turned

down to 0.250 in. dlaAepyﬂoved For Releag

threaded 1/4-28 NF-2

MP10030

MP10027

MP10032

MP10029

e 1999/09/08 : CIA

Ramo-
Wooldridge

Ramo-
Wooldridge

Ramo-~
Wooldridge
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Wooldridge:

R-W Dwg.
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R-W Dwg.
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R-W Dwg.
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R-W Dwg.
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-RDP81 BOOS78R10020%40001 -0

1 Req. Per
Ass'ly.
(1/Sys.)

1 Req. Per
Ass'y.
(1/Sys.)

1 Req. Per
Ass'y.
(1/Sys.)

1 Req. Per
- Ass'y,
(1/Sys.)




EQUIPMENT (NOMENCLATURE) MPIOT37OF SYSTEML .\ oo SHEET 31 of SHEETS

NAME OF CONTRACTOR Ramo: Wooldridge GorpCONTRACT . R-W Project 5021 PARTS DATA LIST
| 2 3 4 5 6 7 8 9
iTEM NO. COMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR |[ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBOL |STOCK NO. OF ITEM . STOCK NO. |EQUIPMENT| PER EQUIPMENT
170 NUT, Retaining {(Cont'd.) MP10029 Ramo- R-W Dwg. 1 Req. Per
Undercut to 0,210 in. dia Wooldridge 50401337 Ass'y,
3 0.138 in, from threaded end. (1/Sys.)
Blackened. L
171 BRACKET, Tape Guide Assemy MP10034 Ramo- R-W Dwg. |l Req. Per
) bly (playback). Formed from Wooldridge 50401363 Ass'y.
bar aluminum, Over-all (1/Sys.)

dimensions 0,562 in. lg x
0,347 in. wide x 0,500 in,
high, with two 0.130 in. x
0.67 in. mounting slots and
two 0,062 dia sapphire rods
cemented in place. Black-

ened.

172 BRACKET, Tape Guide MP10035 Ramo- R-W Dwg. |l Req. Per
Assembly (erase). Formed Wooldridge 50401365 Ass'y,
from bar aluminum, Over- (1/Sys.)

all dimensions 0,562 in. 1g
x 0.219 in, wide x 0.500 in.
high, with two 0,130 in, x
0.067 in. mounting slots and

) two 0.062~in. -dia sapphire
i rods cemented in place,
Blackened.
173 SUPPORT, Tape Guide Brack- MP10124 Ramo- R-W Dwg. [l Req. Per
et, Made from bar aluminumi, Wooldridge 50401362 Ass'y,
Over-all dimensions 0. 656 (1/Sys.)

in, 1g x 0,344 in. wide x
0.203 in, high, with four
0.067-in, ~dia holes. Black-
ened.

Approved For Releasp 1999/09/08 : CIAIRDP81B800875R000200040001-0
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NAME OF CONTRACTOR RamBIWISTdridge TSP CONTRAC T Toject 5021 PARTS DATA LIST
| 2 3 4 5 6 7 8 9
ITEM NO. COM'F’LETE DESCRIPTION OF ITEM CIRCUIT |CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR [ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBOL |STOCK NO. OF ITEM STOCK NOQ. EQUIPMENT | PER EQUIPMENT
174 NAMEPLATE, Cover Indica-| MP10036 Ramo- R-W Dwg., |l Req, Per
tor. Made from black plas- Wooldridge 50401332 Ass'y.
tic laminate. Over-all (1/Sys.)

dimensions 0.813 in. 1g x
0,625 in, wide x 0,062 in.
‘thick, with four 0.070-in. -
dia countersunk mounting
holes. Engraved with arrow

) and words "CLOSED'" and

i "OPEN".
i 175 SPRING, Head Adjusting MP10033 Ramo- R-W Dwg, 3 Req, Per
‘ Screw. A coil spring con- Wooldridge 50401341 Ass'y.
: sisting of six coils of 0.033- - (3/5ys.)

in, ~dia music wire. Over-
all dimensions 0.444 in. lg
x 0,187 in. dia. Blackened.

176 PLATE, Guide. Made from MP10031 Ramo- R-W Dwg. 1 Req. .Per
sheet steel. Over-all dimen- Wooldridge 50401339 Ass'y,;
sions 1,125 in. 1g x 0. 375 in. (1/8ys.)

& wide x 0,030 in. thick. Two
& 0.1259-in. -dia holes and
0.250 in. x 0,1259 in. slot
drilled through centerline.

' Blackened.
; 177 LINK, Cover Shaft. Made MP10023 Ramo- R-W Dwg. |l'Req. Per
i from bar steel. Rounded on Wooldridge 50401331 Ass'y.
one end and forked on the e (1/8ys.)

other end. Over-all dimen-
sions 1.374 in. 1g x 0. 312 in,
wide x 0,250 in. high. One

hole 0,158 in, dia in one end,
a notch 0.130 in, wide x 0,34
in, deep in the other end. ' -——

Two slots 0,276 in. lg-x 0,065
in. wide in forked enéPPHXEE For Releage 1999/09/08 : CIA-RDP81 BOOSTBRT00200040001-0

ened. .
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5

6
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ITEM NO.

COMPLETE DESCRIPTION OF ITEM

CIRCUIT
SYMBOL

CONTRACTOR'S
STOCK NO.

ACTUAL MFG.
OF ITEM

MFG. TYPE OR
STOCK NQ.

ITEMS PER
EQUIPMENT

RECOMMENDED QUAN.
PER EQUIPMENT

JAN TYPE

178

179

180

SHAFT, Shield Cover.
Machined from steel rod.
Over-all dimensions 2,250
in, 1g x 0.188 in. dia. One
end flatted to 0.124 in. thick
x 0,312 in. lg with 0,0620-
in, -dia hole drilled 0,125 in.
from end, and 0.093in, -dia
hole drilled through 0, 221 in.
from opposite end. Both
ends chamfered, Blackened.

PIN, Cover Shaft, Machined
from steel rod., Over-all
dimensions 0, 343 in. 1g x
0.125 in, dia. 0,031 in, of
length is 0,125 in. dia. Re-
maining length is 0.0620 in.
dia, chamfered at end, and
undercut to 0,053 in, dia
0.012 in. from chamfered
end. Blackened.

COAXIAL Connector Assem-
bly. Over-all dimensions
1.670 in, 1g x 0,937 in. wide
x 0.562 in, high. Consists
of a bracket made from
sheet aluminum, and six
mounted coax adapters.
Bracket is blackened, and
jacks are color coded.

Approved

For Releag

MP10026

MP10025

MP10107

te 1999/09/08 : CIA
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Wooldridge
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1 Req. Per
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1 Req. Per
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1 Req. Per
Ass'y.

1 (1/8ys.)
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ITEM NO. COMFLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR [ITEMS PER |RECOMMENDED QUAN. JAN TYPE
: SYMBOL |STCCK NO. OF ITEM STOCK NO. |EQUIPMENT| PER EQUIPMENT
181 LOOP ARM ASSEMBLY :(supply MP10041 Ramo- R-W Dwg. 1 Req. Per
reel). Over-all dimensions 4.062 Wooldridge 50401229-1 | Complete
in. 1g x 1,750 in, wide x 1.938 in. Ass'y.
high, (1/Sys.)
182 LOOP ARM ASSEMBLY (takeup MP10046 |Ramo- R-W Dwg. 1 Req. Per
reel). Over-all dimensions 4.063 Wooldridge 50401229-2 | Complete
in. 1lg x 1. 750 in. wide x 1,938 in, Ass'y,
high. (1/Sys.)
The LOOP ARM ASSEMBLIES
consist of the following replace-
able parts and assemblies:
183 SHAFT, Loop Arm Roller. MP10126 Ramo- R-W Dwg. 1 Req. Per
Over-all dimensions 0. 625 Wooldridge | 50401227 Ass'y.
in. 1lg x 0.25 in. dia. A (2/Sys.)
steel shaft with 0,021 in,
wide flange located 0,146 in.
from one end.. 0.146 in,
length is 0.086 in. in dia
threaded 2-56 NG-2. Other
end of shaft is 0.093 in. in
dia with groove 0,019 in.
wide x 0,076 in. deep locat-
ed 0,054 in, from end.
184 WASHER, Flat. Over-all MP10233 |Ramo- R-W Dwg. 2 Req. Per
dimensions 0.250 in. dia x - Wooldridge | 50401485-1 Ass'y.
0.047 in. thick. A laminat- (4/Sys.)
ed brass washer with a hole
0.096 in. in dia.
Sm—
Approved For Releas¢ 1999/09/08 : CIA{RDP81B00878R00p0200040001-0
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STOCK NO. OF ITEM

MFG. TYPE OR
STOCK NO.

ITEMS PER
EQUIPMENT

RECOMMENDED QUAN.
PER EQUIPMENT

JAN TYPE

185

186

187

188

-shaped spring 0.125 in. wide

0.375 in, wide x 0,156 in.

ROLLER, Tape Guide. Over}
all dimensions 0. 314 in. lg x
0,375 in, dia. A teflon cylin{
der with 0,031 in. wide
flanges on both ends.,

aia. 0.0937-in. -dia hole
drilled through axis.

SPRING, Tape Guide (supply
reel). Formed from 0.010-
in. -thick berylium-copper
strip. Over-all dimensions
1.375 in, 1g x 0.437 in, wide
x 0.312 in. high. An S-

with a forked mounting sur-
face. The forked mounting
surface is located near one
end of the spring, and is
perpendicular to the plane
of the spring. .

SPRING, Tape Guide (takeup
reel)., Similar in shape to
the supply-reel tape-guide
spring, but has a reversed-’
S configuration.

ARM, Loop. Formed from -
sheet magnesium, Over-all
dimensions 2.563 in, 1g x

high, with one 0.120-in. ~dia
hole drilled through center-
line 0.500 in. from one end,

and one 0.093-in, ~-d#PREA¥ed|For Releag

drilled through centerline
N 188 in fwom annneita and

Centex
" section of cylinder 0,250 in.

e 1999/09/08 : CIALRDP81 B00878R
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1 Req. Per
Ass'y,
{2/Sys.)
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PER EQUIPMENT

JAN TYPE

189

190

LOOP ARM SHAFT AND
CONTACT ARM Assembly.-
Over-all dimensions 1,50 in.
lg x 1. 390 in. wide x 0.437
in. high. Consists of two

‘parts which may be separat-

ed by removing a roll pin.

If it becomes necessary to
replace either of the parts,
both parts must be replaced.
The loop arm shaft is 1. 390
in., lg, one end threaded 4-4(
NC-2, adjacent 0,115 in, of
shaft length flanged 0.437 inJ
dia, with remaining length
of shaft 0,128 in. dia under-

-cut to 0,120 in. dia for lengfh|

of 0.632 in, The contact
arm is 1,50 in. 1g x 0,25 in.
wide x 0.069 in. thick with
0.055-in. ~-thick cylindrical
spacer mounted at the center
of the arm. 0,1285-in. -dia
hole through center of spacej
and arm, two 0,144-in, -dia
holes and one 0, 03l-in, -dia
hole in one end of arm, and
two 0,098-in, -dia holes in
other end of arm.

BEARING AND SPACER.
Made from aluminum bronze
Over-all dimensions 0,935 ij
lg x 0.937 in. dia. A flanged
cylinder with axial hole 0.129
in, in dia. Flange is 0,126
in. thick x 0.937 in, dia,
located 0.125 in, from cham
fered end of cylindemppeced

For Releas

MP10243

MP10201

Ramo-
Wooldridge

Rarno-
Wooldridge

R-W Dwg.
50401229

R-W Dwg.
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{2/S5ys.)

1 Req. Per
Ass'y,
(2/Sys.)
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NAME OF CONTRACTOR Ramo-Wooldridge Corp CONTRACT R-W Project 5021 PARTS DATA LIST
1 2 3 4 5 6 7 8 9
iTEM NO.JCOMPLETE DESCRIPTION OF ITEM CIRCUIT ] CONTRACTOR'S {ACTUAL MFG. MFG. TYPE OR [ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBOL |STOCK NO. OF ITEM . STOCK NO. |EQUIPMENT|{ PER EQUIPMENT
190 BEARING AND SPACER ' '
. {Cont'd.) MP10201 [Ramo- R-W Dwg. 1 Req, Per
five tapped holes, Cylinder Wooldridge 50401231 Ass'y.
is 0,245 in. dia undercut to (2/Sys.)
0.218 in, dia in three places:
"both sidesof flange, and 0,64
in. from flange.
191 NUT, Anchor. Over-all MP10246 | Elastic Stop 22NA7-68-62 1 Req. Per
dimensions 0.859 in. lg x Nut Corp. of Ass'y.
0.438 in, wide x 0.469 in. America (2/Sys.)
high., 6-32 stop nut with
right-angle bracket. Brack-
et has two 0,098-in, -dia
holes for mounting.
192 SMALL GEAR Assembly. MP10137 Boston Gear |R-W Dwg. 1 Req. Per
Consists of a gear and pin. #3216 or 150401310 Ass'y.
Over-all dimensions 0,130 American (2/8ys.)

in. 1g x 0,562 in. dia. Stock Gear

#53216 (Mod-
ified Per R-W
Dwg. 50401123)

193 SPRING, Counterbalance MP10136 Ramo- | R-W Dwg. 1 Req.Per
(supply reel). A right-hand-| Wooldridge 50401121-1 Ass'y,
wound coil spring consisting | (1/Sys.)
of 23.5 coils of 0.025 in, dia| ’ i
music wire, Over-all dimenf
sions 0.700 in. 1g x 0,343 in,
dia. Blackened.

——
Approved For Releas¢ 1999/09/08 : CIA{RDP81B00878R0p0200040001-0
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| 2 3 4 5 6 7 8 S
ITEM NO. COMP‘.ETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S | ACTUAL MFG. MFG. TYPE QR |ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBOL | STOCK NO. OF ITEM STOCK NO. |EQUIPMENT| PER EQUIPMENT
194 SPRING, Counterbalance MP10138 Ramo- R-W Dwg. 1 Req, Per
(takeup reel). A left-hand- Wooldridge 50401121-2 Ass'y.
wound coil spring consisting (1/Sys.)
of 23,5 coils of 0,025 in, dial
music wire, Over-all dimen-
"sions 0.700 in, 1g x 0. 343in/
dia. Blackened.
195 STRIP, Contact. Made from| MP10123 Ramo- R-W Dwg. 1 Reéq. Per
phosphor bronze sheet. Over Wooldridge 50401134 Ass'y.
all dimensions 0. 875 in. lg (2/8ys.)
x 0.250 in. wide x 0.020 in.
thick, with two holes 0.070
in. dia. Silver plated.
196 STRIP, Insulation. Made MP10122 Ramo- R-W Dwg. 1 Req. Per
from nylon laminated pheno- Wooldridge 50401133 Ass'y
lic sheet. Over-all dimen- ' (Z/Sys )
sions 0.875 in. lg x 0,250
in., wide x 0.031 in. thick,
with two holes, 0,070 in. dia.|
197 BUSHING, Insulating. Made MP10198 |Ramo- R-W Dwg. 4 Req. Per
from laminated plastic rod. Wooldridge 50401132 Ass'y.
Over-all dimensions 0,062 (2/8ys.)
in. lg x 0.140 in, dia. One
hole 0.067 in, dia drilled
through center.
198 PAD, Insulating, Made from MP10121 Ramo- R-W Dwg., 1 Req. Per
nylon laminated phenolic ’ Wooldridge 50401131 Ass'y.
sheet. Over-all dimensions ’ (2/8ys.)
0.437 in. 1g x 0.250 in, wide
x 0.015 in, thick, with two
0.070-in, -dia holes. {1 e
-or Rel 1999/09/08 : CIA
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SYMBOL [STOCK NO. OF ITEM STOCK NO. |EQUIPMENT! PER EQUIPMENT
199 BRACKET AND BUSHING MP10120 |Ramo- R-W Dwg. 1 Req. Per
Assembly. Made from brass Wooldridge 50401128 Ass'y.
bar. Over-all dimensions (2/Sys.)
0.438 in. lg x 0.490 in.
wide. Consists of a U-shap-
. ed bracket and cylindrical
bushing. Silver plated.
200 BRUSH, Loop Arm. A car- MP10043 |Fletcher R-W Dwg. 1 Req. Peq
bon and 75% metal composi- Electrical 50401226 Ass'y.
tion electrical brush. Over] Specialty Co. (2/8ys.)
all dimensions 0.210 in. 1g or Equivalent
x 0,093 in. dia, Per R-W
50401226
201 SPRING Assembly, Over- MP10132 Ramo- R-W Dwg. 1 Req. Per
all dimensions 0.436 in. 1g Wooldridge 50401484 Ass'y.
x 0,397 in, wide x 0.188 in, (2/sys.)
high. A shoulder screw and
spring assembly. The slot-
ted head of the screw is
0.188 in, dia,- shoulder is
0.084 in., dia, and screw is
0.060 in. dia threaded 0-80
NF-2. The spring has three
coils with one end fixed to
the head of the screw, and
the other end extending 0.343
in. tangentially from the
screw.
202 CONTACT AND LEAF MP10125 Ramo- R-W Dwg. 1 Ret‘l. PeH
SPRING Assembly. A T- Wooldridge 50401232 ‘Assly,
shaped leaf spring made : (2/8y5.)
from beryllium copper ' ’
sheet., Over-all dimensions
1.19 in. 1g x 0.50 ip 1999/09/08 : CIA-RDP81B00878R0(0208040001-0

x 0,015 in. thick, wii

%W%g,%d Hor Releasd




( 0737 EM1
EQUIPMENT (nomsucurua@pm‘myl::rl 7 OF SYSTEM1 001.0 SHEET 40 oF SHEETS
NAME OF CONTRACTOR Ramo-Wooldridge Corp CONTRACT R-W Project 5021 PARTS DATA LIST
| 2 3 4 5 6 7 8 9
ITEM NO. COMFLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR |[ITEMS PER |RECOMMENDED QUAN. JAN TYPE
’ . SYMBOL |STOCK NO. OF ITEM STOCK NO. |EQUIPMENT| PER EQUIPMENT
202 CONTACT AND LEAF
SPRING Assembly. (Cont'd.) MP10125 Ramo- - |[R-W Dwg. 1 Req. Per]
holes 0,140 in, dia, and with Wooldridge 50401232 Complete
a contact of coin-silver. Ass'y.
(2/Sys.)
203 STANDOFF. Made from MP10118 Ramo- R-W Dwg. 1 Req. Per]
nylon laminated phenolic Wooldridge 50401224 Ass'y.
sheet. Over-all dimensions 1 (2/5ys.)
0.840 in, lg x 0.500 in, wide
x 0,250 in, thick, with two
holesg 0,089 in. dia drilled
through and tapped 4-40 NC-2,. |
204 LARGE GEAR Assembly. MP10117 Boston Gear |R-W Dwg. 1 Req. Per
Consists of a gear, shaft, #3226 or Am-| 50401184 Ass'y.
and pin. Over-all dimen- erican Stock (Z/SYS-)
sions 0,510 in. 1g x 0.875 in. Gear #53226
dia. (Modified PeT]
R-W Dwg.
50401124)
205 SPACER. Made from alum- MP10244 [Ramo- R-W Dwg. 1 Req. Per
' inum. Cylindrical shape. Wooldridge 50401125 Ass'y.
Over-all dimensions 0,063 . (2/sys.)
in, 1g x 0.170 in. dia. One
hole 0.093 in. dia drilled
through center of spacer.
Blackened.
206 BASEPLATE. Machined MP10127. Ramo- R-W Dwg. 1 Req. Per -
- from plate magnesium. Wooldridge 50401228 ‘Ass'ly,
Over-all dimensions 4. 062 (2/8ys.)
in. 1g x 1. 375 in. wide x
0.250 in, high, with 0.312 in,
of length on either end mill- 1 .
ed down to 0.126 in. dHghsed For Releasp 1999/09/08 : CIAJRDP81B00878R000200040001-0



EQUIPMENT

(NOM ENCL ATURB))prOVMP’B}Me@ﬁ JYSYIOBMBL: CIA-RDP81B00878R000200040001-0

41

SHEET OF

SHEETS

NAME OF CONTRACTOR Ramo-Wooldridge Corp CONTRACT

R-W Projec

t 5021

PARTS DATA LIST

2

3

4

5

6

7

8

9

ITEM NO.

COMPLETE DESCRIPTION OF ITEM

CIRCUIT
SYMBOL

CONTRACTOR'S
STOCK NO.

ACTUAL MFG.
OF ITEM

MFG. TYPE OR
STOCK NO.

ITEMS PER
EQUIPMENT

RECOMMENDED QUAN.
PER EQUIPMENT

JAN TYPE

2006

207

208

209

BASEPLATE (Cont'd.)
and drilled and tapped for’
mounting.

-NUT, Plate. .Made from

magnesium strip. Over-all
dimensions 1.03 in. 1g x 0.25
in, wide x 0.125 in. thick,
with two holes 0.089 in. dia
drilled and tapped 4-40 NC-2

BOARD, Mounting. Made
from magnesium, Over-all
dimensions 1. 900 in. 1g x

1. 380 in. wide x 0,062 in.
thick. One end of board is
1. 380 in, wide with two slots
0.500 in, lg x 0.064 in. wide,
two holes 0,128 in, dia and
countersunk, and two holes
0.096 in. dia and counter-
sunk, The opposite end is
0.660 in, wide with one hole
0.140 in. dia, and two holes
0,059 in, dia tapped 1-72
NF-2. Blackened.

SPACER. Made from a
brass rod. Over-all dimen-
sions 0.078 in. 1g x 0.150 in.
dia. One hole 0,08l in. dia
drilled through the center of
spacer. Blackened.

Approved

MP10127

MP10131

MP10302.

MP10312

For Releasg 1999/09/08 : CIA

Ramo-
Wooldridge

Ramo-
Wooldridge

Ramo-
Wooldridge

Ramo-
Wooldridge

—

R-W Dwg.
50401228

R-W Dwg.

50401311

R-W Dwg.
50401312

R-W Dwg.
50401315

RDP81B00878R000200040001-0

1 Req. Per
Ass'y,
(2/Sys.)

1 Req. Perj
Ass'y.
(2/Sys.)

Ass'y.
(2/Sys.)

2 Req. Per]
‘Ass'y.
(4/Sys.)

1 Req. Per '




EQUIPMENT

(NOMENCULATURE) 500 DT O He R3S 15355908 : cla-RDP81B00878R000200040001-0

SHEET 42 OF

SHEETS

NAME OF CONTRACTOR Ramo-Wooldridge Corp CONTRACT R-W Project 5021

PARTS DATA LIST

2

3

4

5

6

7

8

9

ITEM NO.

COMPLETE DESCRIPTION OF ITEM

CIRCUIT
SYMBOL

CONTRACTOR'S
STOCK NO.

ACTUAL MFG.
OF ITEM

MFG. TYPE OR
STOCK NO.

ITEMS PER
EQUIPMENT

RECOMMENDED QUAN.
PER EQUIPMENT

JAN TYPE

210

21

212

213

- sheet, copper laminated on,

‘holes 0,234 in, dia drilled

BOARD, Commutator. Made
from glass cloth thermoset-
ting laminated phenolic

one side, Over-all dimen-
sions 1,39 in. 1g x 1.25 in.
wide x 0,066 in. thick, with
15 terminals.

BLOCK, Resistor. Made

from magnesium. Rectang-
ular block, Over-all dimen-
sions 1,370 in. 1g x 1.080 in,
wide x 0,740 in. high. BlocH
is 0.920 in, wide with 15

through. Two holes in one
end of block 0,089 in. dia
tapped 4-40 NC-2 and coun-
tersunk. Two mounting feet
each 0.280 in. 1g x 0.078 in.
wide x 0,210 in. high with
one 0.106-in, ~dia hole in
each. Blackened.

RESISTOR, fixed, compos-

ition, 22 ohms, iS%, 1 watt

Same as R833

Approved

R833
jthrough
R845

R846
through
R858

MP10185

MP10247

MP20242

Ramo-
Wooldridge

Ramo-
Wooldridge

Allen-
Bradley

R-W Dwg.
50401314

R-W Dwg.
50401313

GB

For Releage 1999/09/08 : CIA-RDP81 800878R100200040001-0

1 Req. Perx]
Ass'y.
(2/5ys.)

1 Req. Per]
Ass'y.
(2/Sys.)

13 Req. Per
Ass'y.
(26/Sys.)

RC30GF220



EQUIPMENT

(NOMENCLATURELM

MP10737

oved For Rel

OF ?YS TEM 1

NAME OF CONTRACTOR Ramo-Wooldridge Corp CONTRACT

000200040001-0

SHEET 43

OF

SHEETS

R-W Project 5021

PARTS DATA LIST

|

2

3

a4

5

6

7

8

9

ITEM NO.

COMPLETE DESCRIPTION OF ITEM

CIRCUIT
SYMBOL

CONTRACTOR'S
STOCK NO.

ACTUAL MFG.
OF ITEM

MFG. TYPE OR
STOCK NOQ.

ITEMS PER
EQUIPMENT

RECOMMENDED QUAN.

PER EQUIPMENT

JAN TYPE

214

215

216

JAM ROLLER ASSEMBLY.

Over-all dimensions 1. 83 in, lg

x 1,00 in. wide x 1.54 in. high.

Consists of the following replace-]

able parts:

SHAFT, Roller, Made from
steel. Over-all dimensions
1,06 in., 1g x 0,37 in, dia,
with one end 0. 37 in. in dia
for a length of 0,293 in.,
remainder of the shaft is
0.667 in. 1g x 0,250 in, dia
with a groove 0,031 in. wide
x 0.0092 in. deep x 0.031 in.
from one end, and with two
intersecting 0.06 in. dia
holes at the opposite end,
one hole drilled axially to a
depth of 0,75 in., and the
other hole drilled through
diametrically 0,75 in, from
the end. Chrome plated.

ROLLER, Jam. Made from
an aluminum cylinder with a
molded rubber rim. Over-
all dimensions 0.500 in. lg
x 1.000 in. dia, with one
hole 0.251 in. dia through
axis of cylinder.

Approved

MP10134

MP10066

MP10065

For Releasp 1999/09/08 : CIA

Ramo-
Wooldridge

Ramo-
Wooldridge

Ramo-
Wooldridge

R-W Dwg.
50401002

R-W Dwg.
50401415

R-W Dwg.
50401412

-———
RDP81B00878R000200040001-0

1 Req. Per
Complete
Assly.
(1/Sys.)

1 Req. Per]
Ass'y.
(1/Sys.)

1 Req. Per
Ass'y.
(1/sys.)




EQUIPMENT

NAME OF CONTRACTOR Ramo-Wooldridge CorpCONTRACT

MP10737 O 1
(NOMENCLATURE) o o For Boleaes 1555/04104 L C1A-RDP81B00878R000200040001-0

SHEET 44 of

SHEETS

R-W Proje

ct 5021

PARTS DATA LIST

2

3

4

5

6

7

8

9

ITEM NO.

COMPLETE DESCRIPTION OF ITEM

CIRCUIT
SYMBOL

CONTRACTOR'S
STOCK NO.

ACTUAL MFG.
OF ITEM

MFG. TYPE QR
STOCK NO.

ITEMS PER
EQUIPMENT

RECOMMENDED QUAN.
PER EQUIPMENT

JAN TYPE

217

218

219

SHAFT, Roller Arm. Made
from steel. Over-all dimen-
sions 1,540 in. 1g x 0.500 in,
dia, with a 0.06 in. wide x
0.500 in, dia. flange at one
end of shaft, remainder of
shaft is 0. 2515 in. dia for a
length of 1148 in., 0.187 in.
dia for a length of 0,080 in.
and opposite end of shaft is
0.138 in. dia, threaded #6-32
NC-2 for a minimum length
of 0.218 in. Flange of shaft
is chrome plated and shaft is
blackened.

ARM,; Roller. Made from
sheet steel and bar steel.
Over-all dimensions 1,500 in,
lg x 0.500 in. wide x 0.625
in. high, U-shaped with one
hole 0. 375 in. dia drilled
through, one hole 0.219 in.
dia drilled through, and one
elliptical hole 0,245 in, 1g x
0.120 in. wide. Blackened.

SPRING, Load. A coil spring|
consisting of 10 coils of 0.026
in. dia music wire. Over-al
dimensions 0.695 in. 1g x

0.226 in. dia. Blackened.

Approved

or Releasg

MP10064

MP10062

MP10056

> 1999/09/08 : CIA.

Ramo-
Wooldridge

Ramo-
Wooldridge

Ramo- .
Wooldridge

R-W Dwg.
50401411

R-W Dwg.
50401406

R-W Dwg.
50401439

RDP81B00878R0

r0200040001 0

1 Req. Per
Ass'y.
(1/Sys.)

1 Req. Per
Ass'y.
(1/Sys.)

1 Req. Per
Ass'y.
(1/Sys.)




EQUIPMENT

(NOMENCLATURE)

NAME OF CONTRACTOR Rambor

MP10737 OF SYSTEM 1

oTP CONTRACT

8R000200040001-0

SHEET 45

OF

SHEETS

Project 5021

PARTS DATA LiST

0.374 in, wide x 0,062 in.
thick, V-shaped with one end|
rounded to a radius of 0,187
in., and with a slotted hcle
0.1875 in, 1g % 0.145 in,
wide, opposite end rounded
to a radius of 0.093 in,,

with a hole 0,093 in. dia
drilled through. Blackened.

Approvefl For Reled

Ase 1999/09/08 : C

|A-RDP81B00878|

000208040001-0

! 2 3 4 5 6 7 8 9
ITEM NO.{COMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAI MFG. MFG. TYPE NOR |ITEMS PER {RECOMMENDED QUAN. JAN TYPE
’ SYMBOL |STOCK NO. OF ITEM STGCK NO. |EQUIPMENT| PER EQUIPMENT
220 BRACKET, Load Spring. MP10054 Ramo- R-W Dwg. [ Req. Per
Made from sheet steel. Over Wooldridge £0401440 Ass'y,
all dimensions 0.591 in, 1g (1/Sys.)
x 0.444 in., wide x 0,062 in,
.thick, V-Shaped bracket,
rounded on one end to a
radius of 0,093 in., with one
hole 0,062 in. dia drilled
through, opposite end round-
ed to a radius of 0.150 in.
with one hole 0,144 in. dia
drilled through.. Blackened.
221 SPACER, load Spring Bracket. MP10055 Ramo- R-W Dwg. 1 Req. Per;
Made from aluminum. Over Wooldridge 50401441 Ass'y,
all dimensions 0,406 in. 1g x| (1/Sys.)
0. 312 in. dia, with a hoie
0.144 in. dia drilled thvough
axis of spacer. Blackened,
222 ARM, Load Spring. Made MP10063 Ramo- R-W Dwg. 1 Req. Per)
from sheet steel. Over-all Wooldridge 50401410 Ass'y.
dimensions 0.905 in. 1g x (1/sys.)



EQUIPMENT (NOMENCLATURE) MP10737 OF SYSTEM 1 SHEET 46 oF SHEETS
NAME_OF CONTRACTOR Ramo/WBSS#Y [TRA PARTS DATA LIST
| 2 3 4 5 6 7 8 9
ITEM NO. COM?LETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR |ITEMS PER |RECOMMENDED QUAN. JAN TYPE
. . SYMBOL |STOCK NO. OF ITEM STOCK NO. |[EQUIPMENT| PER EQUIPMENT
223 SPACER, Spring Catch. MP10068 Ramo- R-W Dwg. 2 Req. Peq '
Made from sheet zluminum. Wooldridge 50401429 Ass'y.
Over-all dimencions 0,25 in. (2/Sys.)
1g x 0.25 in. wide x 0.062 in,
i thick, with two 0,067 in, dia
holes drilled through and
countersunk. Blackened.
224 SPRING, Catch. Made from MP10067 Ramo- R-W Dwg. 1 Req. Per]
strip steel. Over-all diraen- Wooldridge 50401416 Ass'y.
sions 1.00 in. 1g x 0.25 in. (1/Sys.}
wide x 0,060 in, thick, with
four 0,067 in dia holes drill-
ed through. Blackened.
L 4

Approvd

d For ReITlse 1999/09/08 :

IA-RDP81 BOOS7T000200040001 -(




EQUIPMENT  (NOMENCLATURE) MPL0737 OF SYSTEM 1 £00878R000200040001.0 SHEET 47 of SHEETS
NAME OF CONTRACTOR Ramo- Wooldrldge COTP CONTRACT R W Project 5021 PARTS DATA LIST
| 2 3 4 5 6 7 8 9
1ITEM NO. COM?LETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR [ITEMS PER [RECOMMENDED QUAN. JAN TYPE
SYMBOL {STOCK NO. OF ITEM STOCK NO. |EQUIPMENT| PER EQUIPMENT
225 | CAPSTAN AND CAPSTAN-DRIVH MP10301 Ramo- R-W Dwg. |1 Req. Per
ASSEMBLY. Consists of the fol- Wooldridge 50401002 Complete
lowing replaceable parts: Ass'y,
(1/Sys.)
226 'SHIELD, Capstan. Alumi- ‘ MP10051 Ramo- R-W Dwg. |l Req. Per
num casting. Over-all Wooldridge 50401379 Ass'y.
dimensions 1. 375 in. lg x (1/5ys.)
0.968 in. wide x 0.937 in.
high. A flanged truncated
cone with two holes 0.154 in,
dia drilled through flange,
and one hole 0, 312 in., dia
through top of cone. Black-
ened,
227 WASHER, Felt. Made from MP10052 Ramo- R-W Dwg. |1Req. Per
sheet felt, Over-all dimen- Wooldridge 50401383 Ass'y.
sions 0,620 in. dia x 0.060 (1/8ys.)
in, thick. One hole 0,150 in.
dia through center,
228 WASHER, Flat, Made from MP10053 Ramo- R-W Dwg. |1Reg. Per
aluminum. Over-all dimen- Wooldridge 50401384 Ass'y
sions 0.590 in. dia x 0,020 1/Sy3.)
in, thick. One hole 0.250
in, dia through center.
Blackened,
229 CAPSTAN SHAFT AND MP10050 Ramo- R-W Dwg. |1 Req. Per
DRIVE WHEEL Assembly. Wooldridge 50401376 Ass'y.
Over-all dimensions 2.268 {1/Sys.)

in. 1g x 3,770 in. dia.
sists of a capstan shaft,
flanged support bearing, and
drive wheel. Rim of drive
wheel has rubber sur%ve

Con-

For ReIeTe 1999/09/08 : CIr-RDPNBOOM

1900200040001-0




EQUIPMENT (NOMENCLATURE)N“ ‘MP10737 OF SYSTEM 1 SHEET 48  oF SHEZTS

reckf 1998709/ 0002000400010
NAME OF CONTRACTOR Kamo- Wooldrlr‘gc Corp(‘ONTRACT R-W Project 5021 PARTS DATA LIST
| 2 3 4 5 <] 7 8 9
ITEM NO. COM_?LETE DESCRIPTION OF ITEM CIRCUIT ; CONTRACTOR'S |ACTUAL MFG, MFSG. TYPE OR [ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBOL |STOCK NO. OF ITEM . STOCK NO. [EQUIPMENT| PER EQUIPMENT
239 ~ DISC, Strohe. Macde from MP10304 Ramo- R-W Dwg. 1Req. Per
aluminum foil, Over-all Wooldridge 50401535 Ass'y
(1/Sys )

diraensions 3.70 in. dia x
0,003 in, thick witk a hole
1.500 in. dia through the cen-
ter. Disc has stroboscopic
pattern on one side and has
pressure-sensative adhesive
on other side. _

-
Approved For Relea Fe 1999/09/08 : CIA-RDP81B00878R000200040001-0




EQUIPMENT

(NOMENCLATURE)

MP10737 OF SYSTEM 1

SHEET 4

OF

SHEETS

NAME OF CONTRACTOR RamaplrridrFésREO50099NRC TIA-RDPF BO08T8R066230040001-0

PARTS DATA LIST

2

3

4

5

6

7

8

S

'TEM NO.

COMPLETE DESCRIPTION OF ITEM

CIRCUIT
SYMBOL

CONTRACTOR'S
STOCK NO.

ACTUAL MFG.
OF ITEM

MFG. TYPE OR
STOCK NO.

ITEMS PER
EQUIPMENT

RECOMMENDED QUAN.
PER EQUIPMENT

JAN TYPE

231

232

233

234

CAPSTAN-MOTOR MOUNTING .
ASSEMBLY,. Over-all dimmensiong
1. 844 in, lg x 1. 875 in. wide x

1. 016 in. thick.
following replaceable parts:

Consists of the

SFRING. Made from 0.034
in, dia music wire. Over-al}
dimensions 1. 312 in. lg x .
0.095 in. wide x 0,250 in,
high. A pivet 0.250 in. I1g x
0.095 ir. dia is soldered in
the center of spring. One
end of spring is offset 0,13
in, from centerline of spring.|
Blackened.

SCREW, Set (reworked).
Allen head set screw. Over-
all dimensions 0. 625 in. lg

x 0,138 in. dia. End opposite
Allen socket is 0.0628 in, in
dia for lengih of 0,032 in.,
adjacent length is 0.090 in.
in dia for length of 0,061 in.
Remainder of length is 0.138
in, in dia, threaded 6-32 NC-|
Blackened.

STUD, Double Mounting.
Made from steel. Over-all
dimensions 0,812 in. 1lg x
0.250 in, wide x 0,525 in.
high. Consists of a plate
0.812 in. lg x 0,250 in, wide
x 0,030 in. thick with one

Approvel

MP10049

MP10155

MP10110

MP10647

d For Release 1999/09/08 : C

Ramo-
Wooldridge

Ramo-
Wooldridge

AN565A6H-10

{Modified Per
R-W Dwg.
50401404)

Ramo-
Wooldridge

A-RDP81B00878R000200040001-0

R-W Dwg.
50401436

R-W Dwg.
50401402

R-W Dwg.
50401404

R-W Dwg.
50401435

-

l Req. Per

Complete
Ass'y.
(1/Sys.)

1 Req. Per
Ass'y,
(1/Sys.)

2 Req. Per
Ass'y.
(2/Sys.)

1 Req. Per,
Ass'y.
(1/Sys.)




EQUIPMENT

(NOMENCLATURE)  MPL0737

SHEET 50 OF

SHEETS

NAME OF CONTRACTOR Ramo-Wooldridge Corp CONTRACT

R-W Project 5021

Igol: Ige gSgT§Eg 13 éé9109108 : CIA-RDP81B00878R000200040001-0

PARTS DATA LIST

2

3

4

5

6

7

8

9

ITEM NO.

COMPLETE DESCRIPTION OF ITEM

CIRCUIT
SYMBOL

CONTRACTOR'S
STOCK NO.

ACTUAL MFG.
QOF ITEM

MFG. TYPE OR
STOCK NO.

ITEMS PER
EQUIPMENT

RECOMMENDED QUAN.
PER EQUIPMENT

JAN TYPE

234

235

236

STUD, Double Mounting.
(Cont'd.)

hole 0,098 in. dia drilled
through. Plate mounts two
identical studs. Each stud
has a flanged end 0.250 in.
dia x 0,040 in, thick, 0.159
in. dia for a length of 0.218
in. and threaded 6-32 NC-2
for a length of 0.275 in.
Blackened,

STUD, Single Mounting. Mads
from steel., Over-all dimen-
sions 0. 625 in. 1g x 0. 312 in,
wide x 0,525 in. high., Con-
sists of a plate 0. 625 in. 1g
x 0,312 in, wide x 0.030 in.
thick with one hole 0.098 in.
dia drilled through. Plate
mounts one stud with flanged
end 0.250 in. dia x 0.040 in.
thick, 0.159 in. dia for a
length of 0,218 in. and thread
ed 6-32 NC-2 for a length of
0.275 in. Blackened.

BRACKET, Spring Adjusting.
Made from steel, Over-all
dimensions 0.750 in. 1g x
0.375 in, wide x 0,437 in.
high., Rectangular flange and
cylinder. Flange is 0.750 in||
lg x 0.375 in. wide x 0,040in
thick with two holes 0,120 in.
dia drilled through in oppo-
site corners. Cylinder is

Ad

proved Fo

MP10647

MP10649

MPIC103

Release 1999/09

Ramo-
Wooldridge

Ramo-
Wooldridge

Ramo-
Wooldridge

P8 : CIA-RDP81B

R-W Dwg.
50401435

R-W Dwg.
50401434

R-W Dwg.
50401399

0878R000200040001-0

1 Req. Per
Ass'y.
(1/Sys.)

1 Req. Per
Ass'ly.
(1/Sys.)

1 Req. Per
Ass'y.
(1/5ys.)




EQUIPMENT

NAME OF CONTRACTCR Ramo-Wooldridge CorpCONTRACT R

(NOMENCLATURE)  MPL0737 OF SYSTEM 1

ved-Fer-Ri

roject

SHEET 51 or

SHEETS

UT-u

PARTS DATA LIST

2 v

3

4

5

6

7

8

9

ITEM NO.

COMPLETE DESCRIPTION OF ITEM

CIRCUIT
SYMBOL

CONTRACTOR'S
STOCK NO.

ACTUAL MFG.
OF ITEM

MFG. TYPE OR
STICK NO.

ITEMS FER
EQUIFMENT

RECOMMENDED QUAN.
PER EQUIPMENT

JAN TYPE

236

BRACKET, Spring Adjustiung.
(Cout'd.)

0.250 in. O.D. with a 0.136
in. I.D. drilled through and
tapped 8-32 NC-2 thread.

End of cylinder has four eqaly]
spaced radial slots 0.046 in.
wide x 0.397 in. deep.
ened.

BLOCK, Support Spring. Madd
from aluminum. Over-all
dimensions 0.750 in. 1g x
0.250 in. wide x 0.187 in.
high. Rectangular strip witn
four bosses. Strip is 0.750
in. 1g x 0,250 in. wide x
0.03! in. thick with two holes
0.120 in. dia drilled through.
Bosses are 0.075 in. square

_ x 0.156 in, high spaced symet

rically about the canter.
Blackened.

STOP, Spring. Made from
sheet steel. Over-all dimen-
sions 0, 812 in. lg x 0,750 in.
wide x 0,015 in, thick, T-
shape. Arms of stop are 0.250
in, wide and extend 0, 750 in.
over all, with a 0.116-in, -dia
hole 0.125 in, from each end.
Body of stop is 0.480 in. lg

x 0.375 in. wide, with tongue
extending 0,082 in. aleng
centerline. Tongue is 0.095
in. wide. Blackened.

Approved

Rlacky,

MP10103

MPI10111

MP10112

ror ReleaT 1999/09/08 : CIAIRDP81B00878R(

Ramo-
Wooldridge

Ramoa-
Wooldridge

Ramo-
Wooldridge

R-W Dwg.
50401399

R-W Dwg.
50401400

R-W Dwg.
50401403

00200040001-0

1 Req, Per
Ass'y.
(1/Sys.)

1 Req. Per
Ass'y.
(1/Sys.)

Ass'y.
(1/sys.)

1 Req. Per]




EQUIPMENT

(NOMENCLATURE)APPERYAS F91 Release}PRy(p9/08 : CIA-RDP81B00878R000200040001-0

SHEET 52 oF

SHEETS

NAME OF CONTRACTOR Ramo-Wocldridge CorpCONTRACT R-W Project 5021

PARTS DATA LIST

2

3

4

5

6

7

8

9

ITEM NO.

COMPLETE DESCRIPTION OF {TEM

CIRCUIT
SYMBOL

CONTRACTOR'S
STOCK NO.

AC TUAL MFG.
OF ITEM

MFG. TYPE OR
STOCK NO.

ITEMS PER
EQUIPMENT

RECOMMENDED QUAN.
PER EQUIPMENT

JAN TYPE

239

BRACKET, Motor Support.
Made from aluminum., U-
shaped bracket. Over-all
dimensions 1. 815 in. 1g x
1. 875 in. wide x 0. 218 in,
thick., One hdle 0,186 in. dia,
two holes 0,070 in, dia tapped
2-56 NC-2 thread, three oles|
0.169 in. dia, and four holes
0.120 in. dia countersunk, all
holes drilled through. Black4
ened, -

Approv{

MP10643

d For ReITse 1999/09/08 : g

Ramo-
Wooldridge

R-W Dwg.
50401390

IA-RDP81 80087T000200040001 -G

1 Req. Per
Ass'y.
(1/Sys.)




EQUIPMENT  (NOMENCLATURERPProveRIBGSReAESS 18I0 : CIA-RDPE1B00878R000200040001-0 SHEET 53 oF SHEETS

NAME OF CONTRACTOR Ramo-Wooldridge Corp CONTRACT  R-W Project 5021 PARTS DATA LIST
| 2 3 4 5 6 7 8 9
ITEM NO. COMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR |ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBOL {STOCK NO. OF |TEM . STOCK NQ. |EQUIPMENY| PER EQUIPMENT
740 | CABSTAN MOTOR AND FLY- MP10048 | Ramo R-W Dw
- - g- 1 Req. Per
WHEEL ASSEMBLY. Over-all Wooldridge | 50401389 Complete
_dimensions 2,968 in. lg x 2,094 Ass'y.
in. wide x 2,594 in  high.” Con- (1/Sys.)

sists of the following replaceable
parts and assemblies:

241 CLAMP, Spring. Made from MP10693 | Ramo- R-W Dwg. 4 Reg, Per
steel. Semi-circular clamp. Wooldridge 50401488 Assly,
Over-all dimensions 0. 765 (4/Sys.) -

in. 1g x 0,378 in, wide x 0130
in, high. One hole tapped
0-80 NF-2, 0.320 in. from
center of radius of clamp.
One hole 0,075 in, dia coun-
terbored 0,100 in. dia in oppo}
site end 0, 320 in. from cen-
ter of radius of clamp.

242 MOTOR, Assembly. Over- B703 MP10694 | Rarno- R-W Dwg. 1 Req. Per
all dimensions exclusive of Wooldridge 50401389 Ass'y.
electrical filter 2.901 in. lg (1/Sys.)

x 2.094 in. dia. Consists of
motor and electrical filter,
stationary shaft, fly wheel,
and spacer.

243 COLLAR. Made from stain- MP10698 | Ramo- R-W Dwg. 1 Req. Per
less steel. Cylindrical shape} Wooldridge 50401487 Ass'y.
Over-all dimensions 0.320 in (1/Sys.)

1g x 0.500 in. dia, One end

has I.D. of 0.375 for length

of 0,046, and remaining I.D.
is 0,1252 in. One end of col-
lar is threaded (32 threads per
inch) for a length of 0.130 in. -
A radial hole through flproved For Releage 1999/09/08 : CIA-RDP81B00878R000200040001-0
threaded area is tapped 2-56

NG-2.




EQUIPMENT
NAME OF CONTRACTOR

(NOMENCLATURE)

amo-V 00

ridge

MP10737 OF SYSTEM 1

SHEET 54 o

SH-RBP84B300878R000200040004-0

R-W Project 5021

STPCONTRACT

PARTS D/

2

3

4 S5

6

7

8

ITEM NO.

COMPLETE DESCRIPTION OF ITEM

CIRCUIT
SYMBOL

CONTRACTOR'S |ACTUAL MFG.
STOCK NO. OF ITEM

MFG. TYPE OR

STOCK NO.

ITEMS PER
EQUIPMENT

RECOMMENDED QUAN.
PER EQUIPMENT

244

245

246

SPRING. Made from 0,018

in. dia music wire (15 coils).
Over-all dimensions 0.49 in.
lg x 0.515 in. dia. Blackened|

SHIELD, Top Motor. Made
from mu-metal. Cylindrical
shape., Over-all dimensions
0.907 in. 1g x 1,030 in. dia.
I.D. of 0.990 in. One end
closed, one end open. Two
diametrically opposed holes
0.062 in, in dia drilled 0.09
in. from open end. Open end
of cylinder has notch 0.4l in,
lg x 0.22 in. wide. One notch|
0.41 in. 1g x 0,22 in, wide in
from open end.

SHIELD, Bottom Motor.
Made from mu-metal, Cylin-
drical shape.
sions 1.455 in. 1g x 1,367 in.
dia. Top of shield has two
holes 0.099 in. dia and .one
hole 0.437 in, dia. Shield is
1,015 in. dia for a length of
1.09 in., remaining length of
shield, 0,37 in., is 1.055 in.
dia. Two holes 0,076 in. dia
for mounting clamp, drilled
through shield 0.16 in, and
0.30 in. from open end. )

Approved For Release

Over-all dmen

999/09/08

MP10189 Ramo-

Wooldridge

MP10695 Ramo-

Wooldridge

MP10696

Ramo-
Wooldridge

R-W Dwg.

50401489

R-W Dwg.

50401395

R-W Dwg.

50401396

am—
CIA-RDP81B008%8R000200040004-0

1 Req. Per
Ass'y,
(1/Sys.)

1 Req. Per
Ass'y.
(1/8ys.)

1 Req. Per
Ass'y.
(1/Sys.)




MP10737 OF SYSTEM 1 =
EQUIPMENT (NOMENCLATUR . L a R000200040001-0 SHEET 55 of SHEETS
NAME OF CONTRACTOR Ramo-Wooldridge Corp CONTRACT R-W Project 5021 PARTS DATA LIST
| 2 3 4 5 6 7 8 S
ITEM NO. COM{-’LETE DESCPRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR |[ITEMS PER |RECOMMENDED QUAN. JAN TYPE -
SYMBOL !STOCK NO. OF ITEM . STOCK NO. |EQUIPMENT| PER EQUIPMENT
247 | CLAMPF, Cable. A two-piece| MP10701 Ramo- R-W Dwg. 1 Req. Per
Co aluminum clamp. Over-all Wooldridge 50401512 Ass'y.
dimensions 0.56 in. 1g x 0.34 (1/Sys.)
in. wide x 0.156 in. high.
Curved mounting surface has
two 0.070-in.—dia mounting
holes. Cap of cable clamp is
held by two 0-80 NF-2 screwg.
248 FILTER, Electrical. Rec- 2703 MP10104 | Ramo- R-W Dwg. 1 Req. Per
taagular shape. Over-all - Wooldridge 50401495 Ass'y.
dimensions 2.546 in. 1g x (1/Sys.)
1,000 in, wide x 0,750 in.
high, Two leads 9.75 in. 1g
soldered to terminals,
apm——
Approved|For Releage 1999/09/08 : CIA-RDP81 B00878R100200040001-0




EQUIPMENT  (NOMENCLATURE), rove ME3HHAZ2OF 1535700R : CIA-RDP81B00878R000200040001-0

SHEET 56 oF

SHEETS

NAME OF CONTRACTOR Ramo-Wooldridge Corp c ONTRACT

R-W Project 5021

PARTS DATA LIST

1

2

3

a4

5 6

7

8

9

ITEM NO.

COMPLETE DESCRIPTION OF ITEM

CIRCUIT
SYMBOL

CONTRACTOR'S
STOCK NO.

ACTUAL MFG. MFG. TYFE OR
OF ITEM STOCK NO.

ITEMS PER
EQUIPMENT

RECOMMENDED QUAN.
FER EQUIPMENT

JAN TYPE

249

250

251

TRANSITION ASSEMELY. Overd
all dimensions 2,75 in, 1g x 1.18
in., wide x 3,88 in, high. Ccn-
sists of the following replaceable
parts and assemblies: '

-shaped offset with a 0,189-in

PLATE, Mounting. Made
from magnesium. Over-all
dimensions 2.75 in. 1g x
1,18 in, wide x 0.562 in.
high. One end 1,18 in. 1g x
0.50 in, wide x 0.094 in,
thick, with two 0.116-in, -dia
holes and one 0.116-in, -dia
chamfered hole. A 90° V-

dia hole, and remaining
length 0.50 in. wide x 0.094
in, thick, with one 0.144-in.
dia chamfered hole and one
0.116-in, -dia hole, Black-
ened. .

SUPPORT, Upper-Transi-
tion Guide. Made from
steel. Over-all dimensions
1.625 in, 1g x 0,250 in. dia.
One end 0,138 in, dia threadd
ed 6-32 NC-2 for length of
0.287 in. One end 0.123 in.

dia chamfered with 0.021-in. }-

deep x 0.012-in, -wide groovd
0.160 in. from end. 0.625
in. of length 0,250 in. dia,
Blackened.

Approved;

For Relea

MP10016

MP10157

MP10096

be 1999/09/08 : CI4-RDP81B00878RP00200040001-0

Ramo- R-W Dwg.
Wooldridge 5C401352

IRamo-
Wooldridge

R-W Dwg.
50401348

Ramo-
Wooldridge

R-W Dwg.
50401342

1 Req. Per
Complzte
Ass'y,
(1/Sys.)

1 Req. Per
Ass'y,
(1/Sys.}

1 Req. Per
Ass'y,
(1/Sys.)




EQUIPMENT

(NOMENCLATURFApproMBWﬁReQFsSYSm(]B : CIA-RDP81B00878R000200040001-0

SHEET 537 of

SHEETS

NAME CF CONTRACTOR Ramo-Wooldridge CorpPCONTRALT

R-W Project 5021

PARTS

DATA_LIST

&

3

4 5

6

7

8

S

ITE!A NO.JCOMPLETE DESCRIPT'OM OF ITEM

CIRCUIT
SYMBOL

CONTRACTOR'S |ACTUAL MFG.
STOCK NO. OF ITEM

MFC. TYPE GR
STOCK NO.

ITEMS PER
EQUIPMENT

RECOMMZINDED QUAN.
PER EQUIPMENT

JAN TYPE

252

253

254 .

SUPPORT, Lower-Transi-"
tion Guide, Made from steel
Over-all dim=nsions 1, 00 in,
1g x 0.250 in. dia. One end
0.112 in. dia threaded 4-40

'NC-2 for length of 0.218 in.

Onc end U.189Y in, dia, notch-f
ed C.06Z in. deep x 0,046 in.
wide across diameter, with
0.014-in. ~deep x 0, 017~ix, -
wide groove 0,166 in. from
end, A 0,250-in.-~dia x
0.062~ir..~wide shoulder
0.312 in, from one end.
Blackened.,

TRANSITION SUPPORT AMD
SLEEVE Assembly, Over-
all dimensions 2,513 in. lg

x 0,312 ir. dia. Cousists of
a steel support and teflon
rod sieceve. One end 0.138
in, dia threaded 6-32 NC-2.
A 0.312-in, ~dia x 0.188-in. -
lg shoulder with a 0,062-in, -
dia hole drilled through dia.
1.58 in, of length 0,188 in.
dia,

GUIDE, Lower-Transition.
Made from teflon. Over-all
dimensions 0. 50 in. dia %
0.377 in, Ig.x A 0.50-in, -
dia x 0.062-in. -wide flange
at each end. 0.375 in, dia
between flanges. A 0,189-in.

dia hcle drilled throug% Iﬂ;ﬂ'ﬁ
and chamfered both ends; (

d For Rel

MP10094 Ramo- :
Wooldridge®

MP10085 Ramo-

Wooldridge,

MP10101 Rarao-

Woolaridge

R-W Dwg,
50401344

R-W Dwg.
50401351

RnW Dwg.
50401347-1

se 1999/09/08 : IA-RDP8180087T000200040001 -q -

1 Req. Per
Ass'y,
(1/Sys.)

1 Req. Per
Asgs'y,
(1/Sys.)

1Req. Per
Ass'y,
 Wsys.)




EQUIPMENT  (NOMENCLATURE) MP&QZ;?IOF%MWZM SHEET 58 oF SHEETS

: = 01-0
i P,
NAME OF CONTRACTOR_Ramo-Wooldridge Corp CONTRACT R-W Project 5021 PARTS DATA LIST
| 2 3 4 5 6 7 8 9
. JITEM NO. COM'PLETE DESCRIPTION OF ITEM .CIRCUIT | CONTRACTOR'S |ACTUAL MFG. | MFG. TYPE OR |ITEMS PER |RECOMMENDED QUAN. JAN TYPE
- : SYMBOL |STOCK NO. OF ITEM - | .STOCK NO. |EQUIPMENT| PER EQUIPMENT
255 -GUIDE, Upper-Transitior, - MP10025 Ramo- . | R-W Dwg. 1 Req. Per
Made from teflon. Over-all Wooldridge 50401342 Ass'y,
dimensions 0, 375 in, dia x (1/Sys.)
0.377 in, wide. A 0,375-in. ) .
dia x 0.062-in., -wide flange
‘at each end. -0.250 in. dia
between flanges. A 0,129-in,|
dia hole drilled through axis
and chamfered both ends.
256 WASHER, Lower-Transition. MP10093 Ramo- R-W Dwg. 2 Req. Per
* Made from brass laminate. : " Wooldridge 50401485-2 | Ass'y.
Over-all dimersions 0, 375 in+ : (2/5ys.)
dia x 0,047 in. thick. A 0193
-in. dia hole through axis.
257 - WASHER, Upper-Transition. . _MP10185 Ramo- _| R-W Dwg, 2 Req. Per
Made from brass lamirate. Wooldridge 50401485-3 Assly, )
Over-all dimeasions 0. 312 . (2/Sys.)
-in. dia x 0,047 in. thick. A -
0.136-in. -dia hole through
axis.
258 WASHER, Lower-Transition., MP10132 Ramo- :} R-W-Dwg. 1 Req. Per
- Made from steel. Over-all Wooldridge™; 504013451 Ass'y,
dimensions 0. 312 in. dia x ~ ’ (1/Sys.)
0.02 in, thick. A 0.196-in, -
.dia hole through axis, Blackf
ened,
"259 WASHER, Upper-Transition. MP10014 Ramo- R-W Dwg. 1'Req. Pey
v Made from steel. Over-all Wocldridge | 50401345-Z | Ass'y.,
dimensions 0, 312 in. dia x : ] (1/sys.)
0.02 in, thick. A 0.136-in.- ——
dia hole through axis. Black} 5 :
" ened, Approved For Releage 1999/09/08 : CIA-RDP81B00878R000200040001-0




EQUIPMENT (NOMENCLATURE) MP10737 OF SYSTEM 1

A-RDPS1B00878R000200040001-0 SHEET 39 or SHEETS

dge Corp CONTRACT _ R-W Project 5021 PARTS DATA LIST

NAME OF CONTRACTOR Rarmo-Wooldri
! 2 3 4 5 6 7 8 9
ITEM NO. COMF’LETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR [ITEMS PER |RECOMMENOED QUAN. JAN TYPE
SYMBOL |STOCK NO. OF ITEM STOCK NO. |FQUIPMENT| PER EQUIPMENT
260 |REEL SUPPORT Assembly. MP10130 Ramo- Items 2, 3, and|l Req. Per
Over-all dimensions 2, 00 in. lg Wooldridge |13 of R-W Dwg. Complete
x 0.750 in, dia. Consists of the 50401002 Ass'y.
following replaceable parts: (1/Sys.)
261 BUSHING, Reel. Made from MP10071 Ramo- R-W Dwg. 1 Req. Per
: steel. Over-all dimensions Wooldridge | 50401292 Ass'y,
0.563 in. lg x 0. 625 in, dia, (1/Sys.)

with a 0. 625 in., dia x 0.097
in, wide flange at one end
and remainder of length 0.374
in. in'dia, and with a 0.250
in. dia hole through axis of
bushing. Chrome plated.

262 SUPPORT, Reel. Made from 7 MP10072 Ramo- R-W Dwg. [I Req. Per
steel. Over-all dimensions Wooldridge 50401293 Ass'y.
2. 000 in. 1g x 0. 625 in. dia, (1/Sys.)

with one end 0. 3125 in. dia
threaded 0.250-20 NC-3 for
a length of 0. 240 in., with a
0.152 in. 1g x 0. 675 in. dia
flange flatted to a width of
0.562 in. and located 0. 531
in, from threaded end, and
with opposite end 0. 2495 in,
in dia, with a 0,017 in. deep
groove located 0. 217 in. from|]
the end. Chrome plated.

263 RETAINER, Reel. Made MP10012 Ramo- R-W Dwg. |1 Req. Per
from aluminum. Over-all Wooldridge 50401291 Ass'y,
dimensions 0. 312 in. 1g x . (1/Sys.)
0. 750 in. dia, with a 0,750
in. dia x 0.060 in. wide )
—

flange at one end and remain- :
der of length 0. 437 iappiovdidfor Releasq 1999/09/08 : CIA-RDP81B00878R0$0200040001-0




EQUIPMENT  (NOMENCLATURWprovexiBoo Refease $989/98/08 1 CIA-RDP81B00878R000200040001-0 SHEET 60 oF SHEETS

NAME OF COMTRACTOR Ramo-Wooldridge Corp CONTRACT R-W Project 5021 PARTS DATA LIST
l 2 3 4 5 6 2 8 9
ITEM NO. COM?LEYE DESCRIPTION OF ITEM CIRCUIT |CONTHACTOR'S |ACTUAL MFC. MFG. TYPE CR |ITEMS PER {RECOMMENDED QUAN. JAN TYPE
SYMBOL |STOCK NO. OF ITEM . _STOCK NQ. |EQUIPHENT| PER EQUIPMENT
263 RETAINER, Reel (Cont'd.) MP10012 Ramo- R-W Dwg. |1 Req. Per
and with a 0. 251 in, dia hole Wooldridge 50401291 Ass'y,
{1/8ys.)

drilled through aris of retain
er. Blackened.

) 264 CLIP, Spring. Made from MP10133 | Ramo- 'R-W Dwg. |1 Req. Per
0.033 in. music wire. Over-|. Wooldridge 50401144 Ass'y,
all dimensions 0. 625 in. 1lg (1/5ys.)

x 0.284 in. wide x 0.033 in.
thick. Blackened.

Approved For Releasp 1999/09/08 : CIA{RDP81B00878R000200040001-0




EQUIPMENT

(NOMENCLATURAE)

d-Eer-Rele:

MP10737 OF SYSTEM 1

000200040001-0

SHEET 6l OF

SHEETS

NAME OF CONTRACTOR Raﬁ-’x‘g'-Wooldridge CorpCONTRACT R-W Project 5021

PARTS DATA LIST

2 3

4

5 6

7

8

S

ITEM NO.

COMPLETE DESCRIPTION OF ITEM CIRCUIT

SYMBOL

CONTRACTOR'S
STOCK NO.

ACTUAL MFG.
OF ITEM

MFG. TYPE OR
STCCK NO.

ITEMS PER
EQUIPMENT

RECOMMENDED QUAN.
PER EQUIPMENT

JAN TYrE

265

266

7268

REEL GUIDE ASSEMBLY. Over-
all dimensions 1. 25 in, 1g x 0.656
in. wide x 1. 813 in, high. Con-
sists of the following replaceable
parts and assemblies:

BRACKET, Spool. Made
from aluminum. Over-all
dimensions 1.06 in. 1g x
0,312 in, wide x 1.167 in.
high. One 0.188-in, -dia
hole drilled through and’
chamfered at one end, two
colinear 0,126-in. -dia holes
drilled through, one 0.050-id.
dia kole in the upper bracket}
arm and one 0,126-in. ~-dia
hole in the lower bracket
arm. Blackened.

SHAFT, Bracket. Made
from steel. Over-all dimen/
sions 1. 732 in. 1g x 0, 312 in.
dia. One end threaded 6-32
NC-2, a 0.010-in, ~wide x

0. 312-in, -dia flange 0.462
in, from threaded end, and
remaining length 0.186 in. daf
Blackened.

ROLLER Assembly. Made
from nylon rod. Over-all
dimensions 0.476 in. 1g x
0.625 in, dia, One end 0.50
in, dia for length of 0,169 inJ
a 0.041-in. -1g x 0, 625-in.~

dia flange at oppositdpprdyed For Releas]

MP10651

MP10705

MP10700

MP10697

P 1999/09/08 : CIA|

Ramo-
Wooldridge

R-W Dwg.
50401537

Ramo-
Wooldridge

R-W Dwg.
50401525

Ramo-
Wooldridge

R-W Dwg.
50401527

Ramo-
Wooldridge

R-W Dwg,
50401526

Ju—
RDP81B00878R(000200040001-0

4 Req. Pen
Complete
Ass'y.
(4/85ys.)

1 Req. Per
Ass'y.
(4/Sys.)

1 Req.Per
Ass'y.
(4/8ys.)

2 Req. Per
Ass'y.
(8/Sys.)




EQUIPMENT (NOMENCLATURE) MP10737 OF SYSTEM L . SHEET 62 oF SHEETS
NAME OF CONTRACTOR & Ramc- PARTS DATA LIST
! 2 3 4 5 6 7 8 9
ITEM NO. COM?LETE DESCRIPTION OF I72M CIRCUIT | CONTRAGCTOR'S |ACTUAL MFG. : MFG. TYPF. OR |ITEMS PER [RECOMMEMNDED QUAN. JAN TYPE
SYMBOL [STOCK NO. OF ITEM . STCCK NO. EQUIPHENT PER EQUIPMENT ]
268 ROLLER Assembly (Cont'd. ) MP10637 Ramo- R-W Dwg 2 Reg. Per
0. 315-in, -dia hole through "Wooldridge 504015&6 Ass'y,
axis, ard a ball-bearing (8/Sys.)
assembly pressed into each
_end.
269 SHATI'T, Roller. Made from MP10707 Raru.o- R-W Dwg. 1 Req, Per
) steel. Over-all dimensions ’ Wooldridge | 50401531 Ass'y,
1.3431in, 1g x 0,125 in, dia, (4/Sys,)

one end slotted 0,03C in.
wide x 0,050 ir deep, and
1,156 in. of length 0.125 in.
dia. Blackened.

One end threaded 2-56 NCnZ.T,

270 CENTIR SPACER, Spool. MP10709 Ramo- R-W Dwg. 1 Req. Pex
Made from steel, Over-all Woceldridge}] 50401528 Ass'y,
dimensions 0.250 in, dia = (4/Sys.)

0.082 in. thick, A 0,180-in,
dia nub, and a 0,126~ia. -dia
hole drilled through axis.

Blackened.

271 END SPACER, Spool. Made MP10703 Ramo- R-W Dwg. 2 Req. Per|
{rom steel. Over-all dirnen Wooldridge| 50401529 Ass'y,
sions 0,180-in, dia x 9,017 : (8/8ys.)

ir. thick, A 0.126-ia, -dia
hoie drilled through axis.

Blackeuned,
| 272 PLUNGER, Made fiom - MP10657 kamo-~ |R-W Dwg. 1 Req. Per
! steel. Over-zll dimensions | Wooldridge| 50401538 Ass'y.
1.290 in, 1g x C.124 in. dia, . o ] (4/Sys.)

rounded edge at one end, and
uadescut to 0,093-in. dia i
0.03 in. from other enfipprovkd For Reldase 1999/09/08 : ¢IA-RDP81B R000200040001-
Chrome plated.




EQUIPMENT (NOMENCLATUR g SHEET 63 oF SHEETS
NAME OF CONTRACTOR Ramo- WOOldl‘ldge COTP CONTRACT R-W Project 5021 PARTS DATA LIST
1 2 3 4 S5 6 7 8 9
ITEM NO. COM?LETE CESCRIPTION OF ITEM CIRCUIT } CONTRACTOR'S [ACTUAL MFG. MFG. TYPE OR |ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBOL |STOCK NO, OF {TEM STOCK NO. |EQUIPMENT| PER EQUIPMENT
273 SPRING, Plunger Return. MP10655 Ramo- R-W Dwg. 1 Req. Per
A coil spring consistiug of - Wooldridge | 50401540 Ass'y,
18 coils of 0.0CI2-in, -dia (4/Sys.)
music wire, Over-all
dimensions 0,60 ia, 1g x
0.180 in, dia. Blackened.
274 |REEL GUIDE MOUNTING PLATH MP10712 Ramo- R-W Dwg. 3 Req. Per
AND RETAINER SPRING ASSEM-| Wooldridge 50401002 Complete
BLY (Type 1). Over-all dimen- Ass'y,
sions 0, €50 in. lg x 0.640 in. (3/8ys.)
wide x 0,940 in. high. Consists
of the following repleceable parts
and assemblies:
275 MOUNTING PLATE Assemn- MP10704 Ramo- R-W Dwg. 1 Req. Per
bly, Over-all dimensions Wooldridge | 50401533-1 Ass'y.
0,875 in, lg x 0.640 in. wide - (3/Sys.)
x 0.940 in, high Consists
of a plate, 4pr1ng post, a
reel-stop pm, .and a plate-
mounting pin. Blackened.
276 SFRING, 'A:cpil spring con- MP10652 Ramo- R-W Dwg. 1 Reg. Per
sisiing-of 7 coils of 0.029-inJ- Wooldridge | 50401536-1 Ass'y,
dida’music. wire. ..One end (3/Sys.)
coil extendad tangentially
£.5Q in., and ong end coil
extended tangentially 0.7¢C. -
inu'at ‘angle of 80° with other
end. Blackened:
-—-
Approved Hor Releasq 1999/09/08 : CIA- 0200040001-0

RDP81B008738R0




EQUIPMENT

(NOMENCLATUREY 1o MRS R QE: SYSHTdBIsL. CIA-RDP81B00878R000200040001-0

SHEET 64 of

SHEETS

NAME OF CONTRACTOR Ramo-Wooldridge Corp CONTRACT R-W Project 5021

PARTS DATA LIST

| 2 3 4 5 6 7 8 9
ITEM NO.JCOMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S JACTUAL MFG, MFG. TYPE OR {ITEMS PER |RECOMMENDED QUAN. JAN TYHE
’ SYMBOL [STOCK NO. OF ITEM STOCK NO. [EQUIPMENT| PER EQUIPMENT

277 { REEL GUIDE MOUNTING PLATE MP10713 Ramo- R-W Dwg. 1 Req. Per
AND RETAINER SPRING ASSEM Wooldridge | 50401002 Complete
BLY (Type 2). Over-all dimen- Ass'y,
sions 0,850 in, lg x 0. €40 in, (1/Sys.)
wide x 0,940 in. high. Consists
of the following replaceable partd
and assemblies:

278 MOUNTING PLATE Assem- MP10706 Ramio- R-W Dwg. 1 Req. Per
bly. Over-all dimensions Wooldridge | 50401523-2 Ass'y,
0.87Y5 in. 1g x 0.640 in. widd (1/Sys.)
% 0.940 in. high. Consists
of a plate, spring post, a
reel-stop pin, and a plate-
mounting pin. Blackened.

279 SPRING. A coil spring con- MP10653 Ramo-= _{R-W Dwg. 1 Req. Per
sisting of 7 coils.of 0,029-in/- Wooldridge | 50401536-2 Ass'y,
dia.music wire, .One end- . (1/5ys.)
coil extended tangentially
0.59:in,, and.one erd coil
extended tangentially @, 70
in. at angle of 80° with othed]
end. Blackened.

280 | PRINTED CIRCUIT BOARD AND MP10001 Ramo- R-W Dwg, Il Req. Per
COMPONENT ASSEMBLY. Wooldridge | 50405013 Complete
Over-all dimensions 10, 906 in. Ass'y,
lg x 10,327 in. wide x 1,50 in, (1/Sys.)
high. This Assembly includes
the following replaceable elec-
trical parts:

-
Approveq For Relegse 1999/09/08 : CIA-RDP81B00878R000 01-0
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EQUIPMENT (NOMENCLATURE) MPL737 OF SYSTEM 1 SHEIET 65 oF SHEETS
NAME OF CONTRACTOR Ramo-Wooldridge Corp.CONTRACT _ R-W Projeci 5021 PARTS DATA LIST N
I 2 3 4 5 6 7 8 9
TS ND. CCMFLETE DESCRIPTION OF ITEM CIRCULT iCONTRACTOR'S IACTL‘AL MFG. MFG. TYPE NR |ITEMS PER |RECOMMERNDED QUAM, JAM TYPE
SYMBOL | STOCK NO. OF ITEM STOCK NO. [EQUIPMENT| PER EQUIPMENT
28l CAPACITOR, fixed, silver mice, C701 MP30033 El.iMenco CM-35-103 8
C. 813 ir. lg x 0.813 in. wide %
0. 344 in, thick, 0.0l mfd, + 1%,
500 vdow
282 Same as C701 C702
283 CAPACITOR, fixed, paper - C703 MIP3C034 Aerovox P123ZNG 4
dielectric, 0.400 in, 1g x 0.750
in. dia, 0.047 mfd, + 20%, 600
vdcw, -55C to +100C operating
temperature
284 CAPACITOR, 'ﬁxed, paper C704 MP30C47 A€erovox P123ZNG 8
dielectric, 0.235 in. lg x 0.562
in. dia, 0.0l mfd, + 20%, 400
vdew, -55C to +100T operating
temperature
285 Same as C704 C705
286 CAPACITOR, fixed, flai disc C706 MP30012 Erie 821-.01 4
cerainic, .75Q in. dia, 0. 01 mfd,
600 vdcw
287 Same ag C701 G709
288 Same ac C701 710
239 Sama as C703 c7l
296 Same as C704 CcTl2
. L]
291 | Same as C70%. Approvdd For Relehse 1999/09/08 : CJA-RDP81B00878R0002€9040001-0
29?2 |Ssame as G706 C714



EQUIPMENT  (NOMENCLATURE)Apprdddi #3? ROdast 138884/08 : C1A-RDPE1B00878R000200040001-0 SHEET 66 of SHEETS
NAME OF CONTRACTOR Rarmo-Wooldridge Corp CONTRACT R-W Project 5021 PARTS DATA LIST
| 2 3 4 5 6 7 8 )
ITEM NO.JCOMPLETE D=SCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR [ITEMS PER RECOMMENDED QUAN. JAN TYPE
o SYMBOL |STOCK NO. OF ITEM STOCK NO. |EQUIPMENT| PER EQUIPMENT
293 Same as C701 C717
294 | Same as C701 C718
295 | Same as C703 c719
256 | Same as C704 c720
291 Same as C704 AC721
298 Same as C706 CcT722
299 Same as C701 C125
300 Same as C701 C1i2h
301 Same as G703 C727
302 Same as C704 C728
303 Same as C704 Cc729
304 Same as C706 C730
305 CAPACITOR, fixed, hermetically C732 MP30065 Hopkins HY -THERM 1
sealed, 0,750 in. 1g x 0.175 in. : 1K14 72K
dia, 0.0047 mfd, + 10%, 100 vdcw
+125C to -55C operating temper-
ature
306 CAPACITOR, fixed, .hermetically] C733 MP38955 Hopkins HY-THERM 1
sealed, 0.875 in. 1g x 0,312 ia. 1K1223K
dia, 0.022 mfd, j_lO%, 100 vdcw
+125C to -55C operating temper-
ature
amm—
Approved For Rel p 1999/09/08 : CIA{RDP81B00878R100200040001-0




EQUIPMENT

(NOMENCL ATURépproweg:ﬁqu?I@pes'l@gﬁimq : CIA-RDP81B00878R000200040001-0

SHEET 67 oF

SHEETS

NAME OF CONTRACTOR Ramo-Wooldridge Corp CONTRACT

R-W Project 5021

PARTS DATA LIST

2

3

4

5

6

7

8

9

ITEM NO.

COMPLETE DESCRIPTION OF ITEM

CIRCUIT
SYMBOL

CONTRACTOR'S
STOCK NO.

ACTUAL MFG.
OF ITEM

MFG. TYPE OR
STOCK NO.

ITEMS PER
EQUIPMEMT

RECOMMENDED QUAN.
PER EQUIPMENT

JAN TYPE

307

338

309
310

311

312

313

CAPACITOR, fixed, sub-minia-
ture electrolytic, 0.375 in, Ig x
0,219 in, dia, 6 mfd, 40 vdcw,
+185C to -55C operating temper-
ature

CAPACITOR, fixed, sub-minia-
ture electrolytic, 0.375 in. 1g x
0.219 in, dia, 2 mifd, 100 vdcw,

+85C to -55C operating tempera-|
ture

Same as C735

CAPACITOR, fixed, paper-di-
electric, 0.312 in. 1g x 0.75 in.
dia, 0,10 mfd, + 20%, 200 vdcw,
+100C to -55C operating temper-
ature

CAPACITOR, fixed, sub-minia-
ture paper-dielectric, 0.686 in.
lg x 0.175 in. dia, 0.0047 mid,
100 vdcw, +85C to -40C operat-
ing temperature

CAPACITOR, fixed, paper-di-
electric, 0,175 in, 1g x 0.438 in.
dia, 0.01 mfd, + 20%, 200 vdcw,
+100C to ~55C operating temper-
ature

CAPACITOR, f{ixed, flat disc
| ceramic, 19/32 in. dia, ApPloved
mfd, 600 vdew "

C734

C1735

C1736
C737

C 740

C741

C743

MP30006

MP30005

' MP30030

MP30044

MP30019

MP30041

Mallory

Mallory

Aerovox

Sprague

Aerovox

Erie

TAP

TAP

P123ZNG

Vitamin Q

P123ZNG

817-.02

For Releage 1999/09/08 : CIA-RDP81 B00878R100200040001 -0
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EQUIPMENT (NOMENCLATURE) MRIOT37 QF SYSTEM b oo 09/08 ; GIA-RDPS1BO0STER000200040001-0 SHEET 68 oF SHEETS
NAME OF CONTRACTOR Ramo-Wooldridge Corp CONTRACT R-W Project 5C21 PARTS DATA LI3T
1 2 3 4 5 6 7 8 9
ITEM NO.|COMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S [ACTUAL MFG. MFG. TYPE OR |ITEMS PER |RECOMMENDED QUAN. JAN TVYPE
! SYMBOL |STOCK NO. OF ITEM STOCK NO. |FQUIPMENT| PER EQUIPMENT
314 CAPACITOR, f{ixed, silver mica| C744 MP30028 El Menco CM-30-622 1
13/16 in, lg x 13/16 in. wide x
9/32 in. thick, 6200 mmf, + 1%,
500 vdcw, +125C to -55C operat-
ing temperature
315 Same as C737 C745
316 Same as C743 C746
317 | Same as C743 C749
318 CAPACITOR, fixed, silver mica| C750 MP30017 El Menco DM-19-152 4
0,625 in. 1g x 0,406 in. wide x
0.156 in. thick, 0.0015 mfd, + 5%
500 vdcw, +125C to ~-55C operat-
ing temperature h
319 Same as C750 C751
320 | Same as C750 C752
321 Same as C750 C753
322 CAPACITOR, tantalum, dry C754 MP30003 General 29F 447
electrolytic, polarized, 0. 875 in.| Electric
Ig x 0,281 in. dia, 4 mid, 150
vdcw, +85C to.~-55C operating
temperature .
323 | Same as C754 C755
324 CAPACITCR, fixed, sub-minia- C756 MP30007 Mallory TAP 3
ture electrolytic, 0.375 in. 1g x
0.219 in. dia, 20 mfd, 10 vdcw,
+85C to -55C operating tempera-
ture
325 | Same as C743 C757
Approved Hor Release 1999/(9/08 : CIA-RDP81

800878W2000r0001 -0




EQUIPMENT (NOMENCLATURE) MPL0737 OF SYSTEM 1 NI SHEET 69 SHEETS
NAME OF CONTRACTOR RembPWosididee Cart C ONT RAL Y R-W Projesc 5021 PARTS DATA LIST
! 4 3 4 5 ] 7 8 9
ITEM NO. COMF’LETE DESCRIOTION OF ITEM CIRCUIT ! CONTRACTOR'S [ACTUAL MF6G. MFG. TYPE OR |ITEMS PZR |RECOMMENDED QUAN. JAN TYPE
: SYMBOL |STOCK NO. T ITEM STOCK HO. |EQUIPMENT| FER EQUIPMENT
326 Same as C756 C758
327 [Same as C743 C739
32e |Same as C756 C769
329 Same as C743 C761
330 CAPACITOR, fixed, tantalum, C1762 MP30004 General GE25F410 2
dry electrolytic, polarized, 2,125{." Electric
in. 1g x 0,375 in. dia, 100 mfd,
50 vdcw, +85C to -55C operating
temperature
331 CAPACITOR, fixed, ceramiz- C763 MP30102 Erie 831-801 3
dis¢, C.250 in, dia, 0.0C08 mfd,
600 vdew
332 |Same as C763 C764
333  |Saine as C763 C765
334 COIL, toroid wound, plastic en- L1701 MP40004 Hycox EM-14P 2
capsulated, 0.813 in, 1g x 0. 813
in, wide x 9.375 in. thick, 10 mil-
lihenries
335 |COIL, toroid wound, plastiz en- | L7C2 MP400612 Hycor IM-4P 2
capeulated, 0,813 in. 1g x 0. 813
in. wide x 0.375 in. thick, 50 mil}
lihenries
Approvad For Relepse 1999/09/08 : QIA-RDP81B00878R000200040001-0
o




EQUIPMENT (“°ME”CL“URQpD M PIP R 2 Y39d0Gids : CIA-RDP81B00878R000200040001-0 SHEET 70 of SHEETS

roved
NAME OF CONTRACTOR Ramo-Wooldridge Corp. CONTRACT R-W Project 5021 PARTS DATA LIST
l 2 3 4 5 6 7 8 9
ITEM NO, COMFLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S | ACTUAL MFG. MFG. TYPE OR |ITEMS PER RECOMMENDED QUAN. JAN TYPE
. SYMBOL !stock NoO. OF ITEM STOCK NO. |EQUIPMENT| PER EQUIPMENT
336 Same as L701 L703
337 Same as L702 L704
338 COIL, toroid wound, plastic L705 MP40020 Rayco 1923-2 1
encapsulated, 1,500 in. dia x '
0,625 in, thick, 1 henry, 2%
339 TRANSISTOR, silieon, junction, Q701 MP 50001 Texas 903 3
0,315 in, 1g x 0.405 in, wide x Instrument
0,210 in. thiek, 3 leads 1,50 in.
1g
340 Same as Q701 Q702
341 Same as Q701 Q703
1
342 TRANSISTOR, silicen, junction, Q704 MP50002 |Texas 951 3
0,637 1n, lg x 0.429 in. wide x Instrument
0.274 thick overall, 3 leads 1.50
in, 1g
343 Same ac Q704 Q705
344 Same as Q704 Q706
345 RESISTOR, fixed, coraposition, R701 None Allen- EB 1
value selected on basis of Biadley
equipment performance, + 5%,
1/2 watt -
346 RESISTOR, fixed, composition, R702 None Allen- EB 1
value selected on pasis of Bradley
equipment performance, + 5%,
V2 watt Approvdd For Relepse 1999/09/08 : CJA-RDP81B00878R000200040001-0 -




EQUIP

MENT

(NOMENCLATURE PpproVidtif 88 RéREas2 ¥1995706/08 : CIA-RDP81B00878R000200040001-0

SHEET 71

QF

SHEETS

NAME OF CONTRACTOR Ramo-Wooldridge Corp CONTRACT = R-W Project 5021

PARTS DATA LIST

[ 2 3 4 5 6 7 8 9
ITEM NO. COMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S [ACTUAL MFG. 'MFG. TYPE OR |ITEMS PER |RECOMMENDED QUAN. JAN TYPE
- SYMBOL [STOCK NO. OF ITEM . STCCK NO. |EQUIPMENT| PER EQUIPMENT

347 RESISTOR, fixed, composition, R703 MP20296 Allen- EB RC20GF104T
100, 000 ohms, + 5%, 1/2 watt Bradley

348 RESISTOR, fixed, wire-wound, R704 MP20235 Hycor 5
1500 olums, +1%

349 RESETOR;, fixed, wire-wound, R705 MP20036 Hycor 3
330C ohms, +1%

350 RESISTOR, fixed, composition, R706 None Allen- EB 1
value selected on basis of Bradley
equipment performance, + 5%,
1/2 watt -

351 'RESISTOR, fixed, composition, R707 MP20101 Allen- EB RC20GF224T
220,000 ohms, + 5%, 1/2 watt Bradiey

352 Same as R703 R708

353 RESISTOR, fixed, composition, R703 MP20116 Allen- EB RC20GF 5127
5100 ohms, + 5%, 1/2 watt Bradley

354 Same as R707 R710

355 RESISTOR, fixed, compositior, R711 MP20326 Allen- EB. 8 RC20GF102T
1000 ohms, + 5%, 1/2 watt Bradley

356 RESISTOR, fixed, composition, RTI12 MP20368 | Allen- EB RC20GF2237
22,000 ohms, * 5%, 1/2 watt Bradley

357 | RESISTOR, fixed, compositi a : qANIFE1 B00s74R0002006B0001-¢ RC20GF103§
10, 000 ohms, + 5%, 1/2 walépp ved &melease M?&Béﬁ% H¢S) eHE? g :

= ) . .




EQUIPMENT

(NOMENCLATURE ), MBI ROE ST FBTSAs : CIA-RDP81B00878R000200040001-0

SHEET 172

SHEETS

NAME OF COMTRACTOR Ramo-Wooldridge Corp.CONTRACT

R-W Projeit 5021

PARTS DATA LIST

{ 2 3 4 5 6 7 8 9
ITEM NO. COM?LETE DESCRIPTION QF ITEM C:RCUIT | CONTRACTOR'S {ACTUAL MFC. MFG. TYPE OR |!TEMS PEKR |RECOMMENDED QUAN. JAN TYPE
SYMBOL !STOCK NO. OF ITEM ., .STGCK NO. EQUIPTAENT ] PER EQUIPMENT
* 323 | Same as R712 R7i4
289 RF.SZSTOR, fixed, composition, R715 MP20249 Allen- D 5 RC20GF222T
2209 ohms, + 5%, 1/_-2' watt Bradley- -
360 § RESISTOR, fixed, compnsition, R719 Neae Alien- EB 1
value selected on basis of Bradley
ecuipment performance, + 5%,
1/2 watt
361 RESISTOR, fixed, compasition, RT720 Noae Allen- ED 1
- | value selected on basis of "' Bradley
equipment performance, + 5%,
1/2 watt
362 | Same as R703 R721
3€3 | Same as R704 R722
364 | Same as R705 R723
365 | RESISTOR, fixed, composition, R724 Nona Allen- EB 1
velve selected on basis of Bradley
equipnient pextormance, + 5%,
1/2 watt
366 | Same as R707 R725
367 | Same as R703 R726
268 ) Same as R709 R727
369 | Same as R707 . R728
270 | Same as R712 Approvell F8RJedse 1999/09/08 : CEA-RDPS1B00878R000200040001-0




EQUIPMENT  (NOMENCLATUREJprovef P3P FbTes¥8 $569708108 1 CIA-RDP81B00878R000200040001-0 SHEET 73  oF SHEETS
NAME OF CONTRACTOR Ramo-Wooldridge Corp. CONTRACT R-W Project 5021 PARTS DATA LIST
1 2 ) 3 4 5 6 7 8 9
ITEM NO. ~L\"?ﬁ§3LETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S 'ACTUAL MFG. [ MFG. TYPE GR |ITEMS PER |RECOMMENDED QUAN. JAN TYPE
. SYMBOL |STOCK NO. WWOF ITEM STOCK NO. |EQUIPMENY| PER EQUIPMENT
371 Saine as R711 R730
372 Sanie as R713 R731
373 Same as R712 R732
34 Same 'as R715 R733
375 | RESISTOR, fixed, composition, | R737 MP20191 | Allen- EB 2 RG2CGF9127
9100 ohms, + 5%, 1/2 watt Bradley
376 Scme as R737 R738
317 Same as R703 R739
378 Same as R704 R740 h
379 | Same as R705 R4
380 RESISTOR, fixed, composition, R742 None Allen- EB 1
value selected on basis of Bradiey
equipment perforrance, + 5%,
1/2 watt
301 | Ssame as R707 R743
382 . same as R703 R744
.~ 383 | Same as R7069 R745
384 | Same as R707 R746
385 | Same as R712 . R747
386 Same as R711 R748
387 |'same as R7T13 Approved|FoRRéRade 1999/09/08 : CI4-RDP81B00878R$00200040001-0 -
388 | same as R712 ’ R750




| EQUIPMENT (NOMENCLATURE) o MPLOTEL OF S163553hé : cia-RDP81B00878R000200040001-0 SHEET 74 oF SHEETS
| _NAME CF CONTRACTOR Ramo-Wceoldridge Corp CONTRACT R-W Project 5021 PARTS DATA LIST
i ' c 3 4 5 [ 7 8 9
ITEM NC. COM?LETE DESCRIPTION OF IVEM CIRCUIT ICON'TRACTOR'S ACTUAL MFG. MFG. TYPE OR [ITEMS PLR | RECOMMENDED QUAN.‘ JAN TYPE
SYMBOL [STOCK NO. Or ITLM STOC_:K NO. |EQUIPMENT| FER EQUIPMENT
389 Same as R713 R751 I
399 RESISTOR, f{ixed,.compaosition, R755 MP20158 Allen- EB 2 RC2IGT125T
12,000 ohmas, + 5%, 1/2 watc Bradley. .
) 391 Same as R755 R756
392 Samne as R703 . R757
393 Same as R704 R758
394 Same as R705 R759
. - - ‘v'\/
395 RESISTOR, f{ixed, composition, R760 None Allen- 1 )
value selected on basis of eyuip- Bradley
ment pesformance, + 5%, 1/2
watt
39¢  |same as R797 R761
387 lsame as R703 . | R762 .
) 398 |Sams as R709 R763
-l 399 |same as R707 R764
400 Same as R712 R765
401 Sarie as R711 R756
402 Same a8 R713 R767
403 |Sams zs R712 R768
404 Same as R715 R769
5 RESISTOR, fixed, mposition, R773 MP20315 Allan- EB RC20GF'1347
403. 130, 000 obims, + 5% 112 wAg;:nrov_eii For Relejse 1999/09/08 : ClA-RBF31RAP878R000200040001-0 1 : :
’ ’ -




Approvgt

For ReIeTe 1999/09/08 : Cl

\-RDP81B00878H

000200040001-0

EQUIPMENT (NOMENCLATUREZ MP10737 OF SYSTEM 1 SHEET 75 oF SHEETS
" 0 ﬂ'\ﬂ')l\ﬂl\‘ﬂ'\ﬂ1 9
NAME OF CONTRACTOR Ramo-Wooldridge CorpCOMNTRACT R-W Project 5021 PARTS DATA LIST
1 2 3 4 5 6 7 8 9
ITEM NO. COMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR [ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBOL |STOCK NO. OF ITEM STOCK NO. [EQUIPMENT | PER EQUIPMENT

406 RESISTOR, fixed, composition, R774 MP20167 Allen- EB RC20GF303J
30,000 ohms, + 5%, 1/2 wait Bradley

407 |Same as R703 R775

408 |Same as R715 R776

409 [RESISTOR, fixed, cemposition, | R777 MP20115 Allen- EB 1 RC20GF132J
1300 chras, + 5%, 1/2 watt Bradley

410 RESISTOR, fixed, composition, R778 None Allen- EB 1
value selected on basis of equip- . Bradley
ment performance, + 5%, 1/2
watt -

411 Same as R703 R779

412 Same as R713 R780

413 {RESISTOR, fixed, composition, R781 MP20105 Allen- EB 1 RC20GF9LLT
910 ohms, + 5%, 1/2 watt Bradiey

414 Same as R712 R782

415 |Same as R709 R783

415 |Same as R712 R784

417 |Same as RT13 - R785 .

418 RESISTOR, fixed, composition, R788 MP20177 Allen- EB 1 RC20GF 3937
39,000 ohms, + 5%, 1/2 watt Bradley

419 (Same as R703 R789



EQUIPMENT  (NOMENCL ATURS)roved\F i (R:1da &xF $B880DINAL CIA-RDP81B00878R000200040001-0 SHEET 76  of SHEETS
NAME OF CONTRACTOR Ramo-Wcoldridge Corp CONTRACT  R-W Project 5021 PARTS DATA LIST
i 2 3 4 5 6 7 8 _ 9
ITEM NO. COMP\_ETE DESCRIPTION OF 1TEM CIRCUIT | CONTRACTOR'S ‘ACTUAL MF3, MFG. TY/PE OR [ITEMS PER |RECOMMENDED CUAN. JAN TYPE
SYMBOL |STOCK NO. CF ITEM STOCK NO. [EQU!'FPMENT| PER EQUIPMENT

420 [Same as R711 R790

421 |RFSISTOR, fixed, composition, R791 MP20192 Chmite EB 4 RC20GFIOLT
100 ohms, + 5%, 1/2 wati :

422 iSame as R703 R792

423 |RESISTOR, fixed, composition, R793 MP20379 Alien- EB 3 RC20GF4737
47,000 ohms, + 5%, 1/2 watt Bradley

424 |Same 2s R703 R794

422 |RESISTOR, fixed, composition, R795 MP20104 Allen- ZB RC20GF2v2J
2009 chms, + 5%, 1/2 wati Bradley

426 |RESISTOR, fixed, coraposition, R796 MP2C163 Allen- EB 1 RC20GF100J
19 ohms, + 5%, 1/2 watt Bradlzy

427 |RESISTOR, fixed, composition, R797 Ncre Allen- ER 1
value selected onr basis of equip- Bradley
ment performance, + 5%, 1/2
watt )

428 ISame as R791 R798

429 [RESISTOR, fized, comnposition, R799 None Allen- EB 1
value selected on basis of squip- Bradley
meat performaunce, + 5%, 1/2
watt .

430 JRESISTOR, iixed, composition, R30L None Allen- EB 1
value selected on basis of equip- Bradiey
ment rerformance, + 5%Apyrﬁved Flor Release} 1999/09/08 : CIA-RDP81B00878R00j0200040001-0 . e
'watt -




EQUIPMENT (NOMENCLATURE) MP10737 OF SYSTEM SHEET 77  oF SHEETS

A g IsE - ) PO8T8 iy VRV =
NAME OF CONTRACTOR Ramo- ge Corp CONTRACT Toject 02l PARTS DATA LIST
! 2 3 4 5 ) 7 8 9
iITEM NO. COMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR |ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBOL |STOCK NO. OF ITEM STOCK NO. EQUIPMENT | PER EQUIPMENT
431 RESISTOR, variable, composi- R802 MP20072 Bourns 120-15-20, 000 2
tion, 1,250 in. lg x 0. 313 in. Labs

high x 0. 280 in. wide, 20,000
ohms max, + 20%, 0.2 watt

432 Same as R791 R803
433 Same as R802 R804
434 Same as R791 R805
435 RESISTOR, fixed, wire-wound, R806 MP20003 Sprague Blue Jacket 4

30 ohms, + 5%, 3 watt

436 Same as R806 R807

437 Same as R806 R808

438 Same as R806 R809

439 RESISTOR, fixed, composition, R815 MP20180 Allen- EB RC20GF363J
36,000 ohms, + 5%, 1/2 watt Bradiey

440 RESISTOR, fixed, composition, R3816 MP20026 Allen- HB 1 RC4GF133J
13,000 ohms, * 5%, 2 watt Bradley

441 Same as R707 R817

442 Same as R711 R818

‘443 RESISTOR, fixed, composition, R819 . MP20375 Allen- EB RC20GF474
470,000 ohms, + 5%, 1/2 watt Bradley

444 Same as R707 R820

Apbrovgd For Releage 1999/09/08 : CIA-RDP81 BOOS?BRr00200040001-0




EQUIPMENT

(NOMENCLATUREZ " MP10737 OF
op

roved.-ForR

SY1STEM 1

| NAME OF CONTRACTOR Ramo-Wooldridge Corp CONTRACT

-RDP81800878R000200040001-0
R-W Project 5021

SHEET 178 of

SHEETS

PARTS DATA LIST

! 2 3 4 5 6 7 8 9
ITEM NO. COMF’LETE DUSCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR {ITEMS PER |RECOMMENDED QUAN. JAN fYPE
SYMBOL |STOCK NO. OF ITEM STCCK NO. |EQUIPMENT| PER EQUIPMENT

445 | Same as R712 R821

446 | Szime as R707 R822

447 | Same as R71L R823

448 | 3ame as R8i9 R824

449 | Same as R707 R825

450 | Same as R712 R326

451 Same as R707 R827

452 | Same as R7U R828

453 | Same as R819 R829 -

454 | Same as R707 R830

455 | Same as R712 R831

456 | ELECTRON TUBE, sub-minia- | V701 MP45001 Raytheon 612 12

ture

457 | Same as V701 v702

458 | Same as V701 V703

459 | Same as V701 V704

460 | Same as V701 V705

461 | Same as V701 V706

462 | Same as V701 V709

463 |Same as V701 V710

Approv?d For Relefise 1999/09/08 : C A-RDP81BOOB78T000200040001-0 -



EQUIPMENT (NOMENCLATURE) MP10737 OF SYSTEM 1

SHEET 79  oF

SHEETS

PARTS DATA LIST

R DR T R Py SROupa e o000
5

NAME OF CONTRACTOR KamolRRIGMEAERL

ally sealed can, 3.250 in. 1g x
1. 250 in. dia, octal base mount-
ing, 1. 000 ke

Approy

led For Rel%ase 1999/09/08 :

CIA-RDP81B0087|

BR00020004000140

4 6 7 8 S
-I.TEM NO. COM?LETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. lMFG. TYPEZ OR |ITEMS PER |RECOMMENDED QUAN. JAN TYPE
7 . SYMBOL |STOCK NO. OF ITEM STOCK NO. |EQUIOMENT| PER EQUIPMENT
4€4 | Same as V701 v
465 | Same as V701 V72
466 Same as V701 V7i3
467 Same asz V701 V74
468 | CRYSTAL, enclosed in hermetic{ Y701 MPé5501 Heemco 8J20SS 1



EQUIPMENT

(NOMENCLATURE)

MP10406 OF SYSTEM 1

SHEET .80 oF

NAME OF CONTRACTOR Ramdpfirniatt FigRElease d9Y§HIS ¢ §IA-RIPSNBIDS3FRA0EDRI040001-0

PARTS DATA LIST

2

3

4

5

6

7

8 9

1TEM NO.

COMPLETE DESCRIPTION OF ITEM

CIRCUIT
SYMBOL

CONTRACTOR'S
STOCK NG.

ACTUAL MFG.
OF ITEM

MFG. TYPE OR
STOCK NOQ.

ITEMS PER
EQUIPMENT

RECOMMENDED QUAN.
PER EQUIPMENT

469

471

‘mounting on the case assembly,

MP10406 COMPLETE ASSEMBLY|
Over-all dimensions 4,56 in. 1g
= 3.50 in, wide x 2,46 in. high,
MP10406 engraved on nameplate.
Consists of the following replace-
able parts and assemblies:

CASE ASSEMBLY. Formed from
0,032 in., shect aluminum. Overy
all dimensions 4,47 in. 1g x 3.41
in. wide x 2,03 in. high, four
drilled and tapred mounting posts|
Black-wrinkle finish,

COVER-AND-CHASSIS ASSEM-~
BLY. Over-al® dimensions 4. 56
in. 1g x 3.50 in, wide x 2. 375 in,
high, Cover formed from 0.032
in, sheet aluminum, drilled for

Includes all electrical and mech-
anical components, two perma-
nently-mounted and hermetically
sealed jacks, and a gasket.
MP10406 engraved on nameplate.
Black-wrinkle finish.

The following parts of the cover-
and-chassis assembly are replac
able: ]

Approvd

UNIT
c2

[d For Rele]

MP10406

MP10139

MP10080

hse 1999/09/08 : g

Ramo-
Wooldridge

Rarmo-
Wooldridge

Ramo-
Wooldridge

A-RDP81 B00878r000200040001 -0

R-W Dwg.
50403201

R-W Dwg.,
50403209

R-W Dwg.
50403201

1 Req. Per
System

1 Req. Per
Complete
Ass'y.

(1/Sys.

1 Req. Per
Complete
Ass'y.
(1/Sys.)

SHEETS

JAN TYPE



EQUIPMENT  (NOMENCLATURE) MP10406 OF SYSTEM 1

SHEET 81  oF

SHEETS

NAME OF CONTRACTOR Ram%':w‘é%iﬁ{i‘ﬂgrécffgrp CONTRAE 'ci'r1 RE ﬁ__lﬁf?_frloo)ré%%usuzfquuw-u PARTS DATA LUIST
| 2 3 4 5 6 7 8 9
ITEM NO. COMF’LETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR [ITEMS PER RECOMMENCED QUAN. JAN TYPE
SYMBOL }STOCK NO. OF ITEM STOCK NO. [EQUIPIAENT| PER EQUIPMENT
472 |CAPACITOR, fixed, paper-di- C401 MP30022 Sprague Vitamin Q ]
electric, 1,062 in. lg x 0.562 in. 196P1049454
dia, 0.1infd, + 10%, 400 vdcw
473 |CAPACITOR, fired, tantalum, G402 MP30008 Mallory XTH-25 2
dry electrolytic, polarized, 1.25
in, 1g :«x 0,875 in. dia, 25 mfd,
180 vdcw, +200C to -55C operat-
ing temperature
474 |Same as C402 C403
475 |CAPACITOR, fixed, tantalum, C404 MP30004 General GE29F'410
dry electrolytic, polarized, 2.125 Electric
in, 1lg x 0. 375 in. dia, 100 mifd,
50 vdcw, +85C to -55C operating
temperature
476 |CAPACITOR, fixed, flat disc C405 MP30041 Erie 817-.02
ceramic, 0,594 in. dia, 0.02 mfd| :
600 vdew
477 |Same as G405 C406
478 |CAPACITOR, fixed, flat disc €407 MP30021 Erie 801-.002 2
ceramic, 0.375 in. dia, 0.002
mifd, 600 vdcw
479 |Same as C407 ‘C408
Approved|For Releage 1999/09/08 : CIA-RDP81 B00878RT00200040001-0 —




SHEET 82

OF

SHEETS

FQUIPMENT _(NOMENCLATURG),  MPIOA5 OF SH3TAMN  c1aRDPe1800878R000200040001-0

NAME OF CONTRACTOR Ramo-Wooldridge CorpCONTRACT

R-W Project 5021

PARTS DATA LIST

| 2 3 4 5 6 7 8 9
ITEM NO. COMFLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR |[ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBOL |STOCK NO. OF ITEM STOCK NO. [EQUIPMENT| PER FQUIFMENT
480 DIODE, silicon junction, 1.183 in] CR401 MP55004 Transitron IN335 4
lg x 0,437 in. wide; with solder-
lug anode connection, 10-3%
threzded cathode connection, and
7/16 in, héxagonal flange. 0.2
amps dc.
431 Same as CR401 CR4(2
482 |Same as CR401 CR403
483 |Same as CR401 CR404
484 |FUSE, 1.25 in. lg x 0.25 in. dia,| F401 ‘MP57001 Littelfuse 313003 1
3 amps, 125 volt, slo-blo.
485 VIBRATOR, 1.50 in, dia x 2.75 G401 _MP65001 Airpax A-500-24 1
in. high, octal base, 26.5 volts
dc input. Circuit conaections
printed on top of case.
486 |COIL, rf, solenoid wound, 0.598| L401 MP40009 Jeffers 10203-20 1
in. 1g x 0.219 in. dia, 27 micro- X -
henries, + 10%
487 RESISTOR, fixed, composition, R401 MP20381 Allen- ‘EB 2 RCZOGF200J
20 ohms, + 5%, 1/2 watt Bradley
488 |Same as R401 R402
489 |RFESISTOR, fixed, composition, R403 MP20379 Allen- EB RC20GF473J
47, 000 ohms, + 5%, 1/2 watt _ Bradley
490 |Same as R403 Approved FoRR@rkake 1999/09/08 : CIA-RDP81B00878R000200040001-0




EQUIPMENT  (NOMENCLATURE 0 JVIIPEPRERESE %93d704/ds : c1a-RDPE1B00878R000200040001-0 SHEET 83  oF SHEETS
NAMS OF CONTRACTOR Ramo-Wodldridge Corp CONTRACT R-W Project 5021 PARTS DATA LIST
! 2 3 4 5 6 7 8 9
ITEM NO. COMF’LETE DESTRIPTION OF ITEM CIpCuiT x&CONTRACTOR'S ACTUAL MFG. MFG. TYPE OR [ITEMS PER [RECOMMENDED QUAN. JAN TYPE
SYMBOL . STOCK NO. OF ITEM STOCK NO. [EQUIPMENT! PER EQUIPMENT
491 TRANSFORMER, power, open- T401 ME 706001 Magnecraft R-W Dwg. 1
frame, 1.50 in. 1lg x 1, 312 ir. high Electric Per| 50403214
x 1,625 in. wide, 28-volt-center- R-W Dwg.
tapped primary, 25C-volt-center - 50403214
tapped secondary, six 5.0-in.-1g '
leads, color coded primary-brown
with black center tap, secondary-
red with orange center tap.
‘ 4 -—

Approvefl For Reled

|se 1999/09/08 : Cr-RDP81 B00878T000200040001-0




EQUIPMENT

(vomeNcLaTURG, , MECAG

OF
leas

es¥§9£}8MOL : CIA-RDP81B00878R000200040001-0

SHEET &4

OF

SHEETS

NAME OF CONTRACTOR Ramo-Wooldridge Corp CONTRACT R-W Project 5021

PARTS DATA LIST
| 2 3 4 5 6 7 8 9
ITEM NO. COMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S JACTUAL MFG. MFG. TYPE OR [ITEMS PER |[RECOMMENDED QUAN. JAN TYPE
SYMBOL [STOCK NO. OF 1TEM » STOCK NJ. |EQUIPMENT| PER EQUIPMENT
492 MP63003 COMPLETE CABLE - wi201 MP63003 Ramo- R-W Dwg. 2 Req. Per
ASSEMBLY. Over-all length or Wooldridge | £0400002 System
9.94 in, Consists of the follow= | W1204
ing replaceable parts:
493 CABLE, Coaxizl., Cver-all MP63013 Ame ~ican 21-026 1 Req. Per RG-62/U
dimensions 8.00 in. 1g = -~ Phenolic Complete
0.242 in. dia. 93 ohms. Ass'y.,
(2/Sys.)
494 PLUG, Coaxial. Over-all [P201 and] MP62014 American 31-012 2 Req. Per UG-260/U
dimensions 0,9688 in. 1g x |P101 Fhenolic Complete
0.5625 in, dia. RIGHT Ass'y.
or P101 (4/Sys.)
LEFT ;
Approved For Releafe 1999/09/08 : CIA-RDP81B00878R000200040001-0 1
S




. .
i N2 MP63005 OF SYSTEM 1 85 -
EQUIPMENT (NOMr.N.,LATURE)Annm‘mdFMR ) ' SHEET oF SHEETS
NAME, OF CONTRACTOR Ramo-Wooldridge Cocp cONTRACT K= W Proiect 562 PARTS DATA LIST
| 2 3 4 5 6 7 8 . 2
ITEM NG {COMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACZTUR'S EACTUA'. MFG. MFG. TYPE OR [ITEMS PER IRECOMMFNDED QUAN. JAMN TYPE
: SVYMBCL [STOCK NO. OF ITEM STOCK NQ. {EQUIPMENT | PEZP ZQUIPMENT
495 MP63C05 COMPLETE CABLE" wizuz MPE3CCE Ramo- R-W Dwg. 1 Req. Peux
ASSEMBLY., Over-all length Wooldridge' 50400003 System
24.25 in, Consists of the follow}
ing replaceable parte:
496 RECEPTACLE. Cver-all P10z MP52002 Winchester M75-1.8 3 Req. Per
dimensions 0.531 in. lg x RIGH? Complete
0.562 in. wide x 0,78l in, land P102 Ass'v,
high. 7 pin receptacle. LEFT (3/Sys.y
and F402
497 HOCD, Aluminum. Over- MPG2017 Winchester . M5-Hl6 3 P2q. Pesl
all dimensioas 0,938 in. 1g Coraplete
x 0,655 in. dia., Hood has Ass'y,
- 0,250 in, cable opening. (3/Sys.)

4

hse 1999/09/08 : C|

Approv+ For Rele{

rA-RDP81 B008781(000200040001 Y




(NOMENCLATUY Rgﬁpprmoﬁebgss $899{09(08 : CIA-RDP81B00878R000200040001-0

EQUIPMENT SHEET 86 oF SHEETS
NAME OF CONTRACTOR Ramo-Wooldridge CorpCONTRACT R-W Project 5021 PARTS DATA LIST
l 2 3 4 5 6 7 8 S
ITEM NO.|COMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFA. MFG. TYPE OR {ITEMS PER [|RECOMMENDFD QUAN. JAN TYYPE
! 3YMBOL |STOCK NO. CF ITEM STOCK NO. |EQUIPMENT| PER EQUIPMENT
498 MP63004 COMPLETE CABLE Wwiz03 MP63004 | Ramo- R-W Dwg. 1 Req. Per
ASSEMBLY. Over-zall Jength . Wooldridge 50400004 System
of 60.250 in, GConsists of the
following replaceabls parts:
499 RECEPTACLE. Over-all | P103 MP62001 | Winchester M4S-LS |3 Req. Per
dimensions 0.594 in. lg x* |RIGHT Complete
0.4€9 in. dia. 4 pin and P03 Ass'y.
receptacle, LEFT {3/8ys.)
and P104
500 HCOD, Aluminum. Over- MP62016 | Winchester . M4-H14 3 Req. Per
. all dimensions 1.00C in. g Complete
% 0.562 in. dia. Hocd has Ass'y.
n,219 in. cable openirg. (3/Sys.)
501 PLUG, Connectoz Over- |F1201 MP62011 | American AM3106E-20- |1 Req. Per AN3106E-20-2TP
all dimensions 2.125 in. 1g Phenolic 27P | Complete
% 1,812 in, dia. Plug has : : Ass'y.
14 contacts. . (1/8ys.)
502 CLA_NIP, Cable, Over-all MP63019 | American ANBOS'I—IZA Ll Req. Per AN3057-12A
dimensions 1,188 in. lg x Phenolic Complete
1,375 in, dia, : Ass'y,
{1/sys.)
Approved|For Releage 1999/09/08 : CIA-RDP81B00878Rp00200040001-0
- ’



EQUIPMENT  (NOMENCLATURAPProvesEo0 Relomsestanyanos : CIA-RDP81B00878R000200040001-0

87

SHEET OF

SHEETS

NAME OF CONTRACTOR Ramo-Wooldridge Corp CONTRACT R-W Project 5021 PARTS DATA LIST
| 2 3 4 £ 6 7 8 9
ITEM NO. COMFLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S [ACTUAL MFG. | MFG. TYPE OR |ITEMS PER RECOMMENDED QUAN. JAN TYPE
SYMBOL ISTOCK NO. OF \TEM | STOCK NO. |EQUIPMENT ] PER EQUIFMENT
503 MP63006 COMPLETE CABLE - W1205 MP639206 Ramo- R-W Dwg., 1 Req, Per
ASSEMBLY. Over-all length Wooldridge 50400005 System
32.5 in, Consists of the following
replaceable parts: :
504 CONNECTOR., Rectangular. | P702 MP62008 Winchester MRE21S-G |1 Req. Per Ul 21F 36/06RG
Over-all dimensionus 2,250 - Complete
in. 1lg x 0. 375 in, wide x Ass'y,
0,859 in, high. Connector (1/Sys.)
has 21 contacts.
505 HOOD, Connecter, Over-all] MP62013 Winchester R-W Dwg. 1 Reqg. Per »
dimensions 1,556 in. 1g x MRE 21H 50401374-1| Complete |
2.250 in, wide x 0,438 in. (Modified Per Ass'y,
high, Two boles tapped 4-40 R-W Dwg. (1/Sys.)
. NC-2., (For P702). 50401374-1;
506 PLUG, Connector. Over-all]l P1202 MP62021 American AN3106 B-145-|1 Req. Per AN3106B-145-51
dimensions 1. 688 in. lg x Phenolic . 5P | Comrylete
1.156 in. dia, Plug has 5 Ass'y,
contacts. (1/sys.)
- 507 CL.AMP, Cable, Over-all MP62025 E American [AN3057-6A |2 Reg. Per AN3057-6A
dimensions 1,078 in. 1g x Phenolic Complete
0.938 in. dia. (Foz PI1202 Assly. )
and P1204). (2/sys.)
508 PLUG, Connector. Over-all] - P1204 MP62015 | American AN3106B-14541 Req. Per AN3106B-145-2:
dimeénsions 1,688 in. 1g x Phenolic 2P | Complete
1,156 in. dia. Plug has 5 Ass'y.
contacts. (1/Sys.)
Approved For Releage 1999/09/08 : CIA-RDP81B00878R{00200040001-0 - -



EbUIPMENT (NOMENCL ATUREApproV&PROORMRESS Y BIORIY0B : CIA-RDP81B00878R000200040001-0 SHEET 88 o SHEETS
NAME OF CONTRACTOR Ramo-Wooldridge Corp CONTRACT  R-W Project 5021 PARTS DATAa LIST
| 2 3 4 5 6 7 8 9
ITEM NO, C’OMt’LF TE DESCRIPTICH OF ITEM CIRCUIT { CUNVRACTOR'S | ACTUAL MFG. :MFG. TYPE OR |ITEIAS PER |RECOMMENDED QUAN. <AN TYPZ
SYMBOL {STOCK NO. OF ITEM STOCK NO. !EQUIFMENT; PER £QUIPMENT
509 RING, Bnnding. Overx-all - ] MP63020 |Canron Elec- AN3L1-3 |1 Req, Per AN31L-3
dim2nsicns 0.687 in, dia tric . Complete
0.188 in. thizk. (For P1204) Ass'y,
o ) (1/Sys.)
510 "PLUG, Coanector. Over- PL2c3 | MP52030 American AN36B-165|1 Req., Per AN3106B-16S-8P
all dimensions 1. 688 in. 1g H Phenclic -8» Coraplete
x 1,250 in. dia. Plug has 5 Ass'y,
contacts. (1/3ys.)
51 CLAMP, Cable. Over-a’l MP63000 | Amexican AN3057-8A [l Req. Per AN3057-8A
dimensions 1.125 in, 1g x ° Phenolic Complete -
1.062 in, dia. (For P1203). Ass'y,
(1/sys.)

. ApprovT For Rele{

hse 1999/09/08 : C

4
A-RDP81 BOOS7BT000200040001 -0




Approved For Release 1999/09/08 : CIA-RDP81B00878R000200040001-0

PARTS-DATA LIST’
SECTION I
GROUND-BASED EQUIPMENT

Approved For Release 1999/09/08 : CIA-RDP81B00878R000200040001-0



EQUIPMENT

{(NOMENCLAT URE)

MPL0356 OF SYSTEM 1

CIA-RBPR81B00878R000200040001-0

SHEET &5 oOF

SHEETS

| NAME

OF CONTRACTOR =n:

o
TOVEU T U .
nro-Wooldwidze Cornoraticn

Ral
T

4000/08/08 -
LA E A e

CONTRACT

R~W Project 3021

PARTS DATA

LIST

2

k3

-

4

5

6

7

8

)

ITEM NO.

COMPLETE DESCRIPTION OF ITEM

CIRCUIT
SYMBCL

COMTRACTCR'S|
STOCK NO.

ACTUAL MFG.
OF ITEM

MFG. TYPE OR
STOCK NO.

ITEMS PER
EQUIPMENT

RECOMMENDED QUAN.

PER EQUIPMENT

JAN TYPE

512

514

515

MPLOTES, COMPLETE ASSEM-
isY. Over-all ¢imensions
26.65 in, 13 x 22,13 in. wide =
16,08 i, high, Consists of a
Case-and- Cover Assembly 2and a
Fiont-Panel-and-Chassis Assem-
bly.

The fase-and-~Cover Assembly
iacludes the following replace-
able parts and assemblies:

CASE. Made from aluminum,
Over-all dimensions Z4.34 in. 1g
x 18,50 in. wide x 16.43 in, Lizh,
A rectangular box, opea cn 9ne
end. Two cover latches on each
side of open end. Two folding
handles on each side, and tkree
filter hoitsings, one oa each side
anc one un closed end., BDlack
wrinlde finish,

LEG, Case. Made Irom alumi-
rum. Over-all dimensions 0,250
in, ig x 1. 0G0 ia. ¢ia. One 0.191
in, dia hole drilled through axis
and counter-drilled 0,437 in, dia
x 9,163 in. deep. Blackened.

PLATE,; Reinforcing., Made
frem aluminum, Over-all

dimznsions 4.8l in, 13 x 0, €12 in.|

wide x 0.125 in, thick., One 0. 337
in, dia hole 0,40 in., from each
and. Blackened.,

Approved Fq

LEST
SET

r Release

MT105645

MPLI520

MIPL0593

MP1062C

1999/09/08 : CIA-H

Ramo -
Wooldridge

Ramo-
Wooldridge

Ramo-
Wonldriage

Ramo-
Wooldridge

DP81B00878R00

R-W Dwg.
504033357

R-W Dwg.
30403025

K-W Dwg.
50403022

R-W Dwg.
50403029

0200040001-0

1 Req. Per
Complete
As3'y,

4 Req. Per‘
Completa
Ass'y,

4 Req. Pen
Complete
Ass'y.




EQUIPMENT (NOMENCLATURE)  MPL0566 OF SYSTEM 1. 0900040004 0 SHEET 90 or SHEETS
Approved-For-Release-1999/08/08—+C B00878R0
NAME OF CONTRACTOR Ramo-Wooldridge Corp CONTRACT W Project 5021 PARTS DATA LIST
t 2 3 4 5 6 7 8 9
ITEM NO. COM?LETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S [ACTUAL MFG. MFG. TYPE OR |ITEMS PER |RECOMMENDED QUAN. JAN TYPE
SYMBOL [STOCK NO. OF ITEM . - STOCK NO. |FQUIPMENT| PER ZQUIPMENT
£16 FILTER FRAME. Made from MP10513 Ramo- R-W Dwg. 3 Req. Per
sheet aluminum. Over-all dimen- Wocldridge 50403040 Complete
sions 14,03 in. 1g.x 5,312 in. wide Ass'y,
Ix 1,00 in. high. A welded frame,
open on one end. Blackened.
517 |FILTER CARTRIDGE. Made MP10234 Burke RMS-1 3 Req. Per
from glass-flogs.fibers. Over- Filter Media] Complete
all dimensions 14,63 in. 1g x 5.00 Ass'ly.
in. wide x 0.87 in. thick.
518 |POUSING, Filter. Made from MP10633 Ramo- R-W Dwg. 3 Req. Per
aluminum. Ovex-all dimensions Wooldridge 50403044 Complete
16.00 in. lg x 6. 81 in. wide x 1.43 Ass'y,
in. high. Rectangular shape with
3 groups of 6 louvers, Blackened|
519 GASKET, Filter, Made from MP10563 Raino- R-W Dwg. 3 Req. Per
sheet cork and rubber. Rectang- Wooldridge | 50403045 Complete
1lar shape., Over-all dimensions Ass'y,
15,94 in. 1g x 6.75 in. wide x
0.032 in. thick. Inside dimen-
sions 15,12 in. lg x 5.93 in. wide.
520 |STANDOFF, Filter. Made from’ MP10563 Remo- |R-W Dwg, 30 Req. Pey
aluminum. Cylindrical shape. Wooldridge | 50403046 Complete
Over-all dimensions 1.255 in. 1z Ass'y.

x 0,500 in. dia. One 0,159-in, -
dia hole drilled through axis and
tapped #10-32 NF-2 to depth of
0.63 in. at each end. One 0,187~
in. ~dia hole drilled through dia-
meter.0..63 in. from one end.
[Blackened.

. Approved|For Releag

je 1999/09/08 : CIA

-RDP81 BOOB?SRT00200040001 -0




E}QUIPMENT (NOMENCLATURE)

MP1056€ OF SYSTEM 1

T : 78R000200040001-0
NAME OF CONTRACTOR Ramo-Wooldridgs Corp COMTRACT R-V Project 50Z1

SHEET 91

OF

SHEETS

PARTS DATA LIST

l 2 3 4 S 6 7 8 9
ITEM NO.lCOM?'\_ETE DESCRIPTION OF ITEM 'CIRCUIT CONTRALCTOR'S |ACTUAL MrG. MFG. TYPE OR [ITEMS FER |RECOMMENDED QUANA] JAN TYPE
SYMBOL |STOCK NO. OF ITEM - | -STOCK NO. |EQUIPMENT| PER EQU!PMENT

2% COVER, Macde from aluminunr. 2MP10629 Ramo- . { R-W Dwg. 1 Req. Ped
Rectangular shape., Over-zll . Wooldridge 50403026 Complete
dimeusions 20.255 in. lg x 16.760| Ass'y.
in, wide x 0.812 in. bigh. Two,
suitcase boits on each side.
Innér rim lining of 0.125 in. x
0.125 in, fcam rubber. Black- .
ened.

522 HANDLE, Folding. Made from MP10503 1Cambridge X 2062 4 Reg. Pe
brass. Over-all ddmensions Thermionic Complete
4.625 in. 1g x 0.625 in, wide % - Ass'y.
1. 312 in. high. A U-shaped grip
connected at each end by swivel-
pirs to 3/8-24 mounting studs.

- Approvdd For Relehse 1999/09/08 : G R000200040001-0

A-RDP81B00878




EQUIPMENT

(NOMENCLATURE)

MP10566 OF SYSTEM 1

NAME OF CONTRACTOR Ramd®PRERITSL]

Jea,

SHEET 92

OF

SHEETS

PART3

DATA LIST

2

3 4

8

9

ITEM NO,

COMPLETE DZSCRIPTION OF {TEM

CIRCUIT | CONTRACTOR'S
SYMBOL {STOCK NO.

ACTUAL MFG.
OF ITEM - |

-MFG. TYPE OR
STOCK NO.

ITEMS PER
EQUIPMENT

PER EQUIPMENT

RECOMMENDED QUAN.

JAN TYPE

523

524

525

526

FRONT PANEL AN CHASSIS ~
ASSEMBLY. Over-all dimen- -
sions 18, 25 in., wide x'16.25 in.
high x 2].5 in, deep... Consists
of the following replaceabie
parts and assemblies:

CLAMF, Wave Guide. Over-all
dimensions 1.39 in. 1g x 0. 875
in, wide x 0.50 ir. high. Rec-
tangnlar clamp with a 0,156-in, -
dia hole located 0.18 in, from
each end. A semi-circular hole
0.750 in. dia x 0, 375 in, radius
through the lower half of clamp.
Clamp has a cork-and-rubber
surface. Blackened,

CLAMP, Vernier. Made from
aluminum., Over-all dimensions
3.00 in, 1g x 0.4 in. wide x 147
in, nigh. Clamp has a 0.203-in.
dia hole located 0.157 in. from
cach end. One end is1.90 in.
high for a lergth of 0.157 in,,
beveled to 1,47 in, high for
length cf 1,250 in., beveled to
1.00 in. high ior length of 0,157
in. Semi-circular hcle 2. 395 inJ
dia x 1.697 in. radius. Black-
ened, -

SUPFORT, Vernier. Made from v

aluminum. Over-all dimensions
%.00 in, 1g x 3.00 in. wide x L56
in. high. Support has 0.25-in.-

dia hole in each of four corners,
. Approy

MPi0524

MP10631

MP10498

MP10587

ed For Rerase 1999/09/08 :

Ramo-
Wooldridge

Ramo-
Wooldridge

Ramo-
Wooldridge

Rarro-
Wooldridge |

R-W Dwg.,

50403316

R-W Dwg.

50403018

R-W Dwg.

50403034

R-W Dwg,

50403035

CIA-RDP81 BOOS7rR000200040001

1 R2q. Per
Complete
Ass'y,

2 Req. Perj
. Complete
Ass'y,

1 Req. Per
Coraplete
Ass'y,

1 Req. Per
Compvlete
Ass'y,




EQUIPMENT
NAME OF CONTRACTOR Rarao-V

(NGMENCLATURE)

Approv

MPI0566

QO rge

OF

S ONT RACT

SYSTEM ]

SHEET 93 orF

SHEETS

PARTS DATA LIST

1 2 3 4 5 6 7 8 9
ITEM NO. COM‘?LETE DESCRIPTION OF ITEM CIRCUIT § CONTRACTOR'S |ACTUAL MFG. | MFG. TYPE OR [ITEMS PER RECOMMENDED QUAN. JAN TYPE
SYMBOL |STOCK NO. OF ITEM STOCK NO. [EQUIPMENT| PER EQUIPMENT
526 SUPPCRT, Vernier. (Cont'd,)
. and two 0,156-in, -dia holes tap- MP10587 | Ramo- R-W Dwg. 1 Req.Per
ped 8-32 NC-2Z to-depth of 0.38 Wooldridge 50403035 Complete
in., one in each side of offset Ass'y.
facing. Oae hole 2,395 in, dia
drilled through center of support.
Blackened. :
527 SPACER. Made from brass. MP10634 | Ramo- R-W Dwg, 13 Reg. Ped
Over-all dimsensicns 1. 50 in. lg Wooldridge 50403098 Final
% 0.250 in, dia. A hele 0.10€ inf ’ Ass'y,
dia drilled througk and tapped
6-32 for a depth of 0,375 in.
both ends. Cadirium platec,
548 PANEL, Front. Made fromn MP10591 Ramo- R-W Dwg, 1 Req. Per
aluminum plate. Rectangular Wooldridge 50403301 Complete
shape, Over-all dimensions : Ass'y,
18,259 in, 1g x 0.250 in. wide x
16.188 in, high. Ore rectacgu-
lar hole located 0. 781 in, from
one side, 9,375 in, lg x 6.638
in, wide, Additicnal holes for
inounting meters and controls,
Blackened.
52¢ PLATIX, Chassis, Made frora MP10515 Ramo- R--W Dwg, 1 Req. Perj
‘ steel. Over-all dimensions Wooldridge | . 50403302 Ceomplete
20,00 in, lg x €,109 ic. wide x ' Ass'y,

. 18,0C in. high, Opposite coruers

on one side cvt out 3.25 in. 1g x
0.812 in, wide. One rectangu-
lar hole, located 1,50 in, from
side, 7,00 in, 1g x 3,75 in,
wide. Additional holes for
mounting meters and controls.
Cadmium plated., Appro|

yed For Regease 1999/09/08 :

CIA-RDP81 B00818R000200040001

o




EQUIPMENT

(NOMENCLATURE)

MP10566 OF SYSTEM 1

NAME

OF CONTRACTOR

T ABPROMEH SoTREIERs U - R RFETAY

SHEET 94 ofF

SHEETS

PARTS DATA

LIST

1

2

3

nCI B R TSRO Uo BT L5 621
4 5 6

8

9

ITEM NG,

COMPLETE DESCRIPTION OF ITEM

CIRCUIT
SYMBOL

CONTRACTOR'S
STOCK No.

ACTUAL MFG.
OF ITEM

7
MFG. TYPE OR}ITEMS PER
STOCK NO. EQUIPMENT

RECOMMENDED QUAN,
PER EQUIPMENT

JAN TYPE

539

[
[
N

R33

ATTENUATOR CCNTROL Assemnd

bly.

in. lg x 1, 875 in, dia.
of the following replaceable parts:

Over-all dimensioas 3,180
Consists

SHAFT, Dial. Made from
s*tainless steel. Over-all
dimeneions 1, 88 in. Ig =
0.248 in, dia., Shaft is 0.243
in, dia for a length of 1.180
in., a groove 0,031 in, wide
x 0,015 in, deep, 0,243 in.
dia for a length of 0. 3C0 in,
and remaindz2r of shaft 0,123
in, dia.

HOUSLNG, Dial-Shait and
Coupling, Made {rorr alum-
inum. Cylindrical shape.
Over-all dimensions 1. 500
in, 1g x L. 875 in, dia, Ouae
hole 0,437 in, dia drillea
through from one end, coun-
terbored C, .75 in. dia o a
depth of 1. 300 in. Oae hole
0.250 in. dia, drilied
through radially to counter-
bore, Two holes 0.152 in,
dia drilled thro.gh diametex
and counterbored 0,250 in,
dia x 0,230 in, decp and tap-
ped (-32 NC-2 x 1,50 ir.
deep. Blackened.

COUPLING, Flexible. Over-
all diinensions 9. 612 in. 1g x
G, 562 in, dia. Flexible ’
couplitg €.438 in. dia at one

end, and 0,438 in, dlaAiﬁ'%H For Rele|

i

MP104G

MP13303

MP10311

MP10314

hse 1999/09/08 : ¢

Ramo-~
Wooidridge

Ramo-
Woolaridge

Ramo-
Wooldridge

Lord

A-RDP81B00878

R-W Dwg,

Item 1 of R-W
Dwyg. 50403303

Item 2 of R-W

A

1 Req. Per
Coraplete
Ass'y.

50403303

! Req. Pex
Assy.

1 Req. Per

Dwg., 504033021 Assty,

§K-1947 |1 Req. Per

Ass'y,

000200040001-0)




EQUIPMENT (NOMENCLATURE) MP10566 OF SYSTEM 1

NAME

OF CONTRACTOR ‘he ]\ppﬁovéﬂd’dﬁﬂé&fﬁﬁ’lﬂﬁ%ﬂ%(ﬁ&nﬂ%

SHEET 95 oF

SHEETS

PARTS DATA LiST

i

2

3

4

-BRAGI 20087 SRRO0ZVDAKUTE G021
5 6

7

8

)

ITEM NO.

COMPLETE DESCRIPTION OF ITEM

CIRCUIT
SYMBOL

CONTRACTOR'S
STOCK NO.

ACTUAL MFG,
OF ITEM

MFG. TYPE OR
STOCK NO.

ITEMS PER
EQUIPMENT

RECOMMENDED QUAN. |
PER EQUIPMENT

JAN TYPE

533

535

537

COUPLING, Flexille.
(Cont'd.)

opposite end. Omne hole 0.13%
in, dia through axis of coup-
ling,

RING, Dial-Shait Retaining.
Made from carbon spring
steel, Over-all dimensions
0.250 in, dia x 0,025 in.
thick, Two clamping holes
0,041 in. dia.

DUSHING, Chassis, Made
frem brass. Over-all
lenyth 0.565 in. One end
flanged, the remaindex of
bushing threaded 3/8-32.
Inside diameter 0,255 in.

DIAL. Over-all dimensions
1. 812 in. dia x 1. 00 in. thick,
The dial consists of two co-
axial dials. The shaft di-
ameter is 0,250 in. Dials
are satin chrome; black-
filled numerals and divisions.
Knob aud i1ocking lever cap
are black nylon.

ATTENUATOR. Over-all dimen-
sions 2.250 in, 1g x 1,625 in,
wide x 1,500 in. high, T-shaped
ard has a UG-39/U flanged con-
nector on one end and a UG-40/U
flanged connector on opposite end]
Frequency range of 8,5-9.6 Kmch
and an attenuation range of 15 db.
Gray. Approve!

AT502-

For Reled

MP10314

MP10417

MP10424

MP10592

MP6750%

jse 1999/09/08 : Cl

Lord

Waldes
Kohinoor

U.S. Engi-
neering

Helipot

Microwave
Asgsoc.

r-RDP81BOOB78'

SK-1947

5100-25

15¢0

Model RB
Duodial

MA-534

R000200040001-0

1 Re-, Per
Ass'y.

1 Req. P>r
‘Ass'y.,

1 Req. Pcr
Ass'y.

1 Req. Per
Ass'y,

1 Req. Per
Complete
Ass'y,




EQUIPMENT

(NOMENCL ATLMOV%E’TB%?ﬁ gﬁ?gl?g{?f i QIA-RDP81 B00878R000200040001-0

SHEET 96

OF

SHEETS

NAME_OF CONTRACTOR Ramo-Wooldridge Corp CONTRACT _ R-W Project 5021

PARTS DATA LIST

2

3

4

5

)

7 e

9

ITEM NO.

COMPLETE DESCRIPTION OF ITEM

CIRCUIT
SYMBOL

CONTRACTOR'S
STOCK NO.

ACTUAL MFG.
OF ITEM -

MFG TYPE OR
STOCK NO.

ITEMS PER
EQUIPMENT

RECOMMENDED QUAN.
PER EQUIPMENT

JAN TYPE

538

540

DIAL ADAPTER ASSEMBLY.
Cver-all dimensions 3.188 in. 1g
x 1.875 in, dia. Consists of the
following replaceable parts:

ADAPTER, Dial. Made from]
aluminum. Cylindrical shapel
Over-all dimensions 1,250 in,|
lg x 1. 875 in. dia., One hole
0,750 in. dia drilled through
axis and chamfered 0. 06 in.

" deep at each end. Two 0.154
in. -~dia holes parallel to axis,
countexbored 0,250 in, dia x
0.75 in, deep. Two 0.106-in,
dia holes parallel to axis,

.tapped 6-32 NC-2 x 0,250 in.
deep. One hole 0,070 in. dia
% 0,310 in, deep and tapped
2-56 NC-2 x 0,250 in, deep.
One hole 0,125 in, dia x 0.250
in, deep. Blackened,

DIAL. Over-all dimension$
1. 812 in. dia % 1,00 in. thick,
The dial consists of two co-
axial dials., The shaft dia-
meter is 0,250 in. Dials are
satin chrome; black~filled
numerals and divisions.
Knob and locking lever cap
are black nylon.

Approved Fd

r Reiease

MP10501

MP10561

MP10592

999/09/08 : CIA-R]

Ramo-
Wooldridge

Ramo-
Wooldridge

Helipot -

PP81B00878R00§

R-W Dwg.
50403304

R-W Dwg.,
50403305

Model RB
Duodial

1200040001-0

L Req. Per

1 Req. Per

Complete
Ass'y.

Ass'y,

1 Req. Per|
Ass'y,




EQUIPMENT (NOMENCLATURE) MP10566 OF SYSTEM 1 SHEET 97 oF SHEETS

NAME OF CONTRACTOR Ramo%"&i P BNTRAL REPPRETE i PARTS DATA LIST

| 2 8 9

ITEM NO. COMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTRACTOR'S |ACTUAL MFG. MFG. TYPE OR |[ITEMS PER |RECOMMENCCD QUAN. JAN TYPE
. SYMBOL [STOCK NO. OF ITEM . STOCK NO. |EQUIPMENT| PER EQUIPMENT

541 -|. 'BUSHING, Adapter. Made - MP10588 Ramo- R-W Dwg. 1 Req. Per
: from bronze. Cylindrical Wooldridge 50403306 Ass'y.

shape, Over-all dimensions
1,100 in, 1lg x 0.750 in. dia. ,
One hole 0,500 in. dia throug}
axis of bushing.

542 - SPACER, Adapier. Made MP10527 Ramo- R-W Dwg. 1 Req. Per
from aluminum. Cylindrical Wooldridge 50403307 Ass'y,
shape. Over-all dimensions
0.259 in. lg x 1. 875 in. dia.
Two 0.169-in, -~dia holes par-
allel to axis and countersunk
0.281 in. deep. Two 0.169-
in, ~-dia holes parallel to axis,
One hole 0,375 in. dia drilled]
.through center and courter-
bored 0,750 in, dia x 0.125 in
deep. Blackened, ‘

543 SHAFT, Pilot.. Made from . MP16495 Ramo- | k-W Dwg. 1 Req. Per
stainless steel, Over-all © Wooldridge 50403308 Ass'y,
dimensgions 2,120 in. lg x ’
0.687 in. dia. One end
flanged 0,687 in. dia x 0.125
in, wide, shaft is 0.498 in.
. dia for a length of 1,110 in., ~
N and remaining length is 0.249
oy in, dia. One hole 0.257 in,
dia drilled 1.060 in, deep in
flanged end and tapped 5/16- -
18NC-2 x1.00 in. deep.

Approvgd For Relefse 1999/09/08 : QA-RDP81 B00878r<000200040001-0



EQUIPMENT

(NOMENCL AT URpbroved RaEReNse CHOBOSIBERIA-RDPS1B00878R000200040001-0

SHEET

38

OF

SHEETS

NAME OF CONTRACTOR  -ne Ramo-Wooldridze Cozporation CONTRACT R-W Project 5021 PARTS DATA LIST
| 2 3 4 5 6 7 8 9
ITEM NO.| COMPLETE DESCRIPTION OF ITEM | CIRCUIT | CONTRACTOR'S| ACTUAL MFG. | MFG. TYPE OR|ITEMS PER | RECOMMENDED QUAN.] vAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. |[EQUIPMENT FER EQUIPMENT
544 SHAFT. Made fran stainless- MP10504 Ramo- R-W Dwg. 1 Req. Per]
steel, Over-all dimensione Wooldridge 50405309 Ass'y,
1.537 in, 1gx0,625 in, dia.
Shaft is spherical on one end, .
0, 812-in-length of shaft adja-
cent to spherical end is 0.235
in, ia dia., flat on two dia-
metrically opposed sides.
Adjacent length of ghaftis a
fiange 0,125 in, wide x 0,625
in, in dia. Remainder #f
shaft 0. 311 in. dia, threaded
5/16-18NC-2.
545 | WASEER, Locating, Over- MH0582 Eelipot Ry | 1 f:‘:g;yp eF
all dimensions 1,562 in, 13 x . {Modified Pej (Parﬁt of Model °
0.750 in, wide x 0.0312 iu, R-W Dwg. dial
thick. 50403340) | R© Duodial)

Approved Fdr Release

1999/09/08 : CIA-RDP81 800878R00r200040001 -0




EQUIPMENT

(NOMENCLATURE)  MP10566 OF SYSTEM 1

NAME

OF CONTRACTOR The 'ﬁ-amo—Wooldridge Corporation

000200040001-0

SHEET 99 oF SHEETS

CONTRACT

R-W Project 5021

PARTS DATA LIST

2 3 4

5

6

7

8 9

ITEM NO.

COMPLETE DESCRIPTION OF ITEM| CIRCUIT [ CONTRACTOR'S
SYMBOL| STOCK NO.

ACTUAL MFG.
OF ITEM

MFG. TYPE OR
STOCK NO.

ITEMS PER
EQUIPMENT

RECOMMENDED QUAN.
PER EQUIPMENT

JAN TYPE

546

547

548

549

ZRACKET Assembly. Made MP10512
from steel, Right-angle bracket
Over-all dimensions 6. 30 in, lg
x 0,60 in. wide x 8.80 in. high.
Two mounting tabs rivited at eac]
end. Tabs extend 1.0 in. and
are threaded 10-32 NF-2. Cad-
mium plated.

ANGLE, Zracket, Made from MP10502
sheet steel. A right-angle
bracket, Over-all dimensions
6,75 in. 1g x 0,69 in. wide x
1,00 in, high. Two 0.188-in, -
dia holes in one bracket face, and-
two 0,250-in, -~dia holes in other
bracket face. Cadmium plated.

BRACKET, Klystron. Made
from sheet steel. A V-shaped
bracket. Over-all dimensions
7.010 in. lg x 4. 750 in. wide x
1,688 in, high. Two 1,120-in, -
dia tube-mounting holes. Four-
teen additional holes for mount-~
ing associated components and
for mounting the bracket., Cad-
mium plated.

MP10645

TERMINAL BOARD Assembly. |TB502 MP10525
Made from epoxy-glass laminate
Rectangular shape. Over-all
‘dimensions 7.25 in. lg x 1.63 in.
wide x 0.453 in. thick. Four
mounting _holes 0,125 in. dia.
Nineteen terminals. .
Approved F

br Release}1999/09/08 : CIA-H

Ramo-
Wooldridge

Ramo-
Wooldridge

Ramo-
Wooldridge

Ramo-
Wooldridge

DP81B00878R00)

R-W Dwg.
50403312

R-W Dwg.
50403313

R-W Dwg.
50403317

R-W Dwg.
50403319

0200040001-0

1 Req. Per
Complete
Ass'y.

1 Req. Per
Complete
Ass'y.

1 Req, Per
Complete
Ass'y.

1 Req. Per
Complete
Ass'y.




EQUIPMENT

(NOMENCLATURE)

NAME OF CONTRACTOR

MPI10566 OF SYSTEM 1
wHApREaveA o Release: qt

SHEET 100

OF

SHEETS

PARTS DATA LIST

2

3

8

9

ITEM NO.

COMPLETE DESCRIPTION OF ITEM

CIRCUIT
SYMBOL

CONTRACTOR'S

STOCK NO.

ACTUAL MFG.
OF ITEM

MFG. TYPE OR
STOCK NO.

ITEMS PER
EQUIPMENT

PER EQUIPMENT

RECOMMENDED QUAN.

JAN TYPE

550

551

552

' 4-40 NC-23,

POST, T:502 Mounting, Made
from brass. Rectangular shape,
Over-all dimensions 2. 30 in. 1g
x 0.25 in. wide x 0.25 in, high,
Two mounting holes 0,089 in,
dia tapped through 4-40 NC-23.
Orne hole 0,089 in. dia x 0.50 in,
deep drilled in one end and tap-
ped 4-40 NC-25L x 0,38 in. deep.
Cadmium plated,

TERMINAL SOARD Assembly.
Made from epoxy-glass laminate.
Rectangular shape., Over-all
dimensions 5.50 in. 1g x 2,00 in,
wide x 0.453 in. thick. Two
holes 0.125 in, dia drilled in
center of board, four mounting
holes 0.125 in. dia. Twenty
terminals.

POST, T3503 Mounting. Made
from brass. Rectangular shape.
Over-all dimensions 2.06 in, lg
x 0,250 in, wide x 0,250 in, high
Two mounting holes 0,125 in.

dia drilled and tapped through
One hole drilled
and tapped through 4-40 NC-2B
x 0.38 in, deep.. Cadmium
plated.

Approved Hor Releasq

TB503

MP10425

MP10586

MP10325

: 1999/09/08 : CIA-

Ramo-
Wooldridge

Ramo-
Wooldridge

Ramo-
Wooldridge

RDP81B00878R0p0200040001-0

Item 2 R-W
Dwg. 50403319

R-W Dwg.
50403320

Item 2 R-W
Dwg 50403320

2 Req, Per
Complete
Ass'y,

1 Req. Per
Complete
Ass'y,

2 Req. Per]
- Complete
Ass'y.




EQUIPMENT

(NOMENCLATURE)

NAME OF CONTRACTOR T

B

SHEET 101 oF

SHEETS

PARTS DATA

1.I1ST

2

8

9

ITEM NO.

COMPLETE DESCRIPTION OF ITEM

CIRCUIT
SYMBOL

CONTRACTOR'S
STOCK NO.

ACTUAL MFG.
OF ITEM

MFG. TYPE OR
STOCK NO.

ITEMS PER
EQUIPMENT

RECOMMENDED QUAN.
PER EQUIPMENT

JAN TYPE

553

554

555

556

BRACKET, Blower, Made from
sheet steel. Rectangular shape.
Over=-all dimensions 10, 75 in. 1g
x 3.63 in. wide x 0,0598 in.
thick.
One hole 0.375 in, diz and twelvel
holes 0,250 in, dia., Cadmium
plated.

BRACKET. Made from sheet
steel. Triangular bracket.
all dimensions 6,00 in. 1g x 0. 68|
in, wide x 6,312 in, high, One
hole 0.50 in, dia and four holes
0,250 in, dia, Cadmium plated.

RIB., Made from sheet stzel.
Over-all dimensious 20.00 in,
1g x 3.937 in. wide x 0,626 in.
deep. Channel type chassis with
rigkt-argle bends on each side.
Three oval mounting holes,
thirteen circular mounting holes
and seventeen screw holes, )
Cadmium plated,

TERMINAL 2O0ARD Assembly.
Made from epoxy-glass laminate,
Rectangular shape. Over-all
dimensions 8,00 in. lg x 3. 38 in
wide x 0.453 in. thick. Four
mourting holes 0.188 in, dia,
eleven holes 0,250 in, dia, and
forty-five terminals,

Approved|

Two holes 2.25 in. squaxe,

Over

T2504

For Relea]

MPIORLL

MP10627

MFP10521

MP10535

be 1999/09/08 : CIA

Ramo-=
Wooldridge

Ramo-=
Wooldridge

Ramo-
Wooldridge

Ramo-
Wooldridge

-RDP81B00878R

R-W Dwg.
50403321

R-W Dwg.
50403322

R-W Dwg.
50403323

R-W Dwg.
50403325

000200040001-0

1 Req. Per
Complete
Ass'y.

1 Req. Per
Complete
Ass'y.

1 Reg. Per
Complete
Ass'y.

1 Req. Per
Complete
Ass'y.




EQUIPMENT

(NOMENCLATURE)

MP10566 OF SYSTEM 1

NAME

SHEET 102 oF

SHEETS

OF CONTRACTOL The RAMIOVRSHIREREIE3CS IPeYRR0H | CDRTHRETS/ cHo09P 0830878021

PARTS DATA LIST

2

3

4

5

6

7

8

9

ITEM NO.

COMPLETE DESCRIPTION OF ITEM

CIRCUIT
SYMBOL

CONTRACTOR'S
STOCK NO.

ACTUAL MFG.
OF ITEM

MFG. TYPE OR
STOCK NO.

ITEMS PER
EQUIPMENT

RECOMMENDED QUAN,
PER EQUIPMENT

JAN TYPE

557

558

1. 559

560

| for a depth of 0.25 in. reduced

BRACKET, Angle. Made ‘vomn
sheet steel, Right-angle bracket
Gver-ali dimensions 1,28 in, g
x 1,00 in. wide x 1, 80 in. high,
Four monunting holes 0,161 in.
dia. Blackened.

BRACKET, Angle. Made from

shesat steel. Right-angle brack-
et. Over-all dimensions 0,63 in
1¢ x 0,50 in. wide x 1.63 in. hgh
Two mounting holes 0,152 in. diaf
Blackened.

KNO5. Made from nylon.
Cylindrical shape, Over-all
dimensions 0,75 in. lg x 0,750
in. dia,  Oue holc 0. 625 in. dia

to 0,250 in, dia for depth of G 31
in, drilled axially in one end.
One hole 0.039 in. dia tapped
4-40 NC-2B for a depth of 0.25
in, driiled radially. Slotin
opposite end 0,36 in. wide x
0.96 in, deep.

TERMINAL BOARD Assembhly.

Made from epoxy-glass laminate

Rectengular shape. Over-all
dimensions 3,75 in. 1g x 3,00 inJ}
widc x 0,452 in, thick, Four
mourting holes 0,125 in, dia, and
twenty-three terminals.

. Approvefl

TB501

For Relej

MP10444

MP10526

20497

MP10638

Ramo-
Wooldridge

Ramo-
Wooldridge

Ramo-
Wooldridge;

Ramo-

R-W Dwg.
50403326

R-W Dwg.
50403327

R-W Dwg.
50403328

R-W Dwg.

Wooldridge I 50403330

jse 1999/09/08 : CKA-RDP81 BOOS78T600200040001'-0

,7 Req. Per

1 Reg. Per
Complete
Ass'y.

1 Req., Poar
Complete
Ass'y.

Complete
Ass'y.

1 Reg. Per|
Complete
Ass'y.




EQUIPMENT

(NOMENCLATURE)

| NAME

CF CONTRACTOR The Rauno-Wooldrié};é"'Cor;;or'aEiSfx CONTRACT

ITEM NO.

2

3

4

"COMPLETE DESCRIPTION OF ITEM

CIRCUIT
SYMBOL

CONTRACTOR’S
STOCK NO.

561

563

564

-]111, 688 in, 1z x 10.562 in, wide x

POST, Ti1:501 Mouating., Made
from brass, Rectangular shape,
Over-all dimensions 3,50 in. 1g
x 0.25 in, wide x 0,25 in. high.
Two holzs 0,125 in. dia and tap-
ped 4-40. One hole 0,039 in.

dia x 0,50 in. deep drilled in end
and tapped 4-40 x 0.37Z in, deed.
Cadmium plated.

TERMINAL DOARD Assembly.
Made from epoxy-glass laminate,
Rectangular shape. Over-all
dimensions 3,38 in, 1g x 2, 88 in,
wide x 0,462 in. thick. Two
holes 0,50 in, dia, four mount-
ing houles 0.138 in, dia, and
eighteen terminals.

BRACKET, Made from sheet
steel, Over-ail dimunsions

0.562 in, high. A chassis brack-
et with we mouvnting slots (.438
in, 1g x.0.187 in, wide, with two
mounting slots 0,375 in, 1g x
0.203 ir. wide, and with addi-
tional holes for mounting elec-
trical compoaents., Cadmium
plated,

SPACER, Bracket. Made from
sheet steel, Rectangular shape,
Over-all dimensions 3.50 in. 1g
x 0.50 in. wide x 0,064 in, thick.
Two holes 0,250 in, dia, 0.75 in.
from each end. Cadmium platexy

TB509

broved For

TMP1031

MPI10E89

MP10514

MP10323

Release 1999/09/

5

ACTUAL MFG.
OF ITEM

“Ramc-

Wooldridge

Ramo-
Wooldridge

Ramo-
Wooldridge

Ramo-
Wooldridge

APIR086 F SYIREASHSE HD99109/08 : CIA-RDP81B00878R000200040001-0

SHEET 103 oF

SHEETS

p01-0

8: CIA-RDP81810878R000200040

" R-W Project 5021 PARTS DATA LIST
6 A T 8 9
MFG. TYPE OR|ITEMS PER | RECOMMENDED QUAN. JAN TYPE
) STOUCK NO. |EQUIPMENT PER, EQUIPMENT
Iten 2 R-W |2 Re«, Per
Dwz, 30403330 Complete
Ass'y,
R-W Dwg. 1 Req. Per
50403332 Complete
Ass'y,
R-W Dwg; 1 Req. Per
50403318 Complete
Ass'y.
R-W Dwg. 1 Req. Per
5C403358 Ass'y.




EQUIPMENT  (NOMENCLATURE) MPI0566 OF SYSTEM1 s a SHEET 104 OF SHEETS
NAME OF CONTRACTOR The Rimo-Wooldridge Corporation  CONTRAGCT  K-W Project 5021 PARTS DATA_ LIST
i 2 3 4 5 6 7 8 9
ITEM NO| COMPLETE DESCRIPTION OF ITEM | CIRCUIT | CONTRACTOR'S| ACTUAL MFG. | MFG. TYPE OR|ITEMS PER | RECOMMENDED QUAN, JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. |EQUIPMENT| PER EQUIPMENT
565 TERMINAL BOARD Assembly.. TB507 MP10642 Ramo- R-W Dwg, 1 Req. Pe
Made from epoxy-glass laminate. Wooldridge 50403324 Complete
Rectangular shape, QOver-all . Ass'y,
dimensions 7.812 in. 1g x 1. 78l in
wide x 0.125 in. thick, Four
mounting holes 0.125 in, dia., anf
sixty-seven silver-plated eyelets,
566 POS8T, TB502 Mounting, Made MP10414 Ramo- Item 3 R-W | 2 Req. Pej
from brass. Rectangular shape, WooldridggDwg, 50403324 Completd
Over-all dimensions 2,00 in, Ass'y,
1g x 0,250 in. wide x 0.250 in.
high, Two holes 0.125 in, dia.
drilled and tapped through 4-40,
One hole 0,125 in, dia drilled
in one end and tapped 4-40 x
0,375 in, deep. Cadium plated,
567 TERMINAL EOARD Assembly. TB508 MP10580 Ramo- R-W Dwg. }1Req. Per,
Made from epoxy-glass laminate. Wooldridge| 50403331 Complete
Rectangular shape, Over-all Ass'y,
dimensions 4,50 in. 1g x 1. 31 in.
wide x 0.453 in, thick. Two
clamp raounting holes 0,166 in,
dia, four mounting holes 0,140
in, dia, and ten terminals.
568 CLASSIS Assembly. Made from MP10516 Ramo- R-W Dwg, 1 Req. Per
sheel steel. Over-all dimen- Wooldridge] 50403337 Complete
sions 20,21 in, 1g x 18,06 in, .

wide x 16,00 in, high. Eight
holes 2,50 in, dia four on each
side, one rectangular hole 8,69
in. 1g x 2. 80 in, wide, one rec-
tangular hole 7.19 in. g x 2, 80
in, wide, and mounting holes.
Cadmium plated,

V - Approved

For ReleTe 1999/09/08 : Cl/

h\-RDP81B00878H

000200040001-0

Ass'y,




EQUIPMENT

(NOMENCLATURE)

MP10566 OF SYSTEM 1

NAME OF CONTRACTOR

o Approved
4 aePRamo—

alea

T =
oolarid: e

999109108 CiA-]
oTpOoTatloil

CONTRACT =

SHEET 105 OF

el

roject 5021

PARTS DATA LIST

2

4

5

6

7
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ITEM NO.

COMPLETE DESCRIPTION OF ITEM

CIRCUIT
SYMBOL

CONTRACTOR’S
STOCK NO.

ACTUAL MFG.
OF ITEM

MFG. TYPE OR
STOCK NO.

ITEMS PER
EQUIPMENT

RECOMMENDED QUAN.
PER EQUIPMENT

569

THERMISTOR Assembly. Over-

all dimensions 1,515 in, 13 x

MP10456

Ramo-
Wooldridge

R-W Dwg.
50403338

1 Req., Per
Complete

SHEETS

JAN TYPE

1.399 in. wide x 1, 14 in, high,
Consists of the following replace
able parts:

Ass'y.

Ramo-
Wooldridge

570 MP10565 1 Req. Per

Ass'y.

MOUNT, Thermistor. Madg
from aluminum. Over-all
dimensions 1.515 in. 1g x
1,000 in. wide x 1,502 in.
high. A flange 0,125 in.
wide on one end with two
holes 0,093 in. dia counter-
sunk, two holes 0,089 in.
dia x 0.156 in, deep tapped
4-40 NC-2 x 0.125 in, deep,
and two holes drilled 0,089-
in. -dia and tapped through
4-40 NC-2. Remainder of
mount is 1.390 in, 1g x 0.578|
in, wide x 1.125 in. high.
Four holes 0,089 in, dia
drilled and tapped through
4-40 NC-2. Three holes
0,106 in. dia drilled and
tapped through 6-32 NC-23,

R-W Dwg.
50403078

MP10628 Ramo-

Wooldridge

INSULATOR., Made from
mica. Rectangular shape.
Over-all dimensions 1,250
in. 1g x 0.875 in. wide x
0.005 in, thick., Four holes
one in each corner, 0,125 in
dia,

R-W Dwg.
50403339

1 Req. Per
Ass'y,

571

Approved F

pr Release}1999/09/08 : CIA-TDP81 B00878R0¢0200040001-0



EQUIPMENT  (NOMENCLATURE) MPi0556 OF SUS<EM 1 SHEET i0e oF SHEETS
NAME OF CONTRACTOR The RARREVAGFRRaleassdS59i1e/08 | ClARRABIRLIP7ERAIG0GAINNI0; 07) PARTS DATA LIST
| 2 3 4 5 & 7 8 9
ITEM NO.| COMPLETE DESCRIPTION OF ITEM | CIRCUIT | CONTRACTOR'S| aACTUAL MFG. | MFG. TYPE OR|ITEMS PER RECOMMENDED QUAN. JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. |EQUIPMENT PER EQUIPMENT
572 TERMINAL, Insulated, Over} MP10322 ,.S.Engineeyd- 140032 2 Reg. Per
all dimensions 0,836 in. lg x iy {Modified Ass'y,
0.250 in, dia. Threaded 6-33 ) R-W Dwg
for length of 0,125 in., flang- 10403480)
ed to 0,250 in, dia for length
of 0.349 in.
573 THERMISTOR, Coaxial. RT502 MP20391 F-R Machine N215A 1 Req. Per
Over-all dimensions 1,515 in. orks Ass'y.
1g x 1. 399 in, wide x 1, 814 in, T e - - —
high. 500-!0, 500 mc/s.
574 THERMISTOR, Disc. Semi-]| RT503 MP20393 Victory 27D1 1 Req. Per
conducting disc soldered to a Engineering Ass'y.
metal plate and provided with
a wire lzad, Over-all dimen-
sions 1,25 in, 1g x 0. 875 in.
wide x 0,312 in, high. Re-
sistance at 250 ¢, 725 ohms,
+5%. :
575 THERMISTOR, Disc. Semi-| RT501 MP22066 Victory 28D1 1 Req. Per
conducting disc soldered to a Engineering Ass'y.
metal plate and provided with
a wire lead. Over-all dimen+
siong 1,25 in, 1g x 0,875 in,
wide x 0,312 in. high. Re-
sistance at 25¢ C, 760 chms,
*5%.
-_——
. . Approvefl For Relegise 1999/09/08 : C

IA-RDP81 300878r000200040001 -0




EQUIPMENT  (NOMENCLATURE) MP10566 OF SYSTEM 1 SHEET 107  of SHEETS
NAME OF CONTRACTOR The Hapiovwhboahelease JPa0H05 ; PARTS DATA LIST
! 2 3 4 5 & 7 8 - 9
ITEM NO.| COMPLETE DESCRIPTION OF ITEM | CIRCUIT | CONTRACTOR'S| ACTUAL MFG. | MFG. TYPE OR|ITEMS PER RECOMMENDED QUANI JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. |EQUIPMENT PER EQUIZMENT
576 FRAME. MauJde of sheet alumin- MP10581 Ramo- R-W Dwg. |1 Reg. Per
um, Rectangular shape. Ovec- Wooldridge 50403314 Completd
all dimensions 10,63 in. 13 x Lss'y.
§.13 in, wide x 0.125 in, thick,
A ccntered vectangular hole
8.875 in. 1z x 6,375 in, wide,
Six mounting holes 0.188 in, dia.
Blackened.
577. |GASKET. Made from gyntketic - MF10517--—{-Ramo-- R-W Dwz. |1 Req. Per
rubber. Same size and shape Wooldridge| 50403342 Complete
as FRAME (MP10581} Ass'y,
573 ATTENUATOR Assembly. Over- MP10637 Ramo- R-W Dwg. |1 Req. Per
all dimensions 4,662 in, g x 1.3 - Wooldridze| 50403343 omplete
in, wide. Consists of the Ass'y,
following replaceable parts:
579 ATTENUATOR. Rectangular] AT501 MP10562 Polytecanic R-W Dwg. |1 Req. Per
shape. Over-all dimensions R&D 50403315 Ass'y,
4,688 in, 1g x 1,5 in. wide {Modified
x 2 in, high, Four holes per R-W
0,50 in, dia, two holas Dwg. :
0.047 in. dia tapped #0-80 50403315;
NF-28 x 0,250 in. deep,
580 . KEY. Made from steel, MP10523 Ramo- R-W Dwg. |1 Req. Per
Over-all dimensions 0. 062 Wooldridge| 50403310 Ass'y.
in. thick x 0.625 in.-dia. .o
One slot 0.49%9 in. 1g x 0,187
in, wide, two holes 0,070
in, dia countersunk.
Cadmium plated,
Approvegd For RelTse 1999/09/08 : JIA-RDP81 BOOS7E1R000200040001-(




EQUIPMENT  (NOMENCLATURE) MP 10565 OF SYSTEM 1 SHEET 105 OF SHEETS

NAME OF CONTRACTOR The AnprovedforRelease 13990908 ; PARTS DATA LIST

i 2 ] 4 5 IG5 7 8 9

ITEM NO.| COMPLETE DESCRIPTION OF ITEM | CIRCUIT | CONTRACTOR'S| ACTUAL MFG. | MFG. TYPE OR ITEMS PER | RECOMMENDED QUAN, JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. [EQUIPMENT PER EQUIPMENT
581 COAXIAL CABLE Assembly, MPi10:,0 Ramo- R-W Dwg. |l Req. Per
Over-all dimensions §.25 in, 13 Wooldridge| 50403344 Complete |
x 0.562 in, dia. Consists of the Ass'y,

following replaceable parts:

582 CARBLE, Coaxial, Over-all MP62999 American 21-024 1 Req. Per RG-58/U
dimensions 6,75 in. 1g x Phenolic Ass'y, :
0.375 in, dia.

583 TERMINATOR, Coaxial MP53022 Industrial 397s 1 Req. Per
Cable, Over-all dimensions Products Ass'y.
0.50 in, 1g x 0,656 in, wide
% 0.484 in, high. Has hex
nut, 0,212 in. accross
facings, on one end. Term-
inator is mounted on a strarp
having one hole.

584 PLUG, Coaxial. Over-all MP62018 American Series BNC |1 Req. Per UG-88 B/U
dimensions 1,00 in. 1g x Phenolic 31-018 Ass'y, i
0.562 in, dia, Bayonet-
lock plug, =
585 COAXIAL CASBLE Assembly, MPG2382 Ramo- R-W Dwg. |l Req. Per
Over-all dimensions 14,125 in. Wooldridge|] 50403345-1 | Complete
1g x 0, 812 in. wide x 0, 812 in, Ass'y,

high, Consists of the following
replaceable parts:

586 . CABLE, Coaxial. Over-all - MP63023 American 21-001 1 Req. Per RG-5/U

dimensions 10. 50 in. 1g x Phenolic | Ass'y.
0.625 in, dia.

Approvef For Relepse 1999/09/08 : C| A-RDP81800878'1000200040001-0
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EQUIPMENT  (NOMENCLATURE)  MP10546 OF SYSTEM a7 aAAGIAAAAAGAL o SHEET 109 of SHEETS
NAME OF CONTRACTOR _ The Phmo-Wooldrid e Corporation GONTRACT  P.-W Prolect 5021 PARTS DATA LIST
i , 2 3 4 5 6 7 8 9
ITEM NO.| COMPLETE DESCRIPTION OF ITEM| CIRCUIT | CONTRACTOR'S| ACTUAL MFG. | MFG. TYPE OR]ITEMS PER RECOMMENDED QUAN, JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. |EQUIPMENT PZR EQUIPMENT
587 JACK, Coaxial Pauel. Over- J304 MP63024 American Series N 1 Req. Per TG-22 C/U
all dimensions 1.938 in, 1g Phenolic 82-95 Ass'y,
x 0,656 in. {diagorally accrogs (3/Egp't.
flangez),
588 PLUG, Coaxial. Over-all MP52393 American Series N 1 Req. Per UG-21 C/U
dimensions 1. 75 in. lg x Phenolic G2-96 Ass'y,
0, 812 in. dia. {l/Eqp't.)
539 COAXIAL CABLE Assembly, MP62387 Ramo- R-W Dwg. 2 Reg, Per
Over-all dimeusions 7.375 in, 1g Wooldridge| 30403345-2 | Complete
x 0. 812 in. wide x 0, 812 in. high, . Ass'y,
Consists of the following
replaceable parcs:
590 CAZLE, Coaxiai. Over-all MP63023 American 21-001 1 Req. Per RG-5/U0
dimensions 4 in, 1g x Phenclic Ags'y, :
0.625 in. dia,
591 JACK, Panel. Same as J 502 1 Req. Per
J 504, or Ass'y,
J 503
592 PLUG, Coaxial, Over-all MP62023 American Series N 1 Req, Per UG-13 C/U
dimensions 1,50 in, 1g Phenoliz 82-203 - Aas'y,
x 0.75 in, dia, {6/Eqp't.])



lEQUIPMENT (NOMENCLAT URE)

MP10566 OF SYSTEM 1

SHEET 150 OF

‘SHEETS

| NAME OF CONTRACTOR _The ROPho-Wooldsidae Corporanon  CONTRAGT oKW Beatacr 5021 PARTS DATA LIST
I ; 2 3 4 g 6 7 8 9
ITEM NO.| COMPLETF. DESCRIPTION OF ITEM| CIRCUIT | CONTRACTOR'S| ACTUAL MFG. | MFG. TYF¢ OR|1TEMS PER | RECOMMENDED QUAN, JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. |EQUIPMENT| PER EQUIPMENT
593 COAXIAL CABLE Assembly. MP62C1Y Ramo- R-W Dwg. 1 Req. Per
Over-all dimensions 19 ir. lg Wooldridge 50403345-3 | Complete
x 0,75 in. dia. Consists of the Ass'y,
following replaceable parts:
594 CABLE, Coaxial, Over-all MP63023 American 21-031 1 Req. Per RG-5/U
Jdimensions 17,5 in. Ig x Phenolic Ass'y,
0,375 in, dia.
595 PLUG, Coa.ial, Over-all MP62023 American Series N 12 Req. Per UG-18 C/U
dimensions 1. 50 in, 1g x Phenolic 82-203 Ass'ly,
0.75 in, dia.
596 COAXIAL CABLE Assembly. MP62029 Ramo- R-W Dwg. |1 Req, Per, Complete
Over-all diigersions 5.5 in, ig Wooldridge 50403345-4| Ass'y,
x 0,75 in, dia. Consists of the
following replaceable parts:
597 CABLE, Coaxial, Over-all MP43023 American 21-001 1 Req. Fer| RG-5/U
dimensions 4.25 in, Ig x Phenolic : Ass'y,
0,375 in, dia.
598 PLUG, Coaxial. Over-all MP62023 American Series N 1 Req. Per UG-18 C/U
dimensions 1,50 in. 1g x - Phenolic 82-203 Ass'y,
Q.75 in. dia.
' 599 -CONNECTOR, Coaxial, MP62365 ht Req. Per| UG-276/U0
- ’ Ass'y, .
(2/Eqgp™t.)
Approved For Relegse 1999/09/08 : CIr-RDP81B00878T000200040001-0
. -




EQUIPMENT  (NOMENCLATURE) MP10546 OF S7STEM 1 SHEET 1l -of SHEETS

Approved-For Rel 1999/09/08 : CIA-RDP81R00878R000200040001-0
NAME OF CONTRACTOR e ﬁa;.:o-Wooldrid;: Corzoration  CONTRACT R-W Project 2021 PARTS DATA LIST
| 2 3 4 5 6 7 8 9
ITEM NO.{ COMPLETE DESCRIPTION OF ITEM| CIRCUIT { CONTRACTOR'S| ACTUAL MFG. | MFG. TYPE OR|ITEMS PER | RECOMMENDED QUAN. JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. |EQUIPMENT PER EQUIPMENT
500 COAXIAL CA .LE Assemblly, MP62031 Ramo- R-W Dwy. |l Rec, Per Complete
Over-all dimensions 13 in, 1g x Wooldridge 50403345-5] Ass'y,

0.75 in, dia. Consists of the
following replaceable parts:

601 CAULE, Coaxial. Over-all MP63023 American 21-001 1 Req. Per RG-53/T
dimensions 11,5 in, 13 x Phenolic Ass'y.
0.375 in. dia.

602 PLUG, Coaxial, Over-all MP62023 American Series N 1 Req. Per UG-16 C/U
dimensions 1,50 in. 1g x Phenolic $2-203 Ass'y.
0.75 in, dia.
603 CONNECTOR, Coaxial. MP62385 1 Req. Per UG-276/U
Ass'y,

Approved Fpr Release] 1999/09/08 : CIA-TDP81800878R0( 0200040001-0



EQUIPMENT  (NOMENCLATURE) ~ MPL0566 OF SYSTEM 1 SHEET u2 cof SHEETS
HAME OF UONTRACTOR The Rarno-Wooldridss Corporatios  CONTRAGT et 5021 PARTS DATA LIST
i ) 2 3 4 5 6 7 3 9
ITEM NO.} COMPLETE DESCRIPTION OF {TEM | CIRCUIT CONTRACTOR'S| ACTUAL MFG. | MFG. TYPE OR|ITEMS PER | RECOMMENDED QUAN.‘ JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK ND. |EQUIPMENT PER EQUIPMENT
604 VATTENUATOR, Coaxial, 8,25 in ATE03 | MP67503 | Polytezhaic | Type 130D 1
11g x 0,375 in. dia, coaxial con- R and D
|aéctods at éuchedd, 20 decibel )
attenuation, )
- 605 MOTOR, dual-blower, single- BEO1 MP10321 Air Marine | Type BlI0B-40{ 1
.. {phase, 60 cps, 115 vac, Motors
606 _|CAPACITOR, fixed, dual-eiec- |C501A MP33440 | Sprague SE-CE42-200% 3
trolytic, 2.750 ia. lgx1.375ia. | and
dia, 20/20 mfd, 420 vdcw. C501B
607 CAPACITOR, fixed, hermetic~ C503 MP33441 Hopkins HY-THERM 8
‘ ally sealed, 1.125 in. lg x 0,400 1K2104K
in, dia, 0.1 mfd, +10%, 200 vdcw
+125C to -55C oper=ting ‘empera-|
ture,
608 Same as C503 C504
" 407 |Same as €501 C5CEA
' and
. C506B
610 CAPACITOR, fixed, hermetic- C508 MP30067 Hopkins HY-THERM '} 1
‘ ally sealed, 1.125 in. 1g x 0.562 1K4104K
in, dia, 0.1 mfd, +10%, 400 vicw o
+125C to ~535C opeTrating temper-
ature ' .
611 Same as C501 G509 |

Approved

For ReleTe 1999/09/08 : Ci

h-RDP81B00878H

000200040001-0
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EQUIPMENT

(NOMENCLATURE)

MP10566 OF SYSTEM 1

NAME OF CONTRACTOR The RupiovadBesRelgaseJ7ye

SHEET 13 of

SHEETS

PARTS DATA LIST

2

3

8

9

ITEM NO.

COMPLETE DESCRIPTION OF ITEM, CIRCUIT
SYMBOL

CONTRACTOR'S
STOCK NO.

ACTUAL MFG.
OF ITEM

MFG. TYPE OR
STOCK NO.

ITEMS PER
EQUIPMENT

RECOMMENDED QUAN.
PER EQUIPMENT

JAN TYPE

612

613

614

616
617

618

619

CAPACITOR, fixed, paper diel-

- JCAPACITOR, fixed, parer diel-

CAPACITOR, {fixed, electrolytic,
2.75 in. 1g x 1. 375 in, dia, 20 mid,
400 vdcw

Same as C503

CAPACITOR, fixed, paper-diel-
ectric, 6.125 in, lg x 2.062 in.
wide x 1,063 in. thick, 5 mfd,
+10%, 600 vdcw, +85C to -55C |
loperating temperature

ectric, 5.063 in. lg x 4. 750 in.
wide x 2,312 in. thick, 4 mid,
+10%, 2000 vdcw, +85C to -55C
loperating temperature

|Same as C514

ectric, 3,937 in, lg x 4. 750 in.
wide x 2, 312 in, thick, 0.5 mfd,
+ 10%, 1500 vdcw, +85C to -55C
operating temperature

sealed, ‘2,125 in, 1g x 0,750 in,
dia, 1.0 mfd, +10%, 200 vdcw,
+125C to ~-55C operating tempera-
ture : : ' :

Same as C503

Approve

[03:3 59

C512
C513

C516
C517

ICAPACITOR, fixed, hermetically|C518

C519

C514

For Rele3se 1999/09/08 : Cr-RDP81BOOB78T000200040001-0

MP33442

MP33443

MP33444

MP33445.

MP33446

Cornell-
Dubilier

Cornell-
Dubilier

Cornell-
Dubilier

Hopkins

SP-CE31-20Cd

TJH 6050

TJU20040

TJU 15005

HY-THERM
IK2105K

1




EQUIPMENT  (NOMENCLATURE) MP10566 OF SYSTEM 1 SHEET 14 oOF .SHEETS
NAME OF CONTRACTOR The RABRECWISRIREIRAEP2 X S78RA00Z0A0N0%: 05021 PARTS DATA LIST
I ’ 2 3 4 5 3 7 8 9
ITEM NO.] COMPLETE DESCRIPTION OF ITEM | CIRCUIT [ CONTRACTOR'S| ACTUAL MFG. | MFG. TYPE OR|ITEMS PER | RECOMMENDED QUAN, JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. |EQUIPMENT| PER EQUIPMENT
620 . |Same as 518 cs2t
621 - |CAPAGITOR, fixed, paper diel- | C522 MP33447 | Cormell- TIU 100207 1
ectric, 4.875 in. Ig x 2,625 in. Dubilier
wide, x 1,125 in. thick, 2 mfd,
+10%, 1000 vdcw, +85C to -55C
operating temperature
622 |same as C503 c523
623 _|Same as C503 C524
624 Same as C503 ‘cs26
625 Same as C503 c527
626 CAPACJITOR, {ixed, sub-minia~ C528 MP33448 Sprague 96 P10404S2 1
ture, paper dielectric, 1.375 in.
g x 0,400 in, dia, 0.1mfd, + 20%,
400 vdcw, tc 85C operating tem-
perature
627  |CAPACITOR, fixed, hermetic- | G601 MP33449 Hopkins HY-THERM| 4
ally sealed, 0,750 in., 1g x 0,235 1K6102K
in, dia, 0,001 rafd, + 10%, 600
vdew, +125C to ~55C operating
temperature
628 . |CAPACITOR, fixed, electrolytic,| €602 MP33450 Sprague SP-CE31-200Q) 1
. 2,75 in. 1g x 1,375 in, dia, 20 :
mfd, 400 vdew
629 : |SAFACITOR, fixed, silver mica, C603 MP38957 El Menco CM=-19-102 2

]0.688 in. 1g x 0.438 in, wide x

0,219 in. thick, 0.001 mifd, * 5%
500 vdcew. Approve

For Reledse 1999/09/08 : CIr-RDP81 B00878T000200040001-0 '




EQUIPMENT  (NOMENCLATURE) MP10566 OF SYSTEM 1 SHEET 15 oF SHEETS
NAME OF CONTRACTOR _ The RER[YRJRHFRISISE IFIUTINE PARTS DATA LIST
| ) 2 3 4 5 6 7 8 9
{TEM NO.| COMPLETE DESCRIPTION OF ITEM | CIRCUIT | CONTRACTOR'S| ACTUAL MFG. | MFG. TYPE OR|ITEMS PER | RECOMMENDED QUAN.‘ JAN TYPE
. . | SYMBOL{ STOCK NO. OF ITEM STOCK NO. |EQUIPMENT PER EQUIFMENT I
630 CAPACI;I‘OR, fixed, silver mica,| C604 MP30063 El Menco CM-23-202 3
. 0.781 in. 1g x 0,438 in, wide x ’
0,219 in. thick, 0.002 mfd, + 5%, ’
500 vdew %
631 CAPAZITOR, fixed, silver mica,| C606 MP30032 El Menco CM-30-302 2
0.812 in. 1g x 0. 812 in, wide x .
0,156 in. thick, 0.003 infd, + 5%,
500 vdcw =
632 CAPACITOR, fixed, silver mica,| CA07T MP30037 El Menco CM-30-622 2
0,812 in. lg x 0.812 in, wide x
0.156 in, thick, 0.0062 mfd, + 5%
500 vdew
633 CAPACITOR, fixed, silver mica,| C608 MP30050 El lMenco CM-35-912 2
0,812 in, 1g x 0,812 in. wide x P
0,344 in. thick, 0,.0091 mfd, + 5%
300 vdcw -
634 ' |Same as G663 C609
635 [Same as C604 cén
636 |Same as C406 Ccél2
637 |Same as C607 cél3
638 |Same as C608 - G614
639 CAPACITOR, fixed, hermetic- Ccélé MP30067 . Hopkins HY-THERM 1
: ally sealed, 1,125 in. lg x 0.562 -] 1K4104K
in. dia;, 0.10 mfd, ilO%. 400 :
vdcw, +125C to -55C operating
temperature ) ) »
Approved For Reled 000200040001-0 \

jse 1999/09/08 : CIr\-RDPB_‘I B00878




EQUIPMENT  (NOMENCLATURE) MP10366 OF SYSTEM 1 SHEET U6 = oF SHEETS
NAME OF CONTRACTOR The Kahho~Woofdridse VIR TW Broject 5021 PARTS DATA LIST
! ’ 2 3 4 5 6 7 3 9
ITEM NO.{ COMPLETE DESCRIPTION OF ITEM| CIRCUIT [ CONTRACTOR'S| ACTUAL MFG. | MFG. TYPE OR|ITEMS PER | RECOMIMENDED QUAN. JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. |EQUIPMENT| PER EQUIPMENT
640  |CAPACITOR, fixed, hevmetically] G617 MP33451 Hopkins HY-THERM 1
sealed, 2.125 in, 13 x 0,750 in, 1K2108K
dia, 1.0 mfd, + 10%, 200 vdcw, .
+125C to -55C operating tempera-
ture
64  |CAPACITOR, fixed, hermetically] C618 MP30023 Hopkins HY-THERM| 2
sealed, 0.875 in, 1g x 0.400 in. 1K4223K
dia, 0,022 mfd, +10%, 400 vdcw,
+125C to -55C operating temper-
ature
642 |CAPACITOR, fixed, miniature Cc619 MP30038 Cornell- CD-BBR-50-6| 1
electrolytic, 1.063 in. 1g x 0.375 Dubilier
in, dia, 50 mfd, 6 vdcw
643 |CAPACITOR, fixed, silver mica,| C621 MP30026 El Menco CM-15-200 2
. {0.281in, lg x 0.500 in. wide x
0,188 in. tnick, 20 mmf, + 5%,
500 vdcw
644 |CAPACITOR, fixed, miniature cé22 MP30924 Cornell- CD-BBR-10-23 -1
electrolytic, 1.063 in, lg x 0,375 Dubilier :
in, dia, 10 mfd, 25 vdcw
645 |CAPACITOR, fixed, flat disc C623 MP30041 Erie 817-.02 L
ceramic, 0.594 in, dia, 0.02 :
mfd, 600 vdcw :
646 |Same as C618 - Cb24
For Releaser1 999/09/08 : Cl

) Approved

\-RDP81 5008781000200040001 -0




EQUIPMENT (NOMENCLATURE) MP10566 OF SYSTEM 1 SHEET U7 of SHEETS
NAME OF CONTRACTOR _The RERIGVGHJRERRICAE ITTYIINE oA BBy 021 PARTS DATA LIST
§ 2 3 4 5 6 7 8 g
ITEM NO.[ COMPLETE DESCRIPTION OF ITEM | CIRCUIT [ CONTRACTOR'S; ACTUAL MFG. | MFG. TYPE OR|ITEMS PER | RECOMMENDED QUAN, JAN TYPE
SYMBOL| STOCK NO. | OF ITEM STOCK NO. |EQUIPMENT| PER EQUIPMENT
047 CAPACITOR, fixed, silver mica, | C626 MP33452 El Menco CM-20-821 1
0.781l in, 1lg x 0.438 in, wide x
0,219 in, thick, 827 mmf, + 5%,
500 vdcw -
643 Same as C601 c627
649 CAPACITOR, fixed, silver mica, | C628 MP33453 El Menco CM-20-561 1
0.78l in. 1g x 0,438 in, wide x
0.219 in. thick, 560 mmf, + 5%,
500 vdcw -
650 CAPACITOR, fixed, silver mica, | C629 MP33454 El Mencc CM-20-151 1
0.781 in, 1g x 0.438 in, wide x
0.219 in, thick, 150 mmf, + 5%,
500 vdcw -
651 Same as C601 C631
65z CAPACITOR, fixed, silver mica,| C632 MP33455 El Ménco CM-15-500 1
0.500 in. 1g x 0.28l in. wide x
0,188 in. thick, 50 mmf, + 5%,
500 vdcw -
653 Same as C621 C633
654 Same as C601 C634
655  |CAPACITOR, fixed, silver mica, | C636 - MP30060 El Menco CM-15-300 1
0.500 in, 1g x 0.281 in. wide x
0,188 in, thick, 30 mmf, + 5%,
500 vdcw ’ -
656 Same as C604 C637
Approvedl For Reles -

kse 1999/09/08 : Clr-RDP81 B00878|

il000200040001 -0




EQUIPMENT (NOMENCLATURE) MP 10566 OF SYSTEM 1 SHEET 18 OF SHEETS
NAME OF CONTRACTOR  The/Rafioyewi R SVHRIH WrbPdydce 5021 PARTS DATA LIST
| 2 3 4 5 6 7 8 9
ITEM NO.{ COMPLETE DESCRIPTION OF ITEM| CIRCUIT | CONTRACTOR S| ACTUAL MFG. | MFG. TYPE OR|ITEMS PER RECOMMENDED QUAN. JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. |EQUIPMENT| PER EQUIPMENT
657 CAPACGITOR, fixed, plastic film | G633 MP33961 Plastic OF30-503 1
dielectric, 2,25 in, 1gx 0.75 Capacitor
in. dia, 0,375 in. lg, §-32
threaded connecting studs at each
end, 0,05 mfd, 3000 vdcw
658 DIODE, silicon junction, 0.265 CR501 MP55018 Transitron IN 34A 13
in, 1g x 0,125 in. dia, l.25-in. - through {except 505,
Ig axial lead at each .end.. CR513 | 510)
659 DIODE, silicon junctiou, 0.265 CR514 MP55020 Hughes ’ 6003 5
in, Ig x 0.105 in. dia, 1.125 in. |through (except 515)
lg axial lead at each end. CR518
660 DIODE, germanium, 0.265 in, CR601 MP55010 Hughes mi99 2
1g.x 0,105 ta, dia
661 Same-as CR 601 CR602
662 LAMP ASSEMBLY, dial, screw-| DS501 MP59114 Dialight #81410-112 1
in cap, green convex lems, two
soldering lugs.
663 FUSE, 1.25 in. 1g x 0.25 in. F501 MP57005 Littelfuse Slo-Blo 2
dia, 3 amp, 125 volt #313003
664 Same as F501 F502
Approvedl For Relegse 1999/09/08 : Cr-RDP8180087811000200040001-0
o




EQUIPMENT  (NOMENCLATURE) MP10566 OF SYSTEM 1 onanAna4 O SHEET 19 of SHEETS
NAME OF CONTRACTOR The KMo ®) ge Corporation . CONTRACT  R-W Project 5021 PARTS DATA LIST
| ) 2 3 4 5 3 7 8 9
ITEM NC.I COMPLETE DESCRIPTION OF ITEM CIRCUIT | CONTKACTOR'S ACTUAL MFG. | MFG. TYPE OR|ITEMS PER | RECOMMENDED QUAN, JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. |EQUIPMENT PER EQUIPMENT
665 JACK, power, non-polarized, Js01 * MP62027 American #61IM10 1
. male receptacic 15 amp. ) Phenalic
666 JACK, ccaxial, 1,‘031 in. 1g with | J601 MP62032 American Series BNC 2 UG-290/U
D.688 in. sq, flange, four 3-56 Phenolic 31-003
thread mounting holes.
666A Bame as J601 J602
667 RELAY, thermal, time delay, K501 MP68005 Amperite 6N06OT 1
2.50 in, 1g {(less pins) x 0, 875 in.
dia, 9-pin miniature base.
668 IRELAY, electro-magnetic, 4 K502 MP68012 Leach 2124MX 1
pole, sinile throw,: 115.vag, 60
cps coil,
669 COIL, choke, salencid wound case| 1.501 MP40017 Triad HSM 307 2
3.875 in. 1g x 3.562 in. wide x ’
B.125 in, thick, four 0,375 in,
g, 8-32 thread mounting studs,
15 henries, 120 ma ’
1670 Bame as L501 L502
671 COIL, r-f choke, solenoid wound |L503 MP40006 Jeffers 10404-40 4
15/16 in. lg x 9/32 in. dia, 68
microhenries, 750 milliamnp ’ A
Approved For Reledse 1999/09/08 : CIr-RDP815008787000200040001-0 /




EQUIPMENT

(NOMENCLATURE)

NAME OF CONTRACTOR The RAPREOREIRE

MP10566 OF SYSTEM 1

SHEET 120

OF

SHEETS

PARTS DATA LIST

[ 2 3 4 5 6 7 8 9
ITEM NO.} COMPLETE DESCRIPTION OF ITEM | CIRCUIT | CONTRACTOR'S| ACTUAL MFG. MFG. TYPE OR|ITEMS PER | RECOMMENDED QUAN. JAN TYPE
. SYMBOL| STOCK NO. OF ITEM STOCK NO. |EQUIPMENT PER EQUIPMENT
672 Same as L503 L504
C 673 Same as L503 L506

674 Same as L503 L507

675 COIL, choke, 1 millihenry 75 ma| L4501 MP40023 National 150 2

676 Same as L.601 L602

677 |COIL, choke, variable, mounted | L603 MP40026 Miller 4413 1 )
on 1,063 in. 1g x 0,375 in. dia
form, 750 to 1400 microhznry
range,

678 METER, over-all dimensions M501 MP66501 Roller~ Model TDGR| 1
3.£0 in, dia x 2,50 in, 1g, 200 Smith
microamp movement, Scale
meodified to read R.F. WATTS,

679 RESISTOR, fixed, composition R501 MP20375 Allen- HB 14 RC 4IGF 474
470, 000 ochms, _tS%, 2 watt, Bradley .

680 Same as R501 R502

681 Same as R501 R503

682 Same as R501 R504

. Approved For(%el se 1999/09/08 : CJA-RDP81B00878R000200040001-G
683 Same as R501 RS



EQUIPMENT  (NOMENCLATURE) MP10566 OF SYSTEM 1 SHEET 121 oF SHEETS

NAME OF CONTRACTOR The RAWOHR R-W Projest 5021 PARTS ODATA LIST
| 2 3 4 5 6 7 8 9
ITEM NO.| COMPLETE DESCRIFTION OF ITEM | CIRCUIT [ CONTRACTOR'S| ACTUAL MFG. | MFG. TYPE OR|ITEMS PER | RECOMMENDED QUAN. JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. [EQUIPMENT PER EQUIPMENT

684 iISame as R501 R507

685 [Same as R501 R508

686 iSame as R501 R509

087 . RESISTOR, fixed composition, R511 MPZ0015 Allen- HB 9 RC41GF 511 T
510 ohms, + 5%, 2 watt bradley

688 RESISTOR, fixed wirewouad, R512 MP20050 Sprague Koolohm 2
2500 ochms, + 5%, 25 watt . N N 25 NIT

689 IRESISTOR, fixed, wirewound R513 MP20056 Sprague Koolohm 2
7500 ohms, + 5%, 5 watt. 5KT

690 [RESISTOR, fixed, composition, R514 MP20320 Allen- EB 3 RC20GF 1547
150, 000 ohms, + 5%, 1/2 watt Bradley

691 ISame as R514 R516

692  [Same as R501 : R517

693 ame as R501 "R518

694 [RESISTOR, fixed, composition, R519. | MP20192 Allen- GB 1 RC 0GF 101 T
100 ohm, +5%, 1 watt : S Bradley

Approved For Reledse 1999/09/08 : C|r\-RDPs1Boos78Tooozooo4ooo1:b :




OF

EQUIPMENT  (NOMENCLATURE) MP10566 OF SYSTEM 1 SHEET 122 SHEETS
NAME OF CONTRACTOR The RAPRI MRS O REIEase T Ol P R o R 2000 0 021 PARTS DATA LiST
] o 2 3 4 5 (S 7 8 9
ITEM NO.| COMPLETE DESCRIPTION OF ITEM | CIRCUIT |CONTRACTOR'S ACTUAL MFG. | MFG. TYPE OR|ITEMS PER | RECOMMENDED QUAN, JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. EQUIPMENT PER EQUIPMENT
695 |Same as R511 R521 '
596 Same as R511 R322
697 RESISTOR, fixed, composition, R523 MP20296 Allen- EB G RC 20 GF 104 J
100, 000 ohms, + 5%, 1/2 watt bradiey
698 Same as R512 R524
699 RESISTOR, variable, wirewound,| R526 MP20007- Ohmite AB 1
1000 ohms, 2 watt CU 1n21
700 RESISTOR, fixed, composition, R527 MP20230 Allen~ E3 1 RC 20 GF 330 J
33 onm, + 5%, 1/2 watt Sradley
701 Same as R51l R528
702 Samec as R311 R529
703 RESISTOR, fixed, composition, R531 MP20240 Allen- GB 1 RC30GF1337J
13, 000 obms, + 5%, 1 watt Bradley
704 RESISTOR, fixed, composition, R332 MP20321 Allen- GB 1 RC 30 GF 5127
5,100 ohms, + £%, lwatt } Bradley '
705 Same as R311 ~R533
Approved For Release 1999/09/08 : Cr-RDPM800878'!000200040001-0 /




EQUIPMENT  (NOMENCLATURE) MP10566 OF SYSTEM SHEET 123 OF SHEETS
— App d-EorRel 1999/09/08 ; 0002000400010
NAME OF CONTRACTOR <he Ramo-Wooldridze Corgoration CONTRACT R-W Project 5021 PARTS DATA LIST
| 2 3 4 5 6 7 8 S
ITEM NO.| COMPLETE DESCRIPTION OF ITEM | CIRCUIT | CONTRACTOR'S| ACTUAL MFG. | MFG. TYPE OR|ITEMS PER | RECOMMENDED QUAN, JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. |EQUIPMENT PER EQUIPMENT
706 Same as R511 R534
707 RESISTOR, fixed, wirewound, R536 MP20049 Sprague Koolohm 1
10, 000 ohms, + 5%, 5 watt “16.KT
708 Same as R511 R537
709 RESISTOR, fixed, composition, R538 MP20016 Allen- E3 1 RC 41 GF 205 ]
2 megohms, + 5%, 2 watt Bradley
710 Same as R511 R539
m RESiSTOR, fixed, composition, R541 MP20017 Allen- HB 1 RC 41 GF 125 J
1.2 megohms, + 5%, 2 watt Bradley
712 RESISTOR, variable, wirewound,| R542 MP20057 Ohmite Type AB 5
100, 000 ohms, 2 watt (modified per| CU 1041
IR-W Dwg.
50403329-3)
713 Same as R523 R543
714 RESISTOR, fixed, composition, R544 MP20020 Allen- HB 1 RC 41 GF 6823
6, 800 ohms, + 5%, 2 watt " Dradley :
715 RESISTOR, fixed, wirewound, R546 MP20018 Sprague Koolohm 1
35, 000 ohms, 50 watt 0419
Approved for Releasg 1999/09/08 : CIA{RDP81B00878R000200040001-0




EQUIPMENT

(NOMENCLATURE)

NAME OF CONTRACTOR The RABRSOWISIALTAR?

MP10566 OF SYSTEM1

SHEET 1u4 OF

SHEETS

PARTS DATA LIST

2

3

4 5 3] 7 8 9
ITEM NO.| COMPLETE DESCRIPTION OF ITEM | CIRCUIT | CCNTRACTOR'S| ACTUAL MFG. | MFG. TYPE OR! ITEMS PER | RECOMMENDED QUAN. JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. [EQUIPMENT PER EQUIPMENT

716 RESISTOR,. fixed, wirewound, R547 MP20022 Sprague Koclchm 1

4,000 ohms, 5 watt KT5
717 RESISTOR, variable, 5,000 R548 MP20008 Ohnmite Type AR 1

ohms, 2 watt modified per CLU 5021

R-W Dwg.
50403329-1)

78’ RESISTOR, fixed, composition, R549 MP20019 Allen - HB 1 RC 41GF 502 J

5,000 ohms, + 5%, 2 watt Zradley
719 RESISTOR, fixed, wirewound, R551 MP20033 Sprague Koolohm 1

6, 000 chms, 10 watt 10KT
720 RESISTOR, variable, 10,000 R552 MP20032 Ohmite Type AB 1

ohms, 2 watt (tnodified per | CLU 1031

R-W Dwg.
5040 3329 -2)
pi | Same as R514 R553
722 Same as R523 R554
723 Samre as k523 R556
724 Same as R542 R557
725 Same as R542 R558
Approved For Releake 1999/09/08 : CIA-RDP81B00878R000200040001-0

—




EQUIPMENT {NOMENCLATURE) MPI10566 OF SYSTEM 1 SHEET 125 OF SHEETS
NAME OF CONTRACTOR The Ra&pprevVeddidrRblea€m +990/A9708 : CIe—BP‘I?ﬁEeQSTSMMW-BOZI PARTS DATA L|$T_
I ’ 2 3 4 5 6 7 8 9
ITEM NO.| COMPLETE DESCRIPTION OF ITEM| CIRCUIT | CCNTRACTOR'S| ACTUAL MFG. | MFG. TYPE OR|ITEMS PER | RECOMMENDED QUAN, JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. JEQUIPMENT PER EQUIPMENT

726>' RESISTOR, fixed. composition, R559 MP2C218 Allen- EB 1 PC 20 GF 432 J
: 4, 300 ohms, + 5%, 1/2 vatt : Bradley

727 Same as R542 RE61 -

728 Same as R542 R562

729 |Same as R513 R563

730 " iSame as R523 R564 -

731 |Samn as R523 R566

732 Same as R501 R567

733 Same as K501 R568

734 © [Same as R501 R569

735  [Same as R501 R571

%36 HESISTOR, fixed, wirewound, R572 MP20065 Cinema R-L1E 3

200 ckms, + 1%, 1/2 watt .
737 - |Same as R5T2 R573
738 Same &8s R572 R574
’ ) Approved For Relegse 1999/09/08 : CKA-RDP81 B00878'R000200040001-0\




EQUIPMENT (NOMENCLATURE) MP10566 OF SYSTEM 1 SHEET 126 oOF SHEETS
NAME OF CONTRACTOR -he RepevefidnaRaleaselIoN0YE: PRI Sozl PARTS DATA LIST
| 2 3 4 5 6 7 8 9
ITEM NO.| COMPLETE DESCRIPTION OF ITEM| CIRCUIT CONTRACTOR'S| ACTUAL MFG. | MFG. TYPE OR|ITEMS PER | RECOMMENDED QUAN, JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. |EQUIPMENT PER EQUIPMENT
739 RESISTOR, fixed, wirewound, R576 MP20062 4 Iycor Type 507A 3
800 ohms, + 1%, 1/2 watt
740 Same asR576 R577
741 Same as R576 R578
742 RESISTOR, fixed, wirewound, R579 MP20034 Cinema R-11E 1
150 ohms, + 1%, 1/2 watt
743 RESISTOR, fixed, wirewound, R531 MP20042 Cinema R-11E 1
3000 ohms, + 1%, 1/2 watt
744 RESISTOR, fixed, wirewound, R601 MP20055 Cinema R-UIE 2
50, 000 ohms, + 5%, 1/2 watt
745 RESISTOR, fixed, composition, R602 MP20334 | Allen- ES 1 RC20GF561J
560 ohms, + 5%, 1/2 watt Dradley
746 Same as R601 R603
747 RESISTOR, fixed, composition, R604 MP20254 | Allen- E3 1 RC20GF632T
6300 ohms, + 5%, 1/2 watt Sradley
748 RESISTOR, fixed, composition, R606 MP20218 Allen- ES 2 RC20GF4327
4300 ohms, + 5%, 1/2 watt Dradley
749 RESISTOR, fixed, composition, R607 MP20175 Allen- E3 1 RC20GF514J
510, 000 ohms, + 5%, 1/2 watt Sradley .
750 RESISTOR, fixed, cémposition, R608 MP20123 Allen- EB 1 RC20GF2427
2400 ohms, + 5%, 1/2 watt Sradley
Approvdd For RelTse 1999/09/08 : G A-RDP81 B0087T000200040001-0




EQUIPMENT .

(NOMENCLATURE)

NAME OF CONTRACTOR

MP10365 OF SYSTEM 1
i'he A’Pg.rr?é(g%%ﬁ ; ;

SHEET

127

OF

SHEETS

PARTS DATA LIST

I

2

7 8 9
ITEM NO.| COMPLETE DESCRIPTION OF ITEM| CIRCUIT CONTRACTOR'S| ACTUAL MFG. | MFG. TYPE OR|ITEMS PER | RECOMMENDED QUAN, JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. |EQUIPMENT PER EQUIPMENT

751 RESISTOR, fixed, composition, RG0S MP20151 Allen- ES 1 RC20GT181S
180 ohms, + 5%, 1/2 watt Zradley

752 RESISTOR, fixed, composition, R611 MP20168 Allen- E3 3 RC20GF2447
240,000 ohms, + 5%, 1/2 watt Sradley )

753 RESISTOR, fixed, composition, R612 MP20130 Allen- EB 1 RC20GF106J
10 megohms, + 5%, 1/2 watt Sradley

754 RESISTOR, fixed, composition, R613 MP20296 | Allen~ E3 4 RC20GF1047
100, 000 ohms, + 5%, 1/2 watt Sradley

755 RESISTOR, fiied, composition, R614 MP2012 Allen- ED 1 RC20GF391T
390 ohms, + 5%, 1/2 watt Sradley

756 . RESISTOR, fixed, composition, R616 MP20380 | Allen- E> 1 RC20GF 7537
75,000 ohms, + 5%, 1/2 watt Bradley

757 Same as R611 R617

758 RESISTOR, fixed, composition, R618 MP20325 | Allen- EB 1 RC20GF273J
27,000 ohms, + 5%, 1/2 watt Sradley -

759 RESISTOR, fixed, composition, R619 MP20238 | Allen- ED 1 RC20GF204T
200, 000 ohms, + 5%, 1/2 watt Zradley

760 Same as R613 R621

761 RESISTOR, fixed, composition, RG22 MP20172 Allen- EB 1 RC20GF 3047
300, 000 ohms, + 5%, 1/2 watt Sradley

762 RESISTOR, fixed, composition, R623 MP20119 ‘A]_len- EB N RC20GF1527
1500 ohms, + 5%, 1/2 watt Bradley

Approvdd For Reliasey1999/09/08 : GIA-RDP81B00878R000200040001-( /




EQUIPMENT (NOMENCLATURE) MP10556 OF SYSTEM 1

NAME OF CONTRACTOR

SHEET 1122 oF

SHEETS

PARTS DATA LIST

~he Anptayed Bor Relaased 99305108, LA R AR AT SRPURPaI2000T:0 57

I 2 3 4 5 6 7 8 ]
ITEM NO.| COMPLETE DESCRIPTION OF ITEM| CIRCUIT CONTRACTOR’S ACTUAL MFG. | MFG. TYPE OR|ITEMS PER | RECOMMENDED QUAN. JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. |EQUIPMENT PER EQUIPMENT

763 Same as R613 R624

764 RESISTOR, fixed, composition, R626 MP20133 Allen- E3 1 RC20GF 3027
3000 ohms, + 5%, 1/2 watt Sradley

765 RESISTOR, fixed, composition, RO627 MP20367 |[Allen- E= 1 RC2CGF2037
20, 000 ohms, + 5%, 1/2 watt Zradley

766 RESISTOR, fixed, composition, R628 MP20116 Allen- E3 1 RCZO0GF512J7
5100 ohms, + 5%, 1/2 watt Sradley

767 Same as R623 R629

768 Same as R606 R631

769 RESISTOR, variable, wire- R632 ‘MP20052 -.ORmite Type AC 1
wound, 25,000 ohms, 2 watt CLU-2531

770 RESISTOR, fixed, composition, R633 MP20027 |Allen- H3 1 RC41GF2037
20, 000 ohms, + 5%, 2 watt Sradley

771 Same as R613 R634

772 RESISTOR, fixed, composition, R636 MP20253 | Allen- G3 1 RC30GF622T
6200 ohms, + 5%, 1 watt Sradley

773 Same as R611 R637

774 | RESISTOR, fixed, composition, | R638 MP20114 | Allen- E3 1 RC20GF680T
68 ohms, + 5%, 1/2 watt Dradley

Approvdd For ReITse 1999/09/08 : AA-RDP81 BOOS7+000200040001-(
-




EQUIPMENT  (NOMENCLATURE) MPi0564 OF SYSTEM 1 SHEET 1% oF SHEETS
NAME OF CONTRACTOR “he Rpprawed BorReléaee1898/0880-CIA ROREIRUE7BRUI0Z00GAN00TD ~— o PARTS DATA LIST
| 2 3 4 5 6 7 8 S
ITEM NO.;| COMPLETE DESCRIPTION OF ITEM| CIRCUIT [CONTRACTOR'S ACTUAL MFG. | MFG. TYPE OR|!TEMS PER | RECOMMENDED QUAN. JAN TYPE
SYMBOL|[ STOCK NO. OF ITEM STOCK NO. |EQUIPMENT PER EQUIPMENT

175 LAMP, ballast, candelabra base| RTH01 MP55110 General 1

6 watt, 125 ,volt Electric
776 SWITC:, toggle, double pole, 5501 MP60009 J. . T, ST-52K 1

single throw, 15 amp, 125 volts Instrument
777 SWITCI Assembly, rotary, S507A™( MP60013 Centralab Switch Assly. 2

shorting, = 3 pole, .., 3 position, (Modified Per P-170

60° indexing R-W Dwg. Indexing

50403355) Assy.

77% Sazir:e as S502 S503AB
779 SWITCH Assembly, rotary, [SCOLAB MP50017 Centralab PA-2 1

shorting, 2 section, 2 pole, 5 (Modified Per|S..itch Ass'y.

position, 3u° indexing R-W Dwg. |° PA-300

50403354) [Indexing Ass'y
7C0 TRANSFORMER, sower T 501 MP53015 Rayco 1950 1
[ TRANSFORMER, power, T502 MP58013 Rayco 1961 1
782 ELECTRON TUBE V501 MP47323 RCA OA2 5
743 Same as V501 V502
704 ELECTRON TUBE V503 MP47324 RCA OB2 4
Approved For Relegse 1999/09/08 : CIA-RDP81B00878R000200040001-0 —




EQUIPMENT  (NOMENCLATURE) MP10556 OF SYSTEM 1 SHEET :30 oF SHEETS

40001-0-

NAME OF CONTRACTOR e RPRIQVATOIReRase IovI0mos : CirROr1B00676R000200 Pro ezt 021 PARTS DATA LIST
] 2 3 4 5 6 7 8 9
ITEM NO.| COMPLETE DESCRIPTION OF ITEM| CIRCUIT CONTRACTOR’S ACTUAL MFG. | MFG. TYPE OR|ITEMS PER RECOMMENDED QUAN, JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. |EQUIPMENT PER EQUIPMENT

785- Sarmre as V503 V504

786 ELECTRON TUBE V50-6 MP47330 RCA 8§36 2

787 Same as V506 ) V507

788 ELECTRON TUBE . VSOS MP47341 RCA 829-B 1

759 ELECTRON TUBE V509 MP47338 RCA 6537 1

790 Same as V501 V511

791 ELECTRON TUBE V512 MP47334 RCA 5R4GY 1

792 Same as V501 V513

793 Same as V501 V514

794 Same as V503 V516

792 Same as V503 V517

795 ELECTRON TUBE . V518 MPARNN4 Spozzy 21125 1

797 ELECTRON TUBE V519 MP45005 Sperry (Mod- 2K41 1

ified Per R-W
Dwg. 50403311
798 ELECTRON TUBE V601 MP45022 RCA 5654 ‘ 2
Approved For Reléasé.1999109108 : C|A-RDP81B00878R000200040001-0 /




EQUIPMENT

(NOMENCLATURE)

MP:i0Z55 OF SYSTEM 1

SHEET 131 oF SHEETS
NAME OF CONTRACTOR ‘iae Rppnovéﬂfs’r;&elegsw?@ﬁq_sdﬁlkeewRWROOO:ﬂQ%OgQI]ESe:t S0 PARTS DATA LIST
I 2 3 4 5 6 7 8 ]
ITEM NO.| COMPLETE DESCRIPTION OF ITEM| CIRCUIT | CONTRACTOR'S ACTUAL MFG. | MFG. TYPE OR|ITEMS PER | RECOMMENDED QUAN. JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. [EQUIPMENT| PER EQUIPMcNT
799 Same as V3iul véo2 .
500 ELECTRON TUBE V503 MP45015 RCA U8 1
501 ELECTRON TUBE V604 MP45032 RCA 2D21 1
oon ELECTRON TUBE V506 MP45024 RCA 5670 1
503 SOCKET, electron tube, 9-pin XV501 MP47332 Elco TS102C01 10
504 Same as XV501 XV502
805 Samez as XV501 XV503
305 Same as XV501 XV504
307 SOCKET, electron tube, 4-pin XV506 MP47335 | American 148-01 2
Ceramic
5035 Same as XV506 XV507
809 SOCKET, electron tube XV508 MP47342 | E.F.Johnson 122-101 1
310" "' SOCKET, :zlectron tube, 8-pin XV509 MP47345 Elco TS101CO2 3
811 Same as XV501 Xvsl
812 Same as XV509 XV512
Approved For Relegdse 1999/09/08 : CIA-RDP81B00878R000200040001-0
a—




EQUIPMENT (NOMENCLATURE) MPI10355 OF ST7STEM 1 SHEET 13z oF SHEETS
NAME OF CONTRACTOR e MMWE@EM&Q@G%%%’Q?@QéglA'BeﬁsﬁﬁﬁWSRo%z%"@%%kgt 5021 PARTS DATA LIST
| 2 3 4 5 6 7 8 9
ITEMNO.f COMPLETE DESCRIPTION OF ITEM/| CIRCUIT | CONTRACTOR'S| AcTUAL MFG. | MFG. TYPE OR|ITEMS PER | RECOMMENDED QUAN. JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. |EQUIPMENT| PER EQUIPMENT -
o13 Same as XV3i01 XV513
(14 Same as XV301 XV514
515 Samz as XV501 XV516
16 Same as XV501 XV517
o17 Same as XV509 XV515
clo Same as XV501 XV519
o19 SOCKET, elzctron tube, 7-pin XVE01 MP47347 Elco T8102C01 3
5o Same as XV501 XV602
521 SOCKEY, clectron tube, $-pin XV603 ‘MP47332 Elco TS103C01 2
22 Same as XV601 XV604
223 Same as XV4603 XV605
$23A | METER, fresuency, micremater| M503 MP66504 |Microwave MA-547 1 Req, Per
dial, two type UG-23/U connec- Associates Ass'y.
tors, 2.4 - 4.0 kmc freguency
rangze
&235 | METER, frequency, direct read{ M504 MP66508 |F-R Machine X410A 1 Req. Per
iny, type UG-39/U flange, type Ass'y.
RG-52/U waveguide, 3.20 to i
12.40 kmc frequeacy range
Approvedl For Relegse 1999/09/08 : CIA-RDP81B00878R000200040001-0 —




EQUIPMENT (NOMENCLATURE) MP10565 OF SYSTEM 1 SHEET 133 oF SHEETS
NAME OF CONTRACTOR -3¢ Rgproved ForRsiégse(1999/6988 5 CIARONG R AL SRR BIYTET; 7571 PARTS DATA LIST
| 2 3 4 5 6 7 8 9
ITEM NO.| COMPLETE DESCRIPTION OF ITEM | CIRCUIT [CONTRACTOR'S| ACTUAL MFG. ] MFG. TYPE OR| ITEMS PER RECOMMENDED QUAN, JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. |EQUIPMENT| PER EQUIPMENT
524 OSCILLOSCOPE, Cathode-Ray. MP68320 | Tektronix Model 310 1 Req. Per
Rezctangular case, Over-all Complete
dimensions 17 in. 13z x 6,75 in. Ass'y,

wide x 10 in. high. Has a 3,00
in, dia screen and controls mou-|
mounted on front panel. Power
requirements 105-125 volts,
Zlue perforated case.

Approvefl For Rele§

hse 1999/09/08 : CIA-RDP81B00878H

R000200040001-0




EQUIFMENT (NOMENCLATURE) RE-RECORD EQUIPMENT SHEET 134 oF SHEETS
NAME OF CONTRACTOR -2 RpproveWBot Reldase 08390908 o CTA-RORE R A ERURTATO BN Z021 PARTS DATA LIST
| 2 i 3 4 5 6 7 8 S
ITEMNO.{ COMPLETE DESCRIPTION OF ITEM | CIRCUIT [CONTRACTOR'S| ACTUAL MFG. | MFG. TYPE OR|ITEMS PER | RECOMMENDED QUAN, JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. [EQUIPMENT PER EQUIPMENT
25> |GROUND-.ASED RE-RECORD Ampex (ModH
EQUIPMETT, A group of units ified by Ramd-
and interconnectinz cables assems Wooldridge)
bled as shown in fizure 1-4 and
figure 1-24 of System 1 instruc-
tion guide (MP10010). The com-
plete eguipment includes the fol-
lowing replaceable parts and
assemblies:
626 MP1021l, COMPLETE ASSEM™ LY] MP1031 Ampex (Mod- 1
OF RECORD-AI'D-PLATI ACK ified by Ramof
AMPLIFIERS AI'D MOUMNTING Wooldridge)
RACK. Over-all dimensions
25.75 in, high x 23.5 in. wide x
15 in, deep. Model 350-3P appears
on namerplate of case. Includes
the following replaceable parts
and assemblies:
527 AMPLIFIER, Master Racord MP10306 Ampex 570IR3-1 1
and-Playback . (Modified) (Modified Per
figure 1-26
and 5-18 of
System 1 In-
‘|struction Guidd,
MP10010)
825 AMPLIFIER, Slave Record- MPI10116 Ampex 5701R3-3 2
and-Playback. (Modified) {Modified Per
figure 1-26
and 5-18 of
System 1 In-
struction Guideg,
MP10010) -
Approvefl For Relegse 1999/09/08 : CIA-RDP81B00878R000200040001-0




EQUIPMENT  (NOMENCLATURE) RE-RECORD EQUIPMENT SHEET 135 ofF SHEETS

NAME OF CONTRACTOR .= HPRIGYefFenRelease;1299/09/08 ; CIARNDSTRIRY BROJUZRUBACVOTY ) PARTS DATA LIST
| 2 3 4 5 6 7 8 9
ITEM NO.| COMPLETE DESCRIPTION OF ITEM| CIRCUIT | CONTRACTOR'S| ACTUAL MFG. | MFG. TYPE OR|ITEMS PER | RECOMMENDED QUAN. JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. |EQUIPMENT PER EQUIPMENT

In addition to the amplifier parts
listed in the Ampex Operation-~
and-Maintenance Manual, the fol-
lowing replaceails modification
parts are used in the amplifiers:

<29 CAPACIZOR, fixed, paper C1302 MP30069 Aerovox Po2 3
dielectric, 1.55 in. 1g x 0. 62]
in, dia, 2 mid, 200 vdcw,

700 C operating temperature

530 CAPACITOR, fixed, paper C1303 MP30034 Aerovox P3 3
dielectric, 0.625 in. 13 x
0.31 in, dia, 0.05 mfd, 200

vdew

31 RESISTOR, fixed, composi- | R1301 MP20375 Allen- ED 3 RCZOGF4747
tion, 470, 000 ohms, + 5%, Zradley
1/2 watt -

532 RESISTOR, fixed, composi- R1302 MP20275 Allen- E= 3 RCZCCF1SC:
tion, 1.5 megohms, + 5%, Sradley
1/2 watt -

333 RESISTOR, fixed, composi~ R1303 MP20315 Allen- EBD 3 RCZ0GF134)
tion, 130, 000 ohms, + 5%, Sradley
1/2 watt -

334 SWITCH, Iat-handle toggle.| S1301 MP60002 H & H Spe~ 1136 6
Over-all dimensions 1, 625 cialists

in, 1g x 1.5 in. wide x 0.5 in.
thick. A SPDT switch.

Approveq For ReleTe 1999/09/08 : CIA-RDP81B00878H000200040001-0




EQUIPMENT  (NOMENCLATURE) RE-RECORD EQUIPMENT SHEET 136 oF SHEETS
NAME OF CONTRACTOR 7The RARROVROERIRESaSE JPTgNTE Cr BRI RRGPTeRA00ZAG0400040- PARTS DATA LIST
I K 2 3 4 5 5] 7 8 9
ITEM NO.| COMPLETE -DESCRIPTION OF ITEM [ CIRCUIT | CONTRACTOR'S ACTUAL MFG. | MFG. TYPE OR|ITEMS PER | RECOMMENDED QUAN. JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. |EQUIPMENT PER EQUIPMENT
835 Same as 51301 51302
836 SWITCH, Rotary. Four pole] S1303 MP60005 Centralab Pi23 3
two position switch,
837 |MP10920, HIGH-SPEED TAPE- MP10920 Ampex 5700 1
TRANSPORT MECHEANISM (RE-
CORD)., Over-all dimensions
17.4 in. high x 23.25 in, wide x
20.5 in, deep. Model 350-3R
appears on nameplate of case.
838 |MPl0639, LOW-SPEED TAPE- MP10639 Ampex 5700 1
TRANSPORT MECHANISM (PLAY]- (Modified) (Modified Per
BACK). Over-all dimensions - figures 1-25
17.4 in, high x 23.25 in, wide x - and 5-15 of
20.5 in. deep. Model 350-3R System 1 In-
appears on nameplate of case, struction Guide,
MP10010)
In addition to the tape-transport
parts listed in the Ampex Opera-
tion-and Maintenance Manual, the|
following replaceable modifica-
tion parts are used in the low-
speed tape-transport mechanism.
839 BRACKET, Capstan-Motor MP10147 Ramo- R-W Dwg. 1 Req. Per
Mounting. Made from alum- . Wooldridge | 50499020 Ass'y,
inum. Square shape, Over-
all dimensions 2.50 in, 1g x
2,50 in, wide x 0,250 in.
high. One hole in center
0.937 in. dia, four holes .
' R000200040001-

Approv:

d For Rel¢ase 1999/09/08 :
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EQUIPMENT

(NOMENCLAT URE)

NAME

=T

OF CONTRACTOR

The FapprevedbbonRelease 998

SHEET 137 of SHEETS

40904205

021

PARTS DATA LIST

2

3

7

8 9

ITEM NO.

COMPLETE DESCRIPTION OF ITEM

CIRCUIT
SYMBOL

CONTRACTOR’S
STOCK NO.

ACTUAL MFG.
OF ITEM

MFG. TYPE OR
STOCK NO.

ITEMS PER
EQUIPMENT

RECOMMENDED QUAN,
PER EQUIPMENT

JAN TYPE

g

L3

541

842

843

844

CRACKET, Capstan-Motor
Mounting. (Cont'd.)

0.218 in, dia countersunk
spaced equally 2,00 in, from
the center at 90°,
0.147 in. dia tapped 10-24
spaced equally 2,625 in. from
the center at 45°,

MOTOR, Capstan,

CAPACITOR, Capstan Motor
Starting.

MP10404, COMPLETE ASSEM3L
OF POWER SUPPLIES (3) AND
MOUNTING CASE, Over-all
dimensions 9.5 in, high x 14,5
in. wide x 11. 75 in. deep.

INTERCONNECTING CABLES,
The cables are interconnected as
shown in figure 1-24 of the System
lInstruction Guide (MP10010).

The interconnecting cables are
tabulated below:

POWER-SUPPLY EXTEN-
SION CABLE,

Four holes

Blackened|

BIAS-INTERCONNEC
CABLE.

TBov

Bl1301

C1301

For Rel

MP10147

MP10640

MP30066

MP10404

MP63007

se %éﬁg% He

Ramo-
Wooldridge

TECDEV
(Modified Perj
R-W Speci-

fications)

TECDEV

Ampex

Ampex

A-ROPEREH0878

R-W Dwg,
50499020

S630-5C

Part of S630-
5C Motor

3741-1

3814

IR000268648001-

1 Req. Per
Ass'y.




EQUIPMENT  (NOMENCLATURE) RE-RECORD EQUIPMENT SHEET 135 oF SHEETS
NAME OF CONTRACTOR 1d5E CorIrati PARTS DATA LIST
| 2 3 4 5 6 7 8 9
ITEM NO.| COMPLETE DESCRIPTION OF ITEM{ CIRCUIT | CONTRACTOR'S| ACTUAL MFG. | MFG. TYPE OR | ITEMS PER | RECOMMENDED QUAN. JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. [EQUIPMENT PER EQUIPMENT
845 POWER-INTERCONNEC TING MP63010 Ampex 5759-1 1
CATLE.
846 MODIFIED POWER-INTER- MP63011 Armpex 5759-1 1
CONNECTING CALLE, (Modified) {Modified Per
Ampex 5759-1 cable modified figure 5-17 of
to include W1301l extension System 1 In-
cable. struction Guide,
MP10010)
847 W1301. A two-wire extension] W1301 MP63026 Ramo- None 1
cable. One end has Cinch- Wooldridge
Jones S-304-FHT-K connec-
tor. Other end of cable con-
nected to J407P of Ampex
5759-1 cable., Wires join R
pins 1 and pins 2.,
848 PRIMARY-POWER CABLE MP63012 Ampex None 1
K For Relehse 1999/09/08 : CJA-RDP81B00878R000200040001-0 —
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EQUIPMENT

(NOMENCLATURE)

AUXILIAR ELUIPMEKT SHEET 137 oF SHEETS
NAME OF CONTRACTOR .ue RRRIGVSHTAGREEASE oS : T5]0et 2021 PARTS DATA LIST
1 2 3 4 5 5] 7 8 9
ITEM NO.| COMPLETE DESCRIPTION OF ITEM | CIRCUIT | CONTRACTOR S| ACTUAL MFG. | MFG. TYPE OR | ITEMS PER RECOMMENDED QUAN, JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. |EQUIPMENT PER EQUIPMENT
549 CA’'LE, Unit . Extension. W3l MP63017 | Ramo- R-W Dwg.
Wooldridge 50401567
850 CAZLE, TestliIorn Feed, A 5- W510 MP63014 |Ramo- None
it. piece of RG-~9/U coaxial cakld Wooldridge
terminated at each end with a
series N UG-21C/U plug.
851 CAZLE, Test-Set Primary- w507 MP63015 Tektronix COP-16-8
Power, -
852 CAZLE, Unit Cl, Monitoring. W513 MP63025 | Ramo- R-W Dwg.
Wooldridge 50404081
853 CABLE, Unit © Printed-Circuit~ MP62997 |Ramo- R-W Dwg,
Board Test. Wooldridge 50401515

Approvell For Rele;

hse 1999/09/08 : C|
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EQUIPMENT

(NOMENCLATURE)

AUXILIARY EQUIPMENT SHEET M0 oF SHEETS
NAME OF CONTRACTOR  The RAMO Woold o e Corooranc PARTS DATA LIST
| 2 8 9
ITEM NO.| COMPLETE DESCRIPTION OF ITEM| CIRCUIT |CONTRACTOR'S|{ ACTUAL MFG. | MFG. TYPE OR | ITEMS PER | RECOMMENDED QUAN, JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. |EQUIPMENT PER EQUIPMENT
354 | CAZLE, Unit 5 Monitoring. w512 MP63021 |Ramo- R-W Dwg.
. Wooldridge 50401589
855 DE-MAGNETIZER, Head. MP10143 Ampex 704
856 HEEADPHONES (2000~ohm imped MP10505 Trimm Featherweight|
ance). Feadset 104
857 TOOL KIT, Electronic Techni- MPI10190
cian, :
858 TOOL KIT, Laboratory. MP10192
Approvegl For Relepse 1999/09/08 : CIA-RDP81 800878r000200040001-0 am—




EQUIPMENT

(NOMENCLATURE)

AUXILIARY EQUIPMENT

i

SHEET 141 - of SHEETS
NAME OF CONTRACTOR _.'.c Aeprovest SordReleasectooolaits,: CA BRI RIE SR OZCHINY 02, PARTS DATA LIST
| 2 3 4 5 6 7 8 9
ITEM NO.| COMPLETE DESCRIPTION OF ITEM| CIRCUIT CONTRACTOR'S| ACTUAL MFG. | MFG. TYPE OR|ITEMS PER | RECOMMENDED QUAN, JAN TYPE
SYMBOL] STOCK NO. OF ITEM STOCK NO. |EQUIPMENT PER EQUIPMENT
259 DOLLY, Table Top. MP10415 Magnesium M-126
Co, of Am.
860 TAPE, Measuring. 5 ft, steel, MP10507
861 JIG, Test (for Unit T Printed-. MP10225 Ramo-
Circuit Zoard). Wooldridge
862 | METER, Tension (0 - 3 oz.). MP10207 | CARPO 0 - 3oz,
(Dist. by
George
Scherr)
863 METER, Tension (4 - 32 oz.). MPI10165 CARPO 4 - 32 oz.
’ (Dist. by
George
Scherr)
-
Approvgd For Relgase 1999/09/08 : ¢IA-RDP81B0087$R000200040001-




EQUIPMENT ' (NOMENCLATURE) AUXILIARY EQUIPMENT ) ia SHEET 142 oF SHEETS
999109108 -RDP848668+8 0004000
NAME OF CONTRACTOR <he RERIQOHESIRERITTEroY CONTRACT W Projact 5021 PARTS DATA LIST
! 2 3 4 5 6 7 8 9
ITEM NO.| COMPLETE DESCRIPTION OF ITEM| CIRCUIT [CONTRACTOR'S ACTUAL MFG. | MFG. TYPE OR|ITEMS PER | RECOMMENDED QUAN., JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. |EQUIPMENT| RER EQUIPMENT
S
564 OSCILLAYOR, Audio. 5 cps - MP10206 |Zewlett- Z00CD
600 ke. Output 20 Volts (rio load Packard
Internal impedance: 600 ohms
865 OSCILLOSCOPE. Driven sweep MP10218 Tektronix 531
to 0.1 microsecond per cm. .
(Requires plug-in preamplifier),
866 PREAMPLIFIER, Plug-In. MP10148 Tektronix 533
High gain, Sensitivity: 5mv./ . R
cm. Frequency response to 9
mc. Used with Oscilloscope
MP10218,
867 PREAMPLIFIER, Plug-In. MP10230 | Tektronix 53C
Dual trace. Sensitivity: 0.05 v.
/ecm, Frequency response ta
8.5 mec. Used with Oscilloscope
MP10218,
Approvegd For ReITse 1999/09/08 : JA-RDP81B00878R000200040001-¢
v -




EQUIPMENT _(NOMENCLATURE) AGIJARY g A SHEET 143 oF  SHEETS
NAME OF CONTRACTOR “he Ramo-Wooldridge Corporation CONTRACT R-W Project 5621 PARTS DATA LIST
! 2 3 4 5 6 7 8 S
lITEM NO.| COMPLETE DESCRIPTION OF ITEM| CIRCUIT | CONTRACTOR'S| ACTUAL MFG. | MFG. TYPE OR|ITEMS PER | RECOMMENDED QUAN. JAN TYPE
| SYMBOL| STOCK NO. OF ITEM STOCK NO. |EQUIPMENT| PER EQUIPMENT
Y PROGLE, Oscilloscope. Attenu- MP10187 Tektronix P51CA
ator. ‘
&6y | YOLTMETYER, Vacuvm- Tube. MPi0z13 Fewleti- 4108
i Frequency response: 20 cps-700 Packard
i mc. Range: 0-300 volts ac and
| dc. Input resistance and capaci-
! tance: 10 megohms, 1.5 micro-
! . microfarads,
870 | VOLTMEER, Vacuum Tube. MPI1070Z2 | TRIPLETT 631
Measures a-c volts, d-c volts,
resistance, and power level
{db).
871 METER, Flutter. 0 - 0.5% and MP10194 D&R FL-36
0 --Z% ranges.
872 TACHOMETER, Stroboscopic. MP10188 | General 631-2L
Radio
Approved|For Releage 1999/09/08 : CIA-RDP81B00878RP00200040001-0



EQUIPMENT  (NOMENCLATURE):  AUXILIARY EQUIPMENT SHEET M4 oF SHEETS
NAME OF CONTRACTOR The Bamaos ge Corporation  CONTRAGT  R-W Project 5021 PARTS DATA LIST
| 2 E) 4 5 6 7 8 9
ITEM NO.| COMPLETE DESCRIPTION OF ITEM | CIRCUIT | CONTRACTOR'S| ACTUAL MFG. | MFG. TYPE OR | ITEMS PER RECOMMENDED QUAN, JAN TYPE
] SYMBOL| STOCK NO. OF {TEM STOCK NO. [(EQUIPMENT PER EQUIPMENT

873 METER, Frequency., Portable. MP10208 |J.B.T. 34 - FP-9M
56 - 64 cps range. Instrument

874 HORN, Unit Al Test. MP10405 | De Mornay D5L-8-127

: Bonardi

875 HORN, Unit A2 Test. MP10313 Waveguide {to R-W Spec-|
. ification)

876 TRIPOD, Test Horn {Modified). MP10506 | Davidson and
Includes Star-D-Conquest. Tri- : Linhof
pod manufactured by Davidson,
and Panoramic Head manufac-
tured by Linhof.

CE——

Approved

IFor Releage 1999/09/08 : CIA
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EOUIPMENf (NOMENCLATURE) AUXILIARY EQUIPMENT SHEET 143 o©F SHEETS

NAME OF CONTRACTOR _ The RERIY bR ATy O s o NG e P80 5oz PARTS DATA LIST

, | 2 3 4 5 6 7 8 9
iTEM NO.{ COMPLETE DESCRIPTION OF ITEM| CIRCUIT | CONTRACTOR'S| ACTUAL MFG. MFG. TYPE OR|ITEMS PER | RECOMMENDED QUAN, JAN TYPE
* L SYMBOL| STOCK NO. OF ITEM STOCK NO. [EQUIPMENT PER EQUIPMENT
¥ r 577 MOUN Y, Uit Al Test-ilorn. MP10654 |Ramo- R-W Dwg.
¥ i Wooldridze 50403352
' |
? 674 | MOUNT, Unit A2 Test-Horn. MP16656 |Ramo- R-W Dwz.
; ! Wooldridge 50403353

i
: !
; £79 | KNO, Tape editing, Used with MPI10151
i 10-1/2 in, NARTE Tape reel.
560 REEL, Magnetic Tape. 10-1/2 MP10177
) in, NARTD.
¢
;
Approvedl For Release 1999/09/08 : CIA-RDP81 300878](000200040001-0




EQUIPMENT (NOMENCLATURE) AUXILIARY EQUIPMEIT SHEET 146 SHEETS
NAME OF CONTRACTOR _-:c AppravewbotReleased 899108 e s C 1A RRFE R SR0Q02GPO3000 T — =7 PARTS DATA LIST
| ’ 2 3 4 5 6 7 8 . S
ITEM NO.f COMPLETE DESCRIPTION OF ITEM/| CIRCUIT CONTRACTOR'S| ACTUAL MFG. | MFG. TYPE OR|ITEMS PER | RECOMMENDED QUAN, JAN TYPE
SYMBOL| "STOCK NO. OF ITEM STOCK NO. |EQUIPMENT PER EQUIPMENT
5ll TAPE, Magnetic, 0,230-in. MP10145 Auvdiotaze ASCld4 -
wide, 6500-ft. Reels, .0005
Mylar.
382 TAPE, Magnetic, 0,250-in, MP10146 Minnesota  [I190A-36R-100Q
wide, NART3S 3600-ft, Reels, Mining
Mylar,
883 TAPE, Splicing. MP10164 | Minnesota 41
Mining
884 . | SPLICER, Tape. MP10173 Robins Gibson Girl
Industries
Approvéd For Rel¢ase 1999/09/08 : ¢IA-RDP81B0087 R000200040001-




EQUIPMENT - (NOMENCLATURE) AUXILIARY EQUIPMENT SHEET 147 oF SHEETS
NAME OF CONTRACTOR The RApprovWobbiRdleaspdf99/ea/08: CIARPPRIATPE78R0002006400801-0021 PARTS DATA LIST
I 2 3 4 5 6 7 8 9
ITEM NO.| COMPLETE DESCRIPTION OF ITEM | CIRCUIT [CONTRACTOR'S| ACTUAL MFG. | MFG. TYPE OR|ITEMS PER | RECOMMENDED QUAN, JAN TYPE
SYMBOL| STOCK NO. OF ITEM STOCK NO. [EQUIPMENT PER EQUIPMENT
SaeE] TAPE, Magnetic Tcst, MP10144 Ampex 6000-A1
286 CEMENT. 7-1/2 oz. Tube. MP10220 | Presstite Zorlock
Engineering
837 CHEESECLOTH, (10 yd. Roll). - MP19;_19 ]
888 DESICCANT. (11b.) MP10212. Socony Sovabead
Vacuum
889 OIL, Instrument. (4—pz.Bott1e). MP10156
.. Approve hse 1999/09/08 : C
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EQUIPMENT

(NOMENCLATURE)

NAME OF CONTRACTOR h: PRIR¥eW

SHEET 14& OF SHEETS
SOp PARTS DATA LIST
| 4 5 6 8 9
ITEM NO.| COMPLETE DESCRIPTION OF ITEM CONTRACTOR’S| ACTUAL MFG. | MFG. TYPE OR RECOMMENDED QUAN, JAN TYPE
—{ sYmMBOL| STOCK NO. OF ITEM STOCK NO. PER EQUIPMENT
390 | ALCOXOL, Grain. (1 Gal.) MPL0ZZ3
891 TAPE, Electrical, (1/2 in. MP10229 |Minnesota 33
| wide.) Mining
Approved For Release 1999/09/08 : CIA|RDP81B00878R}00200040001-0
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SECTION I
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